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Abstract 

 
In this dissertation, the correlation between the background gas as well as ablation 

PLD conditions and the corresponding plasma / film properties during pulsed laser 

deposition has been investigated. Combinational plasma analysis approaches, such as 

kinetic energy resolved mass spectrometry, emission wavelength and time resolved 

plasma imaging and Langmuir probe measurements have been used to analyse the 

plasma properties over a large variety of material types using different PLD 

conditions, such as background pressure, background type, ablation fluence, ablation 

photon energy. Rutherford back scattering (RBS) and elastic recoil detection analysis 

(ERDA) have been used to characterize the composition of the deposited thin films. 

From the physical interaction aspect, background interactions have been observed 

to vary the metallic plasma / film composition, apart from reducing the plasma kinetic 

energy. A congruent, elemental transfer during pulsed laser deposition of target metal 

species for as grown, non-annealed films is achieved in two constant pressure 

windows: below 10-3 mbar (quasi-vacuum plasma expansion) and the low 10-1 mbar 

range (shockwave plasma expansion). When using pressures in the 10-2 mbar range or 

pulsed reactive crossed-beam laser ablation (PRCLA), a cation deficiency for light 

metallic element has been observed as a result of pronounced elastic scattering effects 

as well as the less effective confinement of the plasma species due to the lack of the 

formation of a shockwave front. Time and emission wavelength resolved plasma 

imaging results confirm these observations. For using 10-2 mbar constant pressure or 

PRCLA a narrower spatial distribution has been observed for excited La as compared 

to Mn, while same spatial distribution for La and Mn has been observed using 10-1 

mbar pressure. This insight will provide guidance how to approach successfully oxide 

thin film growth of complex materials, implying that the pressure window to obtain 
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films with a desired composition is narrow requiring careful adjustment. 

From the chemical reaction aspect, the positive metal-oxygen ions have been 

observed as the main product from the oxidization of metallic species by background 

gas molecules. From a systematic investigation of the relative amount of positive 

metal-oxygen ion (MO+) compared to the metallic ion (M+) over a large variety of 

metallic elements and O2 / N2O background pressures, it has been shown that the 

chemical stability of MO+ largely influence the oxidization probability of the metallic 

species by the background molecules. For MO+ with dissociation energy larger than 

that of the background molecule, the MO+ / (M+ + MO+) ratio significantly increases 

with the used O2 or N2O pressure and exceeds 90% at the low 10-1 mbar pressure 

range. In contrast, when the dissociation energy of MO+ is smaller than that of the 

background molecules, a large MO+ / (M+ + MO+) ratio is not achievable even at the 

largest used pressure, and the metallic elements arrive at the substrate as metallic 

atoms or ions rather than as metal-oxygen species. 

By labelling the target material or substrate with 18O isotope, a quantitative 

characterization has been carried out to determine the origin of oxygen for plasma 

species and thin films. Background molecules have been shown to be the most 

important oxygen source for plasma species and thin films when using a pressure of 

10-1 mbar O2 or N2O as well as using PRCLA (O2) for a La0.6Sr0.4MnO3 deposition.  

From a fundamental aspect, a better understanding of how plasma / background 

interactions influence the plasma / deposition properties during PLD has been 

presented in this dissertation. From the practical application aspect, some guidance for 

designing deposition strategies, i.e. how to choose the background gas, deposition 

pressure, ablation fluence and wavelength, are also provided. 
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Zusammenfassung 

 
Diese Doktorarbeit behandelt die Zusammenhänge zwischen Hintergrundgas, 

Ablationsbedingungen und den entsprechenden Plasma- und Filmeigenschaften in 

Pulsed Laser Deposition (PLD). Kombinierte Herangehensweisen der Plasmaanalyse, 

wie energieaufgelöste Massenspektrometrie, Emissionswellenlänge, zeitaufgelöste 

Plasma Abbildungen, Langmuir Sonde und weitere Methoden werden auf eine 

Vielzahl von Materialien angewandt. PLD Bedingungen werden variiert, 

beispielsweise bezüglich des Hintergrunddrucks, des Hintergrundgases, der Laser 

Energiedichte oder der Photonenenergie. Rutherford Backscattering (RBS) und 

Elastic Recoil Detection Analysis (ERDA) geben zudem Aufschluss über die präzise 

Zusammensetzung von den jeweils abgeschiedenen Dünnfilmen. 

Vom Standpunkt physikalischer Wechselwirkungen zeigt diese Doktorarbeit, dass die 

Hintergrundwechselwirkungen abgesehen von dem erwarteten Einfluss auf die 

kinetische Energie des Plasmas auch einen Einfluss auf die metallische Film- und 

Plasmazusammensetzung haben. Ein kongruenter Transfer der metallischen Elemente 

des Targets wird für unter bestimmten Bedingungen hergestellte, nicht thermisch 

nachbehandelte Filme in zwei Druckfenstern erreicht: Unterhalb von 10-3 mbar 

(Quasi-Vakuum Plasmaausdehnung) und um 10-1 mbar (Schockwellen 

Plasmaausdehnung). Im Druckbereich von 10-2 mbar oder bei Pulsed Reactive 

Crossed-Beam Laser Ablation (PRCLA) wird ein Kationenverlust für leichte 

metallische Elemente beobachtet. Der Grund dafür liegt in ausgeprägten Streueffekten 

sowie in der durch das Fehlen einer Schockwelle weniger effektiven räumlichen 

Einschränkung der Plasmaspezien.  

Von dem Standpunkt der chemischen Reaktion werden positiv geladenen 

Metalloxidionen als Hauptprodukt der Oxidation metallischer Spezies durch 
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Hintergrundgasmoleküle beobachtet. Die relative Menge an positiven 

Metalloxidionen (MO+) verglichen mit dem entsprechenden metallischen Ion (M+), 

wurde für eine Vielfalt metallischer Elemente und O2 / N2O Hintergrunddrücke 

systematisch untersucht. Es hat sich gezeigt, dass die chemische Stabilität von MO+ 

die Oxidationswahrscheinlichkeit der metallischen Spezies durch 

Hintergrundgasmoleküle weitgehend beeinflusst. Für MO+ mit grösserer 

Dissoziationsenergie als die der Hintergrundmoleküle nimmt das MO+ / (M+ + MO+)  

Verhältnis signifikant mit dem verwendeten O2 oder N2O Druck zu und übersteigt 

90% im unteren Bereich von 10-1 mbar. Wenn die Dissoziationsenergie von MO+ 

hingegen kleiner ist als die der Hintergrundmoleküle kann ein hohes MO+ / (M+ + 

MO+)  Verhältnis nicht erreicht werden, auch nicht für die höchsten verwendeten O2 

oder N2O Drücke (10-1 mbar Bereich): Das metallische Element kommt in der Regel 

unoxidiert beim Substrat an. 

Durch Markieren des Substrates mit dem 18O Isotop kann eine quantitative 

Charakterisierung durchgeführt werden um den Ursprung des Sauerstoffes in Plasma 

und Film zu bestimmen. Wechselwirkungen mit dem Hintergrund haben sich als die 

wichtigste Sauerstoffquelle für das Plasma sowie den Film erweisen. Hierfür wurde 

ein O2 or N2O Druck von 10-1 mbar verwendet, beziehungsweise PRCLA mit O2 für 

eine Fallstudie an LSMO Abscheidungen.  

Es wird erwartet, dass diese Beiträge zur Forschung zu einem besseren Verständnis 

der fundamentalen physikalischen und chemischen Prozesse im Plasma während des 

PLD Prozesses führen. Ausserdem werden aus einem anwendungsorientierten 

Blickwinkel einige Richtlinien für den Entwurf von PLD Strategien für neue 

Materialien vorgestellt. 
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1. Introduction 

1.1 Pulsed laser deposition 

The main questions to address when growing high quality multi-elemental oxide 

thin films are how to achieve the required anion and cation stoichiometry combined 

with a good crystallinity in order to gain the expected physical properties. To prepare 

such films, pulsed laser deposition (PLD) is at present the main tool for oxide thin 

film growth of materials with a complex composition. Its relative ease of handling, 

flexibility in laser wavelength and power allow a wide variety of materials 

combinations to be deposited [1-4].  

In table 1.1, the characteristics of several vacuum deposition techniques are 

compared with PLD. PLD can be operated in a pressure range from 10-7 to 1 mbar 

which permits to adjust the composition, kinetic energies of plasma species, EK, and, 

hence, the growth mode of a film. This is unlike other deposition techniques 

(sputtering [5, 6], physical vapour deposition, molecular beam epitaxy [7, 8], 

chemical vapour deposition [9]) where the deposition pressure and the variety of 

materials which can be deposited within one deposition system are often limited. The 

most prominent examples where PLD had a major impact are cuprate superconductors 

[10-11], doped manganates [12-15], oxides ion conductors [16], and diamond like 

carbon (DLC) [2, 17]. The deposition process can be monitored using in situ 

techniques such as reflection high-energy electron diffraction (RHEED), or by a 

multi-beam optical stress sensor (MOSS) during the PLD process. With this precise 

monitoring of the film growth process the quality of oxide interfaces became 

comparable to interfaces prepared by molecular beam epitaxy, and the physics related 

to oxide interfaces more widely accessible [18-20].  
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Deposition 

Approach 

Pressure 

(mbar) 

Species EK 

(eV) 

Deposition 

Rate 

Deposition type of thin 

films 
Comments (pros and cons) 

Pulsed laser 

deposition (PLD) 
10-7 - 1 1-1000 ∼0.1 nm/s 

oxides, nitrides, carbon, 

metals, alloy 

Easy handling, suitable for a large 

variety of materials, largely maintains 

the same stoichiometry of film to 

target material; Difficult to achieve 

commercial scale production 

Thermal Evaporation 10-4-10-2 ∼0.1 1-10 nm/s 
metal, chalcogenides, 

alloy 

Easy handling, large deposition speed, 

suitable for commercial production; 

Not for the deposition of materials 

with a high melting-point 

Molecular beam 

epitaxy (MBE) 
<10-9 ∼0.1 <1 nm/s 

oxides, nitrides, 

chalcogenides, III-V 

compounds 

Achieve good epitaxial growth and 

high purity of the film; low deposition 

rate, complex deposition facility, 

require high or ultra high vacuum 

Sputtering or 

magnetic sputtering 
10-3-10 1-500 0.1-1 nm/s 

Si, metal, alloy, oxides, 

nitrides, chalcogenides

Easy handling, relatively large 

deposition speed; more complicated to 

achieve a stoichiometric transfer 

compared to PLD due to variation in 

sputter rate for elements with different 

atomic weight 

Chemical vapor 

deposition (CVD; or 

MOCVD, PECVD) 

10-3-10 ∼0.1 1-10 

Si, chalcogenides, III-V 

compounds, oxides, 

nitrides 

Easy handling, large deposition speed, 

suitable for commercial scale 

production; Often requires poisonous 

or explosive precursors 

Atomic layer 

deposition (ALD) 
<10-9 ∼0.1 ∼0.1 Å/cycle

oxides, nitrides, metals, 

metal sulfides 

Achieves a precise control of the film 

thickness by reaction cycles; low 

deposition rate, complex deposition 

facility. 

Table 1.1. Characteristics of various deposition approaches by vacuum process [1-20, 101, 

139-154] 

 

Although it is assumed that a congruent elemental transfer of elements from a 

target to a thin film is easily achieved by PLD, a clear knowledge and control over the 

film composition vs. the used PLD conditions are actually absent [19, 20]. Contrary to 

commonly conveyed knowledge, PLD is not a technique intrinsically linked to a 

congruent transfer of target species and the often quoted congruent transfer from the 

target to the substrate is not necessarily correct [21-28]. Instead it often depends on 
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the atomic mass of the ejected species [29], background gas/pressure respectively the 

interaction between these species generated by scattering events in the plasma plume, 

and/or changes of the target surface composition [28]. 

 

1.2. Plasma dynamics for PLD 

During PLD, the material transfer from a bulk target to a substrate to form a film 

is achieved by a laser induced plasma plume [1-4, 15-17]. When using a nanosecond 

laser pulse to remove material from a solid, the laser energy is absorbed by the surface 

region of the target material. This process strongly heats and excites the irradiated 

volume. The material from the heated volume is ejected from the solid but continues 

to absorb laser photon energy forming a partially ionized thin vapour layer near the 

target surface. At the termination of the laser pulse, these initial plasma species 

expands adiabatically in three dimensions [2, 15, 16].  

The plasma plume directly generated from laser / solid interactions usually 

consists of fast species with a kinetic energy up to a few hundreds of eV [15], which 

does not favour the film deposition in many cases. Therefore, a background 

atmosphere is usually used to interact with the plasma species and to adjust its 

properties for the deposition.  

Figure 1.1a shows the schematic illustration of the chamber for a standard PLD 

using a constant background pressure, while Figure 1.1b illustrates the chamber for 

pulsed reactive crossed-beam laser ablation (PRCLA) where a pulsed reactive gas 

crossed beam is used to interact with the plasma. When using a constant background 

pressure, the collision mean free path between the plasma species and background 

molecule is controlled by the magnitude of background pressure, roughly estimated as 

2
1 2( )
kT

P R R
λ

π
≈

+
 (with λ the collision mean free path, R1, R2 the radius of plasma 

species and background molecule, P, k and T the background pressure, Boltzmann 

constant and temperature, respectively). An alternative approach is to inject a pulsed 
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gas beam to interact with the initial plasma species at their early propagation stage 

(see illustration in Figure 1.1b). It is well known that the physical interaction of the 

ablated species with a background gas is leading to a thermalization of the plasma 

plume with a change in the kinetic energy from a couple of 10 to 100 eV in vacuum 

down to a few eV [15]. Equally important are chemical reactions between plasma and 

background species to adjust the plasma composition for the depositions.  

 
Figure 1.1. Schematic illustration of the chambers for (a) a common PLD and (b) a PRCLA [16, 

17] 

1.3. Film deposition 

Although the PLD process is considered to be rather simple, it has been realized 

that in many cases a desired deposition is only achieved within a narrow range of 

deposition conditions, limited by the background gas and pressure, ablation photon 

energy and fluence, target to substrate distance, substrate type and deposition 

temperature, or laser ablation frequency [1-4, 15-17]. These phenomenons reveal 

complex correlations between the PLD conditions, plasma and film properties.  

The substrate has been considered to largely determine the nucleation as well as 

crystal growth of the arriving species as a film. For example, depending on film / 

substrate lattice mismatch and the difference in the binding energy between film and 
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substrate, three fundamental modes for film growth have been established: (1) 

Volmer-Weber (3D island growth), Frank-van der Merwe (2D layer by layer growth) 

and Stranski-Krastanov (2D growth followed by 3D growth), see Figure 1.2a [1-4, 

15-17]. The substrate temperature influences the surface diffusion of arriving species, 

and also varies the dynamics between nuclei and crystal growth of the film material.  

 

Figure 1.2. (a) Illustration of the three fundamental modes for film growth; (b) Illustration of the 

atomic processes occur on the substrate surface during deposition [15, 16]. 

 

Equally important is the composition and kinetic energy of the arriving plasma 

species, which are influenced by the laser ablation processes as well as background 

conditions. Figure 1.2b illustrates the possible processes considered to occur when 

plasma species arrive at the surface of the substrate. Kinetic energies below 10 eV are 

generally considered to be favourable for a deposition, while species with larger 

kinetic energy may disturb the film growth via processes such as defect generation, 

implantation, and re-sputtering [2, 15, 16]. Apart from the plasma EK, the film 

composition is expected to be largely affected by the plasma composition, which 

usually varies as a result of chemical reactions between plasma species and 
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background molecules [15, 32]. Also, the background scattering events can vary the 

plasma propagation and spatial distribution [27-29]. 

 

1.4. Analysing the plasma properties for PLD 

For many examples, the explorations of the appropriate PLD conditions are very 

dependant on expertise and experimental tries, which is time consuming. Therefore, 

establishing a general correlation between PLD conditions, laser induced plasma and 

film properties are beneficial for the exploration of PLD conditions for the deposition 

of the new materials. Meanwhile, it also improves the understanding of PLD from a 

fundamental point of view. To achieve these goals, in previous investigations the PLD 

plasma properties have been investigated by plasma analytical techniques such as 

Langmuir probe measurements [33, 34], plasma imaging [27-29, 41], 

emission/absorption spectroscopy [38-40] and quadrupole or time of flight (TOF) 

mass spectrometry [32, 35-37].  

In Table 1.2, the functions of several plasma analysis approaches are summarized 

and compared. Each approach possesses specific functions in analyzing certain 

aspects of the plasma. For example, when using mass spectrometry, it is possible to 

distinguish the mass to charge ratio in order to analyze the ionic plasma compositions 

[15, 32, 35-37]. By combining the mass spectrometer with a kinetic energy selector, it 

is possible to analyze also the kinetic energy of the respective plasma species. In 

addition, it is also possible to detect neutral species by introducing an ionization 

region before the quadrupole / TOF mass analyzer. There the neutral species are 

ionized through processes such as electron impact [15]. The mass spectrometer 

usually possesses a complicated construction and is costly [15]. For comparison, a 

much cheaper technique, e.g. Langmuir probe detection, has been also used to 

investigate the plasma properties. A metal probe with variable bias voltage is used to 

detect the charged plasma species as a function of the plasma propagation time, which 

gives information of the plasma velocity. In addition, from the correlation between the 
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magnitude of detected current and the used bias voltages, the electron temperature and 

density can be derived [33, 34]. Apart from the direct detection of species, the plasma 

composition can be also detected by looking at the light emission from excited species 

using emission spectroscopy, or by looking at the light absorption from species at the 

ground state using absorption spectroscopy [27-29, 38-41]. Also, time-resolved 

plasma imaging techniques have been also used to investigate the propagation 

dynamics of the plasma plume by observing the temporal dependence of the spatial 

distribution of excited species [27-29]. 

 

Approach What can be detected What information can be acquired 

EK-resolved Mass 

spectrometry 

(in this work) 

* Ionic species; 

* Neutral speices; 

* Plasma composition; 

* EK of plasma species; 

Langmuir probe 
* Ionic species; 

* Electrons; 

* Plasma velocity; 

* Electron temperature; 

* Electron density; 

Emission 

spectroscopy 

* Light emission from the excited 

species (ions or neutrals); 

* Plasma composition; 

* Electron density; 

Absorption 

spectroscopy 

* Light absorption by plasma 

species (ions or neutrals); 

* Plasma composition; 

* Species excitation dynamics 

Time-resolved 

plasma imaging 

* Light emission from the excited 

species; 

* Spatial distribution of excited species; 

* Plasma velocity; 

Table 1.2. Characteristics of various plasma analysis approaches for film deposition  

 

In general, most of the previous investigations about PLD plasma are mainly 

focused on physical aspects, such as plasma propagation dynamics, velocity, electron 

temperature and density [2, 15, 30-41]. A more quantitative approach to capture the 

simultaneously ongoing chemical aspects, in particular the reaction of plasma species 

with a background gas and reliably determine the film composition, is still missing. 
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Important questions are, e.g. how is the anion and cation composition in a film 

affected by the background gas type / pressure or laser ablation conditions? Which 

oxygen source (target, background, or substrate) finally determines the composition of 

the deposited thin film? This is vital information since answers to these questions 

influence the strategy how to approach oxide thin film growth in general. 

 

1.5. Aim of this work 

In this dissertation, the laser induced plasma properties were analysed using 

EK-resolved mass spectrometry, time-resolved plasma imaging, and Langmuir probe 

measurement over a large variety of PLD conditions and target materials. Correlating 

the plasma properties to the as-deposited film composition and crystalline structures 

allows to establish a correlation between PLD conditions and plasma / film properties. 

Chapter 2 describes the experimental conditions for the plasma analysis as well 

as film deposition and characterization in more details. Chapter 3 reports the plasma / 

film properties vs. O2 background pressure as well as ablation fluence during the 

deposition of La0.6Sr0.4MnO3. By using 18O2 isotope labelling of the target or substrate, 

the proportion of the film oxygen composition, from target, background or substrate 

can be distinguished and quantified. A kinetic energy resolved mass spectrometry was 

used to analyse the plasma properties. In order to gain a more thorough understanding, 

the investigations are extended to a large variety of oxide target materials, which 

reveals the variety in plasma / background oxidization reactions due to the bond 

energy of the metal-oxygen species compared to the dissociation energy of the 

background molecules.  

In Chapter 4, the PLD process of Ca3Co4O9 and 3-YSZ are selected as two 

representative cases to further expand the correlation of the plasma / film properties 

and O2 background pressure developed in Chapter 3. For Ca3Co4O9 the dissociation 

energy of Ca-O and Co-O are all smaller than the dissociation energy of O2, while for 

3-YSZ the dissociation energy of Y-O and Zr-O are all larger than the dissociation 
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energy of O2. These studies strengthen the conclusions drawn in Chapter 3 and result 

in a better understanding with respect to the chemical reactions between laser induced 

plasma species and the background molecules. 

In Chapter 5, two other laser wavelengths (193nm and 308 nm) are used for the 

plasma analysis and film deposition of La0.6Sr0.4MnO3, in order to further explore the 

influence coming from the photon energy to the PLD process. The plasma / film 

properties when using 308 nm and 193 nm laser ablations are systematically 

investigated as a function of O2 background pressure, which are compared with the 

results using the 248 nm laser described in Chapter 3. 

Chapter 6 describes what will happen to the plasma and film properties if a 

pulsed reactive crossed beam is used as an alternative approach to involve plasma / 

background interactions. The plasma / film properties are investigated for the 

deposition of La0.6Sr0.4MnO3 when using an O2 gas pulse. The results are compared to 

the ablation results when using a constant background pressures as presented in 

Chapter 3.  

Chapter 7 describes why in many cases a N2O background is beneficial for the 

deposition of specific materials. The 18O labelled La0.6Sr0.4MnO3 has been used for 

plasma analysis by mass spectrometry as well as plasma imaging and also for film 

deposition under various N2O pressures. The mass spectrometry plasma investigations 

are extended to a large variety of oxide target materials in the pressure range between 

10-2 and 10-1 mbar N2O. The presented results are compared to the results observed in 

Chapter 3 thereby addressing the question when the implementation of a N2O 

background is useful for deposition. 

Chapter 8 compares the results of ionic plasma species properties detected by 

EK-resolved mass spectrometry and Langmuir probe measurements. The 

La0.4Ca0.6MnO3 target was ablated using a 308 nm laser at different fluences. The EK 

distributions for the main ionic species detected by mass spectrometry are converted 

to their time of arrival (TOA) distributions and compared with the result directly 

measured by the Langmuir probe. Combining the results from both techniques, the 

temporal dependence of the negative ion density was derived. 
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In Chapter 9, the main conclusions of the thesis are presented. Overall, 

correlating the background dependence of film composition, described in Chapter 3, 4 

(vs. pO2) and 7 (vs. pN2O), arrives at an improved understanding of plasma / 

background interactions. Correlating the background dependence of plasma 

composition described in Chapter 3-7 arrives at an improved understanding of plasma 

/ background reactions from a chemical point of view. 
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2. Experimental 

2.1. Plasma generation 

For these studies, excimer lasers with nanosecond pulse lengths at 3 wavelengths 

have been used: 1) KrF (248 nm), 2) XeCl (308 nm) and 3) ArF (193 nm). The laser 

beam profile was imaged by a rectangular aperture onto the target inside a 

multifunctional ultra high vacuum (UHV) chamber. The spot size has been fixed to 

1.4 mm2 and the ablation fluence is controlled by varying the incoming laser energy. 

The maximum ablation fluences which can be achieved are ∼10 J/cm2, 2.6 J/cm2 and 

3 J/cm2 for using the KrF (248 nm), XeCl (308 nm) and ArF (193 nm) excimer lasers, 

respectively. The target to substrate (or detector) distance has been fixed at 4 cm.  

   For the investigation of plasma species interacting with a background gas (O2, 

N2O, Ar and N2), a constant background pressure from ∼10-8 mbar to 5 x 10-1 mbar 

was used. Alternatively, plasma species can also interact with a synchronized O2 or 

N2O gas pulse, a technique also known as reactive crossed-beam laser ablation 

(PRCLA).   

 

2.2. Plasma probe set-up 

The laser induced plasma properties are analyzed using kinetic energy (EK) resolved 

mass spectrometry, time and emission wavelength resolved plasma imaging, and 

Langmuir probe measurement. As-illustrated in Figure 2.1, the plasma properties can 

be analyzed in the UHV chamber at the same time by mass spectrometry and plasma 

imaging. Both setups are triggered by a photodiode, which detects the incoming laser 

beam. The center of the plasma points towards the mass spectrometer for the detection 

of the signal from plasma species. Meanwhile, the emission light of the plasma is 
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detected by the camera for plasma imaging. For Langmuir probe detection, a disk 

shaped target is used. The target is rotated anticlockwise by 90° as compared to the 

position illustration in Fig 2.1. Therefore, the Langmuir probe points to the center of 

the incoming plasma plume. The circulated numbers in purple in Figure 2.1 illustrate 

the specific processes in detail for mass spectrometry, plasma imaging and Langmuir 

probe detections.  

 
Figure 2.1 Schematic illustration of the working principle of plasma analysis by mass 

spectrometry, plasma imaging and Langmuir probe measurement for common PLD 

 

Mass spectrometry: The laser beam is detected by the photodiode. The photodiode 

sends a starting signal to the delay generator (process 1). By receiving the start signal 

from the photodiode, the delay generator generates a time window of 0.5 ms and 

sends it to the mass spectrometer to detect the plasma species (process 2).  

Plasma imaging: The laser beam is detected by the photodiode. The photodiode 

sends a starting signal to the camera for plasma imaging (process 1). The plasma 
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imaging cameral starts working after receiving the starting signal from the photodiode. 

The delay generator and gate width controller for the image acquisition is integrated 

in the camera. 

Langmuir probe detection: The target as illustrated in Figure 2.1 needs to rotate 90 

degrees anticlockwise to make the probe pointing to the center of the plasma. The 

laser beam is detected by the photodiode. The photodiode sends a starting signal to 

the Langmuir probe as well as the oscilloscope, which is used as the zero point for the 

time (process 1). The Langmuir probe with appropriate bias voltage detects the 

temporal current signal from the plasma, which is detected by an oscilloscope 

(process 3).  

   Apart from the plasma analysis for a standard PLD process, it is also possible to 

analyse the plasma properties by using mass spectrometry or plasma imaging for 

PRCLA as illustrated in Figure 2.2. O2 or N2O has been used for the gas pulse. The 

pressure at the piezo valve is around 2 bar. The circulated numbers in purple shown in 

Figure 2.2 illustrate the specific processes in detail for PRCLA and plasma analysis. 

An additional gas pulse controller is used in order to give the starting signal for the 

injection of the gas pulse (process 1) and also to send a starting signal to the 

oscilloscope as the zero point for the time. The gas pulse controller sends a starting 

signal to the laser as well as the oscilloscope (process 2) after an adjustable delay time 

from 100 – 900 μs is set at the gas pulse controller. The photodiode detects the laser 

beam and afterwards sends a starting signal to the plasma imaging camera, the 

oscilloscope as well as the delay generator for controlling the mass spectrometer 

controller (process 3). The delay generator generates a time window of 0.5 ms and 

sends it to the mass spectrometer to detect the plasma species (4). 
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Figure 2.2 Schematic illustration of the working principle of plasma analysis by mass 

spectrometry and plasma imaging for PRCLA 

 

2.2a. Kinetic energy resolved mass spectrometry plasma analysis 

An electrostatic quadrupole mass spectrometer (Hiden analytical EQS) with a 

high-transmission 45º sector field ion kinetic energy analyzer was used as illustrated 

in Figure 2.3a. The incoming ions are first filtered by the high-transmission 45º sector 

field ion kinetic energy selector, which allows species with specific EK to pass 

through. The incoming ions are affected by the electric field force perpendicular to its 

velocity by turning 45º, which can be described as 
2 2 KEmvF qE

R R
= = =  (E is the 

variable electric field strength, R the radius of the circular motion fixed by the 

geometry and q is the electric charge of the ion). Therefore, a specific kinetic energy 
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is selected by the added electric field. Afterwards, a quadrupole mass selector is used 

to separate ions with a specific mass to charge ratio to pass through. During the 

detection, the pressure inside the mass spectrometer has to be kept lower than 10-4 

mbar. Therefore, when analysing the plasma in a background gas, a small aperture 

(φ=0.06 mm) has been used for the ions to enter and the mass spectrometer which is 

differentially pumped.  

 
Figure 2.3. (a) Schematic illustration of the kinetic energy resolved mass spectrometer (source: 

http://www.hidenanalytical.com); (b) An example of the EK distribution of La+, La16O+ and 

La18O+ detected from 308 nm laser induced La0.6Sr0.4Mn16/18O3 plasma at 1 x 10-2 mbar O2. 

 

For the detection of ionic plasma species, the amount of species with specific 

mass to charge ratio is scanned as a function of their kinetic energy. Other 

electro-optical parameters are further optimized at the most probable kinetic energy. 

Using the appropriate electro-optical parameters, the amount of ionic species is 

detected as a function of their kinetic energy, called a kinetic energy distribution 

(dN/dEK). Figure 2.3b shows an example of the EK distribution of La+, La16O+ and 

La18O+ detected from 308 nm laser induced La0.6Sr0.4Mn16/18O3 plasma at 1 x 10-2 

mbar O2. The total amount of a specific ionic species (N) is obtained 

by
100( )

0( )

eV

KeV
K

dNN dE
dE

= ∫ , while its average kinetic energy (EK,Avr.) is estimated by 

100( )

0( )

, .
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K
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=

∫
. 



 22

In order to gain a better understanding for plasma / background interactions vs. 

target metallic type, various oxides, i.e. La0.6Sr0.4MnO3, La0.4Ca0.6MnO3, YBa2Cu3O7, 

TmMnO3, SrTiO3, SrMoO4, TbMnO3, LuMnO3, TmMnO3 and La0.8Ca0.2CoO3, 8-YSZ 

(8 mol% Y2O3 doped ZrO2), Al2O3 and ZnO were ablated at a fixed O2 or N2O 

pressure and fixed fluence for mass spectrometric plasma analysis. In order to 

evaluate the background oxidization probability for various metallic species, the 

relative amount of the positive metal-oxygen (MO+) ions are compared to the metallic 

ions (M+), using MO+ / (M+ + MnO+) or MO+ / M+ to evaluate the proportion of the 

oxidized metallic ions into metal-oxygen ions as compared to the remaining metallic 

ions.  

Apart from measuring ionic species, neutral species can also be detected by using 

an ionization region before the kinetic energy analyzer. In that case, a reversed 

extractor voltage is used in order to expulse the ionic species. The entered neutral 

species are ionized by the electron ionization filament installed at the entrance of the 

mass spectrometer, which make them detectable by the kinetic energy analyzer as 

well as the quadrupole mass analyzer [15]. However, a quantitative detection of 

neutral species can not be achieved due to the unknown ionization efficiency of the 

incoming species. For example, different ionization efficiencies are expected for 

different types of incoming neutral species. In addition, the amount and kinetic energy 

of the incoming neutral species may also influence the ionization efficiency. The 

current work therefore is mainly focused on the detection of ionic species.  

 

2.2b. Time-resolved plasma imaging combined with an acousto-optical tunable 

filter 

Time resolved plasma imaging (Andor Solis USB iStar) combined with an 

acousto-optical tunable filter (AOTF) (Brimrose VA210-.40-.65-H, detection range of 

400 - 650 nm, resolution: 0.8 nm - 2.1 nm) has been used in this work in order to 

observe the spatial distribution of specific excited state species. Figure 2.4a shows the 

image of the plasma imaging setup. The incoming light can be transmitted through the 

AOTF and imaged on to the charge coupled device (CCD) chip.  
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Figure 2.4. (a) Image of the used time-resolved plasma imaging set up combined with AOTF; (b) 

Working principle illustration of the acousto-optical tunable filter (source: 

http://en.wikipedia.org/wiki/Acousto-optic_modulator). 

 

Figure 2.4b illustrates the construction of the AOTF. In response to an oscillating 

radio frequency (RF) electric signal, a piezo-electric transducer generates a high 

frequency vibration wave inside a crystal, such as TeO2 or quartz. As a result, a high 

frequency acoustic wave (wavelength Λ) is generated inside the crystal, which causes 

the periodic redistribution of the refractive index through the crystal. This principle 

has been used for a transmission diffraction grating or a Bragg diffracter. For example, 

in the case of the AOTF, the incoming light is perpendicular to the acoustic wave. 

Whether a diffracted beam emerges at an angle θ depends on the wavelength of the 

light wavelength λ relative to the sound wavelength Λ, as sin( )
2
mλθ =

Λ
 (m: order of 

diffraction, usually m=1 is used). Therefore, whether the light wavelength can be 

diffracted at the angle θ is determined by the acoustic wavelength, which makes it 

possible to control the transmitted light wavelength by using the frequency of the 

piezo-electric transducer. When using only one piezo-electric transducer, the output 

light frequency (fout) is shifted as compared to the input frequency (fin) by fout = fin + 

mF (F represents for the acoustic frequency) due to processes such as Doppler-shift. 

The AOTF setup used in this work has two transducers to generate a standing wave in 

the crystal. Therefore, there is no shift of the transmitted light frequencies before and 
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after the AOTF [164]. 

   To distinguish different species using an AOTF, the characteristic emission 

wavelength for the experiment needs to be selected with the best compromise between 

intensity and resolution. In this work, the plasma imaging experiments were mainly 

carried out for La0.6Sr0.4MnO3. Therefore, it is important to choose strong and 

well-distinguished emission wavelength among elements of La, Sr, Mn and O as well 

as metal-oxygen species, such as LaO, SrO and MnO. The emission wavelengths for 

all involved elements have been looked up from the National Institute of Standards 

and Technology (NIST) data base, and several lines are selected for further 

investigation. Table 2.1 summarizes their emission wavelength as compared to their 

closest emission wavelengths from other elements or molecules and the detection 

resolution of the AOTF. It can be seen that the emission wavelength for e.g. MnI is 

well distinguishable, while those for the other lines show a small overlap with their 

nearest species.  

 

Interested specie  

(wavelength / nm) 

Nearest Species 

(wavelength / nm) 

Nearest Species 

(wavelength / nm)

Resolution / 

nm 

LaI (563.1) SrII (562.3) SrII (565.1) ∼1.5 

MnI (450.2) OII (449.1) LaII (452.2) ∼1 

SrI (496.2) OII (495.6) MnI (496.6) ∼1.2 

SrO (440) OII (439.6) OII (440.5) ∼1 

OII (495.6) MnO (494.4) SrI (496.2) ∼1.2 

Table 2.1. Emission characteristic wavelength used for this research as compared for their closest 

emission wavelength from the other involved elements from NIST. 

 

Due to the complexity of the target composition, the emission spectrums from 

different elements strongly overlap and it is nearly impossible to select clearly 

separated emission lines for all species considering the resolution of the AOTF. In 

order to better distinguish the selected emission wavelength from probable 
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overlapping ones, a high resolution monochromator (ARC Action Research 

Cooperation, Spectrapro-500) was used for detecting the emission spectrum at this 

wavelength window. Figure 2.5 gives two examples of the emission spectroscopy 

measurements around 496 nm (Figure 2.5a) and 440 nm (Figure 2.5b). The processes 

such as the electric charge and velocity of the plasma species could broaden the width 

of the emission lines and therefore the practical distinguishability is lower than the 

theoretical resolution. From Figure 2.5a (image acquisition in vacuum), the intensity 

of the selected SrI emission wavelength is clearly seen from the emission spectrum, 

despite there could be overlapping with the nearest MnI with much lower intensity. 

From Figure 2.6b (image acquisition at 3 x 10-2 mbar pO2), the intensity of the 

selected SrO emission wavelength is clearly seen, despite there could be an overlap 

with the nearby OII. Compared to the selected SrO which partially overlap with OII, 

nearly all the emission wavelength for LaO and MnO strongly overlaps with those for 

La and Mn (from NIST) and hence cannot be used for element selective plasma 

imaging. 

 
Figure 2.5 Emission spectrum detected for laser induced LSMO plasma at (a) 490 nm in vacuum 

and (b) 440 nm at 3 x 10-2 mbar pO2 using high resolution monochromator. 

 

2.2c. Plasma analysis by Langmuir probe 

Langmuir probe detection is perhaps the most simple and direct plasma analysis 

approach. A metal probe with a variable bias voltage is used to detect the positive or 

negative current signal from the plasma as a function of time. Two properties of the 



 26

plasma can be obtained from Langmuir probe detection: 1) The plasma velocity, 

which is estimated by the arrival time of the detected current signal as compared to 

the laser ablation; 2) The electron temperature, which is derived from the relationship 

between the magnitude of the detected current signal and used bias voltage. Figure 

2.6a shows the illustration for a typical Langmuir probe experiment. 

 
Figure 2.6 (a) Illustration of the detection principle of the Langmuir probe [15]; (b) Image of the 

used Langmuir probe; (c) Simplified electric circuit for the working principle of a Langmuir 

probe. 

 

Figure 2.6a shows the illustration of the working principle of the Langmuir probe 

measurement, while in Figure 2.6b the image of the probe used for this investigation 

is shown. In this work, a rod-shaped Langmuir probe of 3 mm diameter and 36 mm 

length has been placed in front of the target at a distance which can be varied from 6 

to 14 cm. The probe points towards the laser ablation spot and was kept parallel to the 

normal of the target surface during the ablation experiment. The current drawn by the 
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probe was found by measuring the voltage across a load resistor, which had values of 

10, 50 and 100 Ω, depending on the signal to be measured. Figure 2.6c illustrates the 

simplified circuit for Langmuir probe measurement. The probe signals were averaged 

over 40 laser shots. For the calculation of the practical load resistance, the load 

resistance of the cable connected with the oscilloscope should be considered in 

parallel to the variable load resistance 

2.3. Determination of the origin of oxygen by isotope 

exchanging technique 

The oxygen of the thin film material may come from the following three origins: 1) 

target material, 2) backgrounds and 3) substrate. In order to distinguish the origin of 

the oxygen for plasma species as well as film, a hollow cylindrical ceramic 

La0.6Sr0.4MnO3 targets was cut into two parts, with one half partially 18O exchanged to 

a fixed 16O/18O isotope ratio of ∼0.9 as measured by Rutherford back scattering (RBS) 

and elastic recoil detection analysis (ERDA). This ratio is distinct enough to 

discriminate chemical processes occurring between the oxygen background with its 

natural oxygen isotope ratio, and plasma species from the target. The other half of the 

La0.6Sr0.4MnO3 target has a natural oxygen isotope ratio.  

For separating the oxygen coming from the target and background, the 

La0.6Sr0.4Mn16/18O3 target was ablated in a 16O2 or N2
16O background. Plasma species 

measured from a vacuum ablation consist of species originating from the target only. 

The amount of 16O and 18O species (A16OVac; A18OVac) was measured and the 

concentration c of 18O from the target (c18OTarg) was calculated as 

c18OTarg = A18OVac / (A18OVac + A16OVac), which is around 52%. Correspondingly, 

c16OTarg = 1 - c18OTarg, which is around 48%. In an 16O2 background, the detected 

amount of 18O species (A18OBac) represents c18OTarg fraction of oxygen coming from 

target, while the detected amount of 16O containing species (A16OBac) consists of 

c16OTarg fraction of oxygen coming from target plus the total contribution from the 

background. Therefore the total number of oxygen species with respect to the 18O 
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isotope can be expressed as follows:  

ATarg = A18OBac / c18OTarg.; 

ABG = A16OBac - ATarg * (1 - c18OTarg) = A16O,Bac - (A18OBac / c18OTarg.) * (1 - c18OTarg) 

= (A16OBac + A18OBac) - A18OBac / c18OTarg.  

In order to separate the oxygen in the film coming from the substrate diffusion, 

the films on an 18O labeled SrTiO3 substrate were deposited using the 

La0.6Sr0.4Mn16O3 target and 16O2 background. The 18O exchange for the 

non-terminated SrTiO3 substrates has been conducted at 1100°C for 48h to exchange 

the substrates on average to an 18O content larger than 60%. The surface 18O 

concentration (C18OSub) of the STO substrate was between 70 and 80%, measured by 

ERDA. After the deposition, the 18O concentration of the film (C18OFilm) is measured 

by ERDA. Therefore, the proportion of oxygen from substrate is calculated as C18OFilm 

/ C18Osub. 

2.4. Film deposition and characterization 

The film depositions were conducted using comparable ablation / background 

conditions to plasma analysis. For the deposition of La0.6Sr0.4MnO3, all three laser 

wavelength (248 nm, 308 nm and 193 nm) were used for an ablation at 5 Hz. The 

laser spot size was fixed to 1.4 mm2, and the ablation fluence was controlled by the 

laser energy. The target to substrate distance is fixed at 4 cm. The (001) Si substrate 

was used for the deposition at room temperature and the (001) SrTiO3 was used for 

the deposition at 650 °C. A pyrometer is used to measure the temperature on the 

surface of the substrate in order to control the deposition temperature.  

The crystal structure of the film is determined by X-ray diffraction using a 

Siemens D500 powder diffractometer. To better distinguish the film peaks close to the 

substrate peak, the thin film X-ray diffraction was also performed using a Seifert 3003 

PTS four-circle diffractometer, which uses monochromic Cu Kα1 radiation to achieve 

a better resolution. 
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Figure 2.6. Schematic illustration for the RBS and ERDA measurements 

 

RBS is used for measuring the film composition, while ERDA is used to separate 

the light elements, i.e. 16O and 18O, 14N and 16O. Figure 2.7 illustrates the working 

principle for RBS and ERDA. In brief, a incident beam with kinetic energy around 

several MeV is used to interact with the film, which causes the elastic backscattering 

of the incident beam (detected in RBS) and the elastic recoil of the film atoms 

(detected in ERDA). The elastic interaction of the incident beam with the film can be 

described as follows: 

1 0 1 1 2 2cos cosm v m v m vθ ϕ= +     (1.1); 

1 1 2 20 sin sinm v m vθ ϕ= −       (1.2) 

1 0 1 1 2 2cos cosm v m v m vθ ϕ= −    (1.3) 

In these formulas, m1 and m2 represent the mass of the atoms for the incident beam 

and film. v0 represents the velocity of m1 before collision, while v1 and v2 are the 

velocity of m1 and m2 after collision. θ and φ represent the angle of the v1 and v2 as 

compared for v0. Solving (1.1) – (1.3), the following relations are obtained: 

              
2 2 2

1 2 1
1 0

1 2

cos sinm m m
v v

m m
θ θ− −

=
+

         (1.4) 

1
2 0

1 2

2 cosmv v
m m

ϕ
=

+                      (1.5)
 

From the calculated v1 and v2, the kinetic energy of the incident atom and film atom 

after the collision (E1 and E2) can be calculated. Formula 1.6 and 1.7 show the ratio of 

E1 and E2 as compared for E0, which has been named as kinematic factor. 
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+
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2
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4[ ]cos
( )

E m m
E m m

ϕ=
+

   (1.7)    (ERDA) 

At a fixed detection angle, the E1/E0 ratio is determined by the atomic mass of the 

film atoms, as shown in formula (1.6). This correlation has been used for RBS 

measurements. During the RBS measurement, the number of backscattered incident 

atom is plotted vs. E1. An example of a RBS spectrum of a LSMO film grown on (100) 

SrTiO3 at T = 650° C and pO2 = 5x10-1 mbar is given in Figure 2.7. From the raw data 

(black circles) the known substrate contribution has been subtracted (red circles) and 

fitted using the RUMP software. The fitting curve matches well with the measured 

spectrum, and a nominal composition of La0.59Sr0.41Mn1.03O2.70 can be deduced. The 

film thickness is reflected by the width of the RBS peaks. Since RBS cannot well 

separate light elements with small difference in atomic weight (i.e. O and N), the 

amount and kinetic energy of the sputtered film atom is also detected in ERDA 

measurements. Using the correlation given in formula 1.7, the light element can be 

better distinguished in ERDA. 
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Figure 2.7. An example of the RBS spectrum of a LSMO film grown on a (100) SrTiO3 substrate 

at T = 650° C and pO2 = 5x10-1 mbar with a nominal composition of La0.59Sr0.41Mn1.03O2.70. From 

the raw data (black circles) the known substrate contribution has been subtracted (red circles) and 

fitted using the RUMP software.  

 

In this work, the RBS measurements were performed using a 2 MeV 4He beam 

and a silicon PIN diode detector at θ = 168°. The collected RBS data were simulated 

using the RUMP software. Depending on sample quality, the determined error for the 

composition is typically ~3%, at most 5%. For the ERDA analysis a 13 MeV 127I 

beam was used at φ = 18° incidence angle. The scattered recoils were identified by the 

combination of a time-of-flight spectrometer with a gas ionization chamber. 
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2.5. Experiments for deposition and laser induced 

forward transfer of Ca3Co4O9 

Target fabrication of Ca3Co4O9: The target fabrication of Ca3Co4O9 was 

achieved via solid reaction of high purity CaCO3 and Co2O3 powders. After numerous 

experimental tries, the following strategy is used in order to obtain phase pure 

Ca3Co4O9. The CaCO3 and Co2O3 powders were stoichiometrically mixed by 

planetary ball milling with high rotation speed. The mixed powders were afterwards 

cold pressed into pellets and calcinated at 900 °C for 20 h in air. Intermediate grinding 

and ball milling was repeated at least five times to obtain phase pure Ca3Co4O9. The 

final powder was spark plasma sintered into a disk shape at 600 °C and 20 MPa.  

Deposition of Ca3Co4O9: Ablation of the Ca3Co4O9 target was done using a KrF 

excimer laser (λ = 248 nm, τ= 25 - 30 ns, repetition rate = 3 Hz) at a fixed laser 

fluence of 1.2 J/cm2 in vacuum or O2 background at a substrate-target distance of 3 

and 4.5 cm, respectively. Thin films of Ca3Co4O9 were deposited onto single-crystal 

Si (100) wafers and Pt sputter coated (40 nm) or uncoated quartz substrates at a 

substrate temperature of 650°C. 

Electrical properties measurement: The in plan electrical conductivity and 

Seebeck coefficient of the films were measured in temperature range from 300 K to 

500 K in air (RZ2001i–h system from Ozawa Science, Japan) The electrical 

conductivity was determined using a four-point probe method with four electrical Pt 

contacts directly pushed against the film. 

Laser induced forward transfer of Ca3Co4O9: Figure 2.8 illustrates the LIFT 

process for using a sacrificial layer (Figure 2.8a) or without using a sacrificial layer 

(Figure 2.8b). As illustrated in Figure 2.8a, a sacrificial layer, i.e. polymers or thin 

metal layer, are used for many materials transfers to interact with the laser beam and 

push forward the material to be transferred. Using the sacrificial layer shields the 

material of interest from a direct laser interaction, which benefits the transfer of 

materials such as polymers or tissues [95, 97, 98]. Instead, it is also possible to 
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directly shoot the laser beam onto the material to be transferred as illustrated in Figure 

2.8b, which is the case for the transfer of materials such as metals or alloys [96].  

 
Figure 2.8. Schematic illustration the LIFT process: (a) with sacrificial laser and (b) without 

sacrificial laser 

 

In this work, the LIFT setup consists of the pulsed XeCl laser beam (λ = 308 nm, 

30 ns pulse length, 1 Hz repetition rate) which is imaged with an optical system onto 

the donor substrate to transfer micro-pixels (500 × 500 µm) from the donor substrate 

to the receiving surface. Two types of donor substrates were used: i) Ca3Co4O9 thin 

films directly deposited onto quartz substrates, and ii) Ca3Co4O9 thin films deposited 

onto quartz substrates previously coated with a Pt layer (40 nm thick). The 

intermediate Pt layer is introduced as a sacrificial layer, and is added to protect the 

oxide layer from direct laser radiation. As receiver substrates polydimethylsiloxane 

(PDMS) polymer films (2 mm thick) are used. The laser fluence is varied from 400 

mJ/cm2 to 700 mJ/cm2. A computer-controlled xyz translation stage allows the 

displacement of both donor and receptor substrates with respect to the laser beam. The 

donor and the receiver are kept in contact while the laser irradiates the donor from the 

backside. For each laser pulse single Ca3Co4O9 micro-pixels are obtained. All 

experiments are carried out at ambient pressure and room temperature.  
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Morphological characterization of the micro-pixels: The donor surface and the 

micro-pixels deposited onto PDMS were investigated by scanning electron 

microscopy (SEM). The images were obtained from top view SEM and were acquired 

with a Zeiss Supra VP55 FE-SEM operating at a voltage of 5kV and an in-lens 

detector. 

 



This chapter is summarized by the following publication: 
J. Chen, et al. Plasma interactions determine the composition in pulsed laser deposited thin films 105, 114104 
(2014) 35

 

3. Plasma / film properties vs. pO2 and 

ablation fluence 

For the preparation of oxide thin films by PLD, O2 is the most commonly used 

background gas. Depending on the background pressure and respective 

plasma-background interactions with the plasma, consisting of ions, neutrals and 

electrons, the physical as well as growth properties of the oxide film largely varies. 

The diversity of plasma properties as a result of interactions at different pO2 

influences the composition as well as structural and physical properties of as-grown 

films. This chapter reports on the relationship between film composition, background 

conditions and plasma species using a semi-quantitative plasma analysis approach 

combined with a quantitative composition analysis shown exemplarily for the 

deposition of La0.6Sr0.4MnO3 (LSMO) in 16O2 using PLD. The oxygen content in the 

plasma and films is traced by an 18O isotope labelled La0.6Sr0.4Mn16/18O3 target and 

SrTi16/18O3 substrates to determine the origin of the oxygen in as-grown thin films for 

different background conditions. 

According to previous research [15, 27, 28] pronounced plasma / background 

interactions are expected to occur around 10-2 mbar, at which pressure the collision 

mean free paths of most species are shorter than 20 mm as compared to the 40 mm 

propagation distance of the plasma. In our case, this can be directly observed in the 

optical images of the laser induced plasma shown in Fig. 3.1a where distinct changes 

in the color and shape of the plume at various O2 pressures and constant fluence are 

observed starting at 1 x 10-2 mbar. These variations in luminosity, confinement of the 

plume and changes in the emission colors are clear indications of the changes in the 

plasma properties as a result of an increase in the number of scattering events, which 

leads to an increase in the chemical activity. 
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Figure 3.1. (a) Appearance of the laser induced LSMO plasma in vacuum as well as various pO2 

background; (b) Mass spectra of positive and negative ionic plasma species from a 

La0.6Sr0.4Mn16,18O3 target measured at four different 16O2 pressures. 

 

Comparing the PLD plasma composition for charged species in vacuum and 

various pO2 from a La0.6Sr0.4Mn16/18O3 target (Figure 3.1b), it can be concluded from 

the respective mass spectra that for a vacuum ablation the relative amount of 16O and 
18O containing positive and negative species is in agreement with the oxygen isotope 

ratio of the target. Introducing 16O2 as a background gas the isotope ratio is starting to 

shift towards 16O containing species due to a collisional dissociation as a consequence 

of scattering events between plasma species and 16O2. As a result positively charged 

diatomic metal-oxygen species, e.g. of manganese and strontium, are detected. These 
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are absent in vacuum and created via chemical reactions between the metallic species 

and the oxygen background. LaO+ ions are present for all pressures since they are the 

species with the largest bond energy (8.9 eV) which cannot be easily dissociated by 

the laser photons (248 nm  4.99 eV) or scattering. For negatively charged species 

and at the highest pressure measured, O- ions are found only. In addition, the total 

number of species arriving at the mass spectrometer decreases with increasing pO2 

indicating a significant variation in the momentum and/or direction of species due to 

physical scattering, in particular at the highest pressure used.  

To investigate the influence of the target on the film stoichiometry, the LSMO thin 

films were grown on SrTiO3 at a substrate temperature of 650 °C using the 18O 

labelled La0.6Sr0.4Mn16/18O3 target. For all pressures, the target substrate distance was 

fixed at a distance of 4 cm, the same distance used for the aperture for the mass 

spectrometer to collect the plasma species. The target material was chosen because it 

is composed of elements with very different masses, sizes, and stability of the 

metal-oxygen species. Analyzing the film composition by RBS and ERDA [42] it is 

possible to determine the average film composition vs. pO2 (Figure 3.2a shows the Sr 

and Mn content vs. pO2 for La0.6SrxMnyO3-Δ, fixing La to be 0.6 as the reference). The 

composition analysis for epitaxially grown films has been repeated for most pressures 

at least twice at different times and found to vary within the error bar of 5%. This 

thickness averaged composition should also be a more reliable number than the 

composition determined using surface sensitive techniques [28, 43] since a variation 

in the composition near a surface for oxides has been noted [44] and hence could lead 

to misleading results. Only films deposited at 2 x 10-3 and 2 x 10-1 mbar O2 showed a 

cation composition corresponding to the target, for vacuum and within the 10-2 mbar 

range a loss of the lighter elements Mn and Sr is noted. The oxygen composition for 

LSMO films, however, shows an unexpected and opposite variation. At a low 

background pressure the oxygen content is ~2.7 with a sudden increase to ∼2.9 at 

10-2 mbar, subsequently decreasing to ~2.75 with further increasing pO2. Hence, the 

oxygen content has the largest deviation for the optimal cation composition.  
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Figure 3.2: (a) Sr, Mn and O stoichiometry of La0.6SrxMnyO3-Δ thin films deposited on (001) 

SrTiO3 substrate as a function of the O2 background pressure. The error to determine the 

composition with RBS combined with ERDA is at most 5%. (b) X-ray diffraction patterns of as 

grown La0.6SrxMnyO3-Δ films on (001) SrTiO3. 

 

The difference in the oxygen content with pO2 reveals the diversity of the ongoing 

chemistry from background interactions as well as on the hot substrate surface while 

the film constituents assemble themselves to form the crystalline structure. 

Nevertheless, in almost all pressure regimes, films with a good crystalline quality can 

be grown as shown by the XRD spectra taken for (00l) oriented LSMO films grown 

under different background conditions (see Figure 3.2b) despite the differences in 

composition. The LSMO films cover a range of lattice parameters depending on the 
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specific anion to cation composition as can be seen from the different 2Θ values for 

the (004) film Bragg peak depending on the deposition pressure. A good crystalline 

structure does not necessarily imply that the physical properties are correctly 

represented since one would expect in Mn-deficient films e.g. the magnetic moment 

to be significantly smaller than the expected µB/Mn≈3.6 for this nominal doping level. 

Another interesting feature in the XRD spectrum is the broad shoulder on the left 

hand side of the STO (002) Bragg peak which is related to a gradient in oxygen 

deficient STO near the substrate surface. 

To understand the change in film composition vs. pO2 the pressure dependence of 

metal-oxygen species (Figure 3.3a) was investigated, in particular of LaO+ since it is 

the most abundant species in vacuum as well as in an O2 background. The number of 

La16O+ increases with increasing pO2 until reaching a maximum at 1 x 10-2 mbar with 

a subsequent decrease towards 1 x 10-1 mbar. In contrast, La18O+, originating from the 

target, and La+ decrease monotonically up to 1 x 10-2 mbar before decreasing more 

strongly. Plotting the ratio of LaO+ / La+ vs. pO2, a revealing tendency in particular for 

pressures above 1 x 10-2 mbar (Figure 3.3c) was observed. The very pronounced 

changes in LaO+ / La+ vs. pO2 imply two competing processes are taking place at the 

same time. On the one side the increase of La16O+ is caused by an enhanced 

oxidization of atomic lanthanum with increasing pressure. At the same time, the 

simultaneous decrease of La18O+ is direct evidence that LaO+ is dissociated or 

scattered through collisions in particular at elevated pO2. As a consequence, the 

balance between the competing reactions is shifted towards the generation of La16O+ 

species in an oxidizing background with increasing pO2. The pressure dependence for 

MnO+ and SrO+ is similar compared to LaO+ but with smaller numbers of species (see 

Figure 3.3b), with MnO+ and SrO+ at high pO2 being generated due to O2 background 

interactions only. Even at the highest pO2 the relative amount of MnO+ and SrO+ is 

∼10 times smaller compared to their metallic ions (Figure 3.3c). 
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Figure 3.3: (a) Number of La+, La16O+ and La18O+ vs. pO2; (b) Number of Mn16O+, Mn18O+, 

Sr16O+ and Sr18O+ vs. pO2; (c) Ratio of MO+ to M+ for La, Mn and Sr vs. pO2; (d) Number of 

Mn16O-, Mn18O-, Mn16O2
- and Mn16,18O2

- vs. pO2. 

 

Looking at negatively ionized oxidized species in vacuum, MnO2
- and MnO- have 

the largest abundance (Figure 3.3d). With increasing pressure the amount of negative 

oxide ions decreases significantly, in particular species associated with the target, 

except for Mn16O- which shows a maximum around 6 x 10-3 mbar. This maximum is 

most likely the result of a shift in the reaction equilibrium between its dissociation and 

generation. Nevertheless, these metal-oxygen negative ions are not detected at 10-1 

mbar pO2, which indicates their low stability when experiencing intensive background 

interactions due to low electron affinities (see Table 3.1). Therefore, MO+ is 

considered to be more important than MO- at the most interesting PLD pressure range. 

 



 41

Element 
(M) 

Ionization 
Energy of 

M (eV) 

Ionization 
Energy of 
MO (eV)

Electron 
Affinity of 
MO (eV)

Edissoc. of 
MO (eV)

Calculated 
Edissoc. of 

MO+ (eV)

Measured 
Edissoc. of 

MO+ (eV) 

Cu 7.73 9.41 1.78 3.55 1.87 1.6 

Co 7.88 8.9 1.45 3.81 2.79 3.2 

Al 6 9.5 - 5.31 1.81 - 

Zn 9.4 9.34 - 2.9 2.96 1.7 

Mn 7.43 8.7 1.37 4.17 2.9 2.9 

Sr 5.69 6.6 0.64 4.71 3.8 3.1 

Ca 6.11 6.7 0.7 4.81 4.22 3.3 

Y 6.22 6.0 1.35 7.41 7.63 7.2 

Tm 6.18 6.4 - 5.77 5.55 5.5 

Ba 5.21 6.5 0.57 5.83 4.54 - 

Mo 7.09 8.0 1.29 6.29 5.38 5.1 

Ti 6.83 6.8 1.3 6.86 6.89 6.9 

Lu 5.43 6.5 - 7.2 6.13 5.6 

Zr 6.3 6.2 - 7.88 7.98 7.8 

Tb 5.86 6.1 - 7.33 7.09 7.4 

La 5.58 5.0 1.0 8.28 8.86 8.9 

Table 3.1. Summary of the ionization energy of metal atoms (ΔE(IE. M)) [50], the electron affinity 

(ΔE(EA. MO)) [46, 52-57] as well as the ionization energy (ΔE(IE. MO)) [58-67] of metal-oxygen 

species, and also the bonding energy of the neutral metal-oxygen species (ΔE(M-O)) [68], for all the 

investigated metallic elements. The dissociation energies of the positive metal-oxides ions have 

been calculated by: ΔE(M-O pos.) are deducted by ΔE(M-O pos.) = ΔE(IE. M) - ΔE(IE. MO) + ΔE(M-O). In 

addition, some experimentally measured Edissoc. for MO+ have also been listed [166-170]. 

 

The dissociation energies of MO have been presented in the literature for all the 

investigated metallic elements [68]. For comparison, a limited number of dissociation 

energies for MO+ has been published determined either by calculation or by 

experimental measurements [166-170]. For a known ionization energy of the metal 

atoms (ΔE(IE. M)), ionization energy of MO (ΔE(IE. MO)) and the the bonding energy of 

the neutral metal-oxygen species (ΔE(M-O)), the dissociation energies of the positive 

metal-oxides ions can be calculated using ΔE(M-O pos.) = ΔE(IE. M) - ΔE(IE. MO) + ΔE(M-O) 

[167]. In addition, the dissociation energy of MO+ has also been measured for some 
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elements using ICP-MS to ionize both M and MO based on the interaction with noble 

gas molecule [166-170]. In order to keep consistency for all the investigated elements, 

the calculated MO+ (Edissoc.) values as presented in Table 3.1 are used for ploting 

Figure 3.4. 

When comparing MO+/M+ for the different plasma species, it is found to be 

largest for La followed by Sr and Mn. This matches well with the respective 

dissociation energies of LaO+, MnO+ and SrO+ (8.9, 2.9 and 3.8 eV). To further 

confirm this trend for other metallic species, oxides such as YBa2Cu3O7, SrTiO3, 

SrMoO4, TbMnO3, LuMnO3, TmMnO3 Al2O3, 8-YSZ (8 mol% Y2O3 doped ZrO2), 

La0.4Ca0.6MnO3, La0.8Ca0.2CoO3, or ZnO were ablated in vacuum as well as 2 x 10-3, 

1 x 10-2 and 1.5 x 10-1 mbar O2 and a fluence of 1.8 J/cm2 to cover a larger variety of 

metallic elements for different crystallographic compounds. In Figure 3.4, the 

MO+/(M+ + MO+) ratios are plotted vs. the dissociation energy of MO+ (Edissoc.) for 

vacuum as well as the three O2 pressures of 2 x 10-3 mbar, 1 x 10-2 mbar and 1.5 x 10-1 

mbar. It is found that MO+/(M+ + MO+) ratios are comparable for one metallic 

element when ablated from different oxide targets using the same ablation and 

background conditions. The MO+/(M+ + MO+) ratio for the different MO+ species 

increases significantly with increasing Edissoc. at ~5 eV, an energy which corresponds 

to Edissoc.(O2) (red dashed line at 5.12eV, Figure 3.4). Although the photon energy of 

248 nm laser is also around 5 eV, the observed results are more probable to be 

determined by Edissoc.(O2) rather than Ephot., since at 10-2 mbar or higher pO2, the 

plasma properties are more influenced by collisions with background gas molecules. 

As a confirmation, the MO+/(M+ + MO+) ratio vs. Edissoc.(MO+) shares similar 

dependence for using 308 nm and 193 nm lasers in 1 x 10-2 mbar pO2 as compared for 

using 248 nm. 
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Figure 3.4. Ratio of MO+/(M+ + MO+) vs. dissociation energy of MO+ as determined in (a) 

vacuum (248 nm laser) as well as at pO2 of (b) 2 x 10-3 mbar (248 nm laser), (c) 1 x 10-2 mbar 

(248 nm laser), (d) 1.5 x 10-1 mbar (248 nm laser) and (e) 1.5 x 10-1 mbar (308 nm laser). As 

shown MO+/(M+ + MO+) for a metallic element is the average value from different oxide targets, 

while the error bar represents their standard derivation. The red dashed line represents the 

dissociation energy of O2 (5.12eV), while the black dotted line represents the laser photon energy 

(5 eV). 
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Figure 3.4 demonstrates for vacuum as well as the three pressures that the 

chemical stability of MO+ plasma species is reflected by its relative amount in the 

plasma. It also suggests that atomic oxygen from dissociated O2 enables a shift in the 

balance of the continuous formation and dissociation of MO+ species towards the 

formation of MO+. For MO+ species with Edissoc(MO+) > Edissoc(O2) the formation of 

MO+ from M+ and O2 would probably be favored. However, the exothermicity of this 

reaction is not taken into account since the energy released is of the order of the 

dissociation energy. For Edissoc(MO+) < Edissoc(O2) the dissociation into M+ and O due 

to scattering is very effective (Ek >several eV) and the formation of MO+ via atomic 

oxygen seems more probable. For a vacuum ablation, a comparable tendency was 

found that MO+ species with Edissoc.(MO+) > EPhoton 248 nm  4.99 eV) are detected in 

the mass spectrum while others are absent (Figure 3.1).  

Although the photon energy of the 248 nm laser is also 5.0 eV (the dark line in 

Figure 3.4a), the laser wavelength is considered to be an unlikely reason to determine 

the MO+/(M+ + MO+) ratio at the 10-1 mbar pO2, since at this high pressure range the 

plasma propagation is dominated by the interactions with background gas. A direct 

prove to this understanding is shown in Figure 3.4e the MO+/(M+ + MO+) vs. 

Edissoc(MO+) at 1.5 x 10-1 mbar pO2 when using 308 nm laser (phton energy: 4 eV) at 

1.8 J/cm2. Similar results have been observed as compared to that shown in Figure 

3.4d for using the same condition but 248 nm laser. For MO+ species with 

Edissoc(MO+) > Edissoc(O2) the M+ is able to be fully oxidized by O2. For 

Edissoc(MO+) < Edissoc(O2) the plasma species arrives as atomic rather than 

metal-oxygen species. 

The situation for MO- species is different. As an example, in Fig 3.5a the relative 

amount of MO- compared to MO+ (MO- / MO+) is plotted for Mn as a function of pO2. 

A decrease in the relative amount of MnO- is clearly observed with increasing pO2 as 

a result of an increase in plasma / background interactions. In Fig 3.5b, the MO- / 

MO+ ratio is plotted as a function of the metallic atomic radius for a range of ionic 

MO species for 1 x 10-2 mbar pO2. A decrease of the MO-/MO+ is observed with an 
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increasing metallic radius. Since a larger atomic radius is usually correlated with a 

larger scattering cross section, this result reveals a possible influence of collision 

cross-sections during background interactions to the stability of MO-. These negative 

metal-oxygen ions are most likely formed directly of the ejected species and electrons 

by electron attachment but are less stable than MO+ due to their small electron affinity 

(0.5-1.8 eV). However, due to their smaller chemical stabilities, an increase of 

scattering events at higher pO2 is more likely to dissociate these MO- or detach their 

electron. Consequently, MO+ species are expected to contribute more to the final 

oxygen composition of a film, in particular at elevated oxygen partial pressures due to 

their larger proportion in the plasma compared to metallic ions. In addition, films 

containing elements with large M-O+ dissociation energies e.g. La are expected to be 

prepared more reliably with respect to the nominal film composition. 

 

Figure 3.5. (a) Plotting the relative amount of MnO- compared to MnO+ as a function of pO2 in 

laser-induced LSMO plasma at fixed ablation condition. (b) Plotting ratio of MO-/MO+ for various 

metallic elements as a function of the metallic atom size. The same laser ablation condition is used 

to ablate the respective perovskites target at 1 x 10-2 mbar O2. 

 

The role of the oxygen background during the ablation of an oxide target is 

threefold: moderation of EK, oxidization of metallic species, and directly contributing 

to the oxygen content of the as-grown, not annealed film. The question is how to 

quantify the target and background contributions to the oxygen content in a film for 

the various pressure regimes. In Figure 3.6, as-measured EK distributions for O-, O+ 
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and O are shown at various pO2. It is interesting to note that during a vacuum or low 

pressure (2 x 10-3 mbar) ablation the plasma contains O+ species with larger Ek 

(40 – 80 eV) compared to O- and O (<30 eV). When increasing pO2 to 10-2 mbar or 

higher, EK of O+ was dramatically decreased to around 5 eV. 

 
Figure 3.6. Kinetic energy distributions of positive (16O+ and 18O+), negative (16O- and 18O-) and 

neutral (16O and 18O) atomic oxygen species in various O2 background pressures. 

 

By integrating the amount of species over the measured EK range, the total amount 

of the selected species is obtained. In Figure 3.7 the species amounts are plotted for O-, 

O+, O and O2
-, containing 16O or 18O isotopes, vs. pO2. In addition, the blue dashed 

lines show the pO2 dependence of the 16O/18O isotope ratios. 
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Figure 3.7. Total amounts of (a) 16O- and 18O-, (b) 16O2

-, 16,18O2
- and 18O2

-, (c) 16O+ and 18O+, and 

(d) 16O and 18O detected by the mass spectrometer vs. pO2. The dashed lines show the 

corresponding 16O to 18O isotope ratios of the atomic oxygen species. Lines are guides to the eye. 

 

Below an O2 pressure of 2 x 10-3 mbar, the amounts of positive, negative and 

neutral atomic oxygen species have similar magnitudes, a scenario which is 

comparable to the ablation in vacuum. A faster increase in the amount of diatomic 
16O2

- has been observed below 2 x 10-3 mbar (see Figure 3.7 b), compared to the 

atomic 16O- (see Figure 3.7 a), due to the electron attachment to the O2 molecules 

from the background. By further increasing the background pressure to 6 x 10-3 mbar, 

a dramatic decrease of both, 16O+ and 18O+, was observed (see Figure 3.7 c) while the 

total number of 16O- and 18O- show a corresponding increase. With further increasing 

the background pressure, the 16O+ signal increases while the other three 16O 

containing species decrease, which indicates that O+ species originate from 

background interactions. In addition, a stronger scattering of the 18O containing 

atomic oxygen species occur. As a result, the 16O/18O ratios for all oxygen-containing 
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species decrease dramatically with increasing oxygen background pressure. The 

amount of the neutral atomic oxygen species shares a similar pressure dependence of 

the negative atomic oxygen ions. 

Knowing the measured amount of oxygen species for various oxygen pressures 

and the numbers estimated from the 18O-exchanged target, oxygen species from the 

two sources can be discriminated. In Figure 3.8a and 3.8b, the pressure dependence of 

the ionic oxygen species (O-, O+ and O2
-) from the target and background is presented. 

With increasing pO2 the number of O+ originating from the target dramatically 

decreases while O- shows an increase up to 10-2 mbar before decreasing (Figure 3.8a) 

due to a rise in scattering events taking place in this pressure regime. The small 

number of O2
- species steadily decreases with increasing pO2. As for the oxygen 

species created during background interactions, O- shows a maximum at around 

10-2 mbar before decreasing in numbers with increasing pO2, whereas O+ steadily 

increases up to 3x10-2 mbar before decreasing, and O2
- gives a noticeable signal up to 

10-2 mbar originating from the background. The distinction between oxygen from the 

target and background highlights several processes: The presence of O2
-, O- and O+ at 

elevated pressures clearly indicates that these species are generated through O2 

dissociation (O2 + 5.12 eV → 2O) or electron attachment (O2 + e- →O2
- + 0.44 eV) 

whereas the pronounced existence of negative oxygen is favoured via an electron 

attachment process due to its low formation energy (O + e- → O- + 1.46 eV) 

compared to an ionization process (O + 13.6 eV → e- + O+) as a result of the 

interaction processes with plasma species [45, 46]. With increasing pO2 the 

dissociation process of O2 seems to be more favourable than ionization in particular 

above 10-2 mbar, which is the pressure range where the intensive background 

interaction becomes noticeable. Comparing the pressure dependence of O+ to O- and 

O also suggests a partial conversion of O+ from the target into O- or O through an 

electron attaching process. With increasing pO2 from 10-2 to 10-1 mbar, a continuous 

reduction in the total number of oxygen species was observed due to stronger physical 

scattering as well as the oxidization of the metallic species. At the low 10-2 mbar 

pressure range, the most significant amount of O- with a small kinetic energy was 
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observed, which may correlate with the highest film oxygen composition achieved at 

the same pressure range [15, 32], as shown in Figure 3.2 a. 

 
Figure 3.8. Total number of ionic atomic oxygen as a function of the O2 background pressure 

originating from (a) the target and (b) O2 background. 

 

As demonstrated, due to the large variation in plasma properties at different 

pressure regimes, the LSMO film composition and crystalline structure undergoes 

significant changes. Nevertheless, for a film with the correct cation composition 

showing also the expected physical and structural properties, the largest possible 

oxygen content is not necessarily to be obtained during the growth since oxygen can 

be subsequently supplied after the deposition by an in situ annealing step as often 

done routinely for such films. This strongly suggests that the pressure window for a 

congruent target-substrate transfer for optimal film properties is very narrow. A 

further indication of a narrow deposition parameter window is taken from the 

target-substrate distance or laser fluence dependence reported e.g. for the preparation 

of nominal stoichiometric SrTiO3 [43]. The composition of the plume including the 

number of species is different as a function of expansion distance due to the number 

of scattering events and hence the optimal deposition window will be different for 

each parameter set comprising fluence, distance, pO2 and substrate temperature. 

However, the observed cation deficiency vs. pO2 is considered to be a general feature 

for the oxide deposition using PLD since similar results were also observed for other 

background gases or target materials (see Chapter 4.1 and Chapter 7).  
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To further pin down the origin of the oxygen contribution in an as grown film 

from the three potential oxygen sources target, background gas and the substrate [47, 

48], two kinds of experiments have been conducted: LSMO films were grown on 18O 

exchanged STO substrates ablated from a La0.6Sr0.4Mn16O3 target in 16O2, and films 

prepared from La0.6Sr0.4Mn16/18O3 in 16O2 onto non-exchanged STO substrates.  

 
Figure 3.9. (a) Depth profile of the oxygen percentage from substrate diffusion in vacuum, 

deduced by measuring 18O/16O ratio of LSM16O film grown on ST18,16O substrate using ERDA; (b) 

18O isotope concentration of the LSMO films grown on ST16,18O substrate in vacuum, 2 x 10-3 

mbar and 1 x 10-2 mbar O2 detected by ERDA. 

 

Figure 3.9 show the 18O concentration of the films material grown on the ST16,18O 

substrate, which indicates the oxygen diffusion from the substrate. Figure 3.9a gives 

an example of the depth profile of the 18O ERDA signal of LSMO on ST16,18O for a 

deposition at 650°C in vacuum. Figure 3.9b shows the average 18O concentration of 

the film materials grown in vacuum as well as 2 x 10-3 mbar and 1 x 10-2 mbar pO2 

background. It can be seen that the STO substrate contribution to the total oxygen 

content in a LSMO films is limited to ∼3% in vacuum, < 1% at 2 x 10-3 mbar, and 

none at higher oxygen partial pressures. 
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Figure 3.10. (a) Proportion of the film oxygen composition from target material, background 

interactions and substrate diffusions. (b) Proportion of the background contribution to the oxygen 

containing ionic plasma species via O2 background pressure;  

 

Knowing the substrate contribution to the film oxygen content, the next step is to 

further determine the contribution from the target and background. Therefore, the 

LSMO films were prepared using the La0.6Sr0.4Mn16/18O3 target in O2 on 

non-exchanged STO substrates at different O2 background pressures. The 18O/16O 

isotope ratios of these films are detected by ERDA, and the percentage of oxygen 

coming from target material is estimated accordingly (see more detail about the 

estimation in chapter 2). Figure 3.10a shows the estimated contribution from 

background, target material and substrate to the film oxygen composition. It can be 

seen that the background contribution is enhanced with increasing pO2, while a 

corresponding decrease is observed for the oxygen contribution from the target to the 

film. Oxygen transferred from the target to the film is ∼44% and 29% at 2x10-3 and 

1 x 10-2 mbar and decreases down to ∼1% for 2 x 10-1 mbar. This suggests that for a 

deposition at a high pO2, the oxygen content of a target is not an important parameter 

for the deposition. Figure 3.10b compares the relative amount of oxygen coming from 

the background for the main oxygen containing plasma species. Correlating the results 

presented in Figure 3.10a and 3.10b indicates that the background contribution to the 

film is between those to atomic oxygen (the black line with square dots and red line 

with round dots as shown in Figure 3.10b) and metal-oxygen ions (the blue line with 
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triangle dots as shown in Figure 3.10b). This result also implies the significant 

contribution from the generation of MO+ with large Edissoc. to the oxygen content of 

the film. 

Apart from the influence coming from the O2 background pressure, the ablation 

fluence is also considered to be an important deposition parameter to influence the 

deposition. Therefore, the properties of some ionic plasma species are examined vs. 

ablation fluence. Similar to the investigations above, the oxygen and metal-oxygen 

ions are mainly studied.  

 

Figure 3.11. Kinetic energy distributions of (a) O- and (b) O+ from 248 nm laser induced LSM16O 

in vacuum at various ablation fluences. 

 

Figure 3.11 shows the EK distributions of O- and O+ in vacuum using various 

ablation fluences when ablating LSM16O. For O-, EK is observed to be smaller than 40 

eV for all fluences and the most probable EK value is lower than 10 eV for most 

fluences. For O+, EK extends up to a couple of 100 eV with the most probable 

distribution around 50 eV for small fluences and up to 125 eV for the largest fluence 

of 5.8 J/cm2. 

Figure 3.12 shows the EK distribution of O- and O+ at 1.5 x 10-1 mbar pO2 using 

different ablation fluences. Through strong plasma / background interactions, EK of O- 

and O+ are effectively reduced to less than 20 eV. No significant variation is observed 

for EK for different ablation fluences.  
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Figure 3.12. Kinetic energy distributions of (a) O- and (b) O+ from 248 nm laser induced LSM16O 

at 1.5 x 10-1 mbar and various ablation fluences. 

 

However, it is noted that the amount of O- as compared to O+ is enhanced with 

increasing ablation fluence, in particular for a fluence > 2 J/cm2. This is shown in 

Figure 3.13 where the O-/O+ ratio vs. ablation fluence at 1.5 x 10-1 mbar O2 is plotted. 

Correlating this result with the previous observation vs. pO2, O- was observed to 

possess the largest relative amount as compared to O+ at 10-2 mbar when using a 

fluence of 1.8 J/cm2. For comparison, a smaller O-/O+ ratio has been observed at 10-1 

mbar due to the low electron affinity energy of O- making O- not very stable during 

the very intensive interactions with background molecules. Using a fixed pO2 of 1.5 x 

10-1 mbar and increasing the ablation fluence, the total amount of plasma species 

increased. This is expected to be less effective to be stopped through background 

interactions using the same pressure. Therefore, the plasma plume is able to 

propogates further and contains more O-.  
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Figure 3.13. O-/O+ ratio at 1.5 x 10-1 mbar O2 vs. ablation fluence. The used O- and O+ amounts 

are deduced by the integration over their EK distributions 

 

Figure 3.14 shows the EK distribution of Mn+, Sr+, La+ and LaO+ at various 

ablation fluence and 1.5 x 10-1 mbar O2, the pressure which results in a stoichiometric 

metallic transfer. Due to the strong background interactions, EK of these positive 

metal or metal-oxygen ions are observed to be lower than 20 eV. A larger amount of 

species is observed with increasing fluence which could be attributed to the larger 

amount of material ablated with increasing fluence. Nevertheless, the most probable 

EK values for these species are not observed to vary much.  
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Figure 3.14. Kinetic energy distributions of (a) Mn+, (b) Sr+, (c) La+ and (d) LaO+ from 248 nm 

laser induced LSM16O at 1.5 x 10-1 mbar O2 and various ablation fluences. 

 

   Figure 3.15a shows the LaO+ / (La+ + LaO+) ratio vs. ablation fluence in vacuum, 

1 x 10-2 mbar and 1.5 x 10-1 mbar pO2. As has been presented in Figure 3.4, much 

larger MO+/(M+ + MO+) ratio has been observed for La as compared for Sr and Mn at 

10-1 mbar pO2. At all used fluences the LaO+ / (La+ + LaO+) ratio is the largest at 1.5 x 

10-1 mbar (> 90%), followed by 1 x 10-2 mbar (40%-60%) and smallest in vacuum (< 

10%). At 1 x 10-2 mbar, a small decrease in the LaO+ / (La+ + LaO+) ratio with 

ablation fluence was observed. This decrease could be caused by the less effective 

oxidization of La or La+ species due to their increasing ablation amount with fluence. 

However, compared to the ablation fluence, the background pressure has a more 

significant influence on the oxidization reaction of metallic species during plasma / 

background interactions. In Figure 3.15b, the SrO+ / (Sr+ + SrO+) and MnO+ / (Mn+ + 

MnO+) ratio vs. ablation fluence at 1.5 x 10-1 mbar pO2 are shown. Compared to that 



 56

of La at the same pressure, the MO+ / (M+ + MO+) ratios for Sr and Mn are observed 

to be much smaller, i.e., around 10%. 

 

 

Figure 3.15. (a) LaO+ / (La+ + LaO+) ratio in vacuum as well as 1 x 10-2 mbar and 1.5 x 10-1 mbar 

O2 vs. ablation fluence; (b) MO+ / (M+ + MO+) ratios for Sr and Mn at 1.5 x 10-1 mbar O2 vs. 

ablation fluence. 

 

In order to further investigate the metallic film composition vs. ablation fluence, 

the LSMO thin films were grown on Si(001) at room temperature as a function of the 

O2 background pressure using F=1.8 J/cm2 and also as a function of ablation fluence 

at 1.5 x 10-1 mbar O2. The metallic composition of these films are detected using RBS 

and shown as a function of pO2 and ablation fluence in Figure 3.16a and 3.16b, 

respectively. 
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Figure 3.16: Sr, Mn and O stoichiometry of La0.6SrxMnyO3-Δ thin films deposited on Si(001) 

substrate at room temperature: (a) as a function of the O2 background pressure using 1.8 J/cm2 

ablation fluence; (b) as a function of ablation fluence at 1.5 x 10-1 mbar O2. 

 

When using the fixed ablation fluence, the Mn and Sr composition show a 

non-monotonic variation vs. pO2, similar to the situation when growing LSMO films 

on STO at 650 °C. An almost stoichiometric cation transfer is achieved in the pressure 

range at 10-3 mbar or lower and for the low 10-1 mbar range, while films grown ∼10-2 

mbar show a loss of the lighter elements of Mn and Sr compared to La. The possible 

reason for this observation has been explained earlier in this chapter. A pressure of 

10-3 mbar or lower is not high enough to reduce the collision mean free path below the 

plasma propagation distance, and no intensive plasma / background interactions are 

expected to occur. At the low 10-1 mbar range, the plasma propagation transformed 

into the previous described shock wave expansion and the formation of a relative 

condensed shockwave front largely confines the spatial distribution of species with 

various atomic weights into the same region. In both cases a stoichiometric cation 

transfer can be achieved. For comparison, in the 10-2 mbar range there are already 

pronounced plasma/background interactions but they are not strong enough to cause 

the formation of a relatively condensed shock wave front to confine the plasma plume. 
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Therefore, a loss of lighter composition is expected through elastic collisions with the 

background molecules. 

When fixing the O2 pressure to 1.5 x 10-1 mbar and varying the fluence, a decrease 

in the Mn and Sr content compared to La is observed. This phenomenon supports the 

understanding of the previously observed variation of the film composition vs. pO2. 

At 1.5 x 10-1 mbar, the plasma species pushes the background molecules forward due 

to their multiple collisions, and compress them into a relatively condensed shockwave 

front that strongly confines the spatial distribution of the species [27, 28, 129-131, 

137, 138]. At the fixed pressure, the confinement of all species is expected to become 

less effective due to an increase in the number of ablated species. Therefore, a loss of 

lighter element is expected. To further verify this point experimentally in chapter 6 

emission spectroscopy and time resolved plasma imaging results will be discussed. 

The oxygen contents of these films are not discussed since a hydrogen signal for these 

LSMO films grown at room temperature is observed from ERDA. This indicates that 

these amorphous films absorb a considerable amount of water.   

It is undeniable that several intrinsic reasons may also cause the compositional 

variations of the film, i.e. compositional changes of the target surface and morphology 

due to the long time ablation of the target or laser plume alignment errors have been 

reported to cause the compositional variations during PLD [28, 43]. However, this 

seems unlikely since the film composition of epitaxially grown five films in vacuum 

over a time window of one year changed very little (see Figure 3.17). 
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Figure 3.17: La, Sr and Mn stoichiometry of La0.6SrxMnyO3-Δ thin films deposited in vacuum 

over a time window of about one year 

 

 

To summarize, in this chapter plasma analysis of La0.6Sr0.4Mn16/18O3 reveals 

significant variations in plasma / background interactions as a function of the O2 

background pressure. A congruent transfer of the target composition has been 

achieved in a pressure window around 10-3 mbar and again for a narrow window in 

the 10-1 mbar range. In the intermediate pressure range the film stoichiometry is 

cation deficient. In the pressure range of 10-2 mbar plasma / background interactions 

are not sufficient for the formation of a shockwave front to confine the plasma species. 

As a result, lighter elements are scattered more by elastic interactions with the 

background molecule causing the loss of the lighter elements in the cation 

composition of the film. At the same time the oxygen content in epitaxial films is 

significantly higher. This is related to chemical reactions with the background oxygen 

during the LSMO formation on the hot substrate surface, and also with the presence 

of a large number of metal-oxygen and O- species. It is further found that with 

increasing pO2 metal-oxygen species with large dissociation energies are 

preferentially formed in the plasma as a consequence of plasma interactions with the 

oxygen background. This suggests that at a high partial oxygen pressure, the oxygen 

contribution to the final LSMO composition is strongly administered from these 
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metal-oxygen species, atomic oxygen, and the oxygen background. At the same time 

these species influence the cation composition. In addition, the origin of oxygen in the 

plasma as well as in the film material was traced by 18O labelling of the target as well 

as substrate. At low pressures, most of the oxygen is provided by the target whereas at 

high pressures the background molecules and respective interactions are the main 

oxygen source. 

 



This chapter is summarized by the following publication: 
J. Chen, et al. Laser Deposition and Direct-Writing of Thermoelectric Misfit Cobaltite Thin Films. Appl. Phys. Lett. 
104, 231907 (2014) 
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4. Comparing two representative cases: 

Ca3Co4O9 and 3-YSZ 

 
In this chapter, two representative oxides materials, Ca3Co4O9 and 3-YSZ (3 mol% 

Y2O3 doped ZrO2), are selected to further develop the correlation between the O2 

background pressure and plasma/film properties. From the observation in Chapter 3, 

the chemical stability of the metal-oxygen species largely determines whether the 

arriving composition are metallic or metal-oxygen species when using 10-2 or 10-1 

mbar pO2. For Ca3Co4O9, the bond energy of both CaO+ (4.2 eV) and CoO+ (2.8 eV) 

are smaller than the bond energy of O2 molecules. The opposite situation is for 3-YSZ, 

where the dissociation energies of YO+ (7.6 eV) and ZrO+ (8.3 eV) are both larger 

than that of O2. Therefore, a dramatic difference is expected in the respective plasma 

properties vs. pO2 during the deposition of the two materials.  

 

4.1. Deposition, plasma analysis and laser induced 

forward transfer of Ca3Co4O9 

The Ca3Co4O9 (also denoted as [Ca2CoO3]RS[CoO2]1.62) is one of the most promising 

p-type thermoelectric (TE) oxides with prospective applications such as a solid-state 

electric power generator from temperature gradients or the operation as heat pumps 

for solid state refrigeration [69-85]. Apart from the traditional metal-alloy TE 

materials oxides TE materials received considerable attention due to their lower cost 
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as well as reduced toxicity and larger tolerance to an oxidizing atmosphere [69]. 

Ca3Co4O9 has a layered structure: stacked CdI2-type CoO2 layers are alternating with 

a rock-salt-type Ca2CoO3 layer along the c-axis as illustrated in Figure 4.1a [86-89]. 

In order to achieve a good TE performance, which is evaluated by a figure of merit ZT 

(ZT = S2σT/κ; with S as the Seebeck coefficient, σ and κ as the electrical and thermal 

conductivity), the correct composition and crystal structure is required [69-71]. 

Nevertheless, the complexity in the chemical composition and crystal structure of 

Ca3Co4O9 brings considerable difficulties to the preparations of the bulk materials as 

well as thin films depositions. For example, the phase purity of 

[Ca2CoO3]RS[CoO2]1.62 bulk material is achieved via long-term and repetitive solid 

state reaction procedures at appropriated annealing temperatures. When fabricating 

Ca3Co4O9 thin films by PLD, the crystal structure of as-deposited thin film is reported 

to be rather sensitive to the deposition conditions [86-88] such as background pressure, 

substrate temperature and laser frequency. Therefore, a detailed study of the plasma 

properties is necessary in order to correlate them with the respective deposition 

conditions as well as structural and electrical transport properties. As a case study, the 

plasma / film properties vs. background conditions are investigated and compared 

with the data in Chapter 3.  

Another important reason why Ca3Co4O9 is interesting is that it can be deposited 

on substrates, such as Si, glass or quartz. Therefore, it provides an opportunity to 

firstly deposit Ca3Co4O9 on UV transparent substrates and subsequently pattern the 

film directly via a laser induced forward transfer (LIFT) process for the further 

fabrication of TE micro-devices. For a micro-scaled TE device, a subsequent 

patterning step is required to define the shape of the p-/n- type TE films onto the same 

plane which can be achieved by micro-fabrication techniques, such as lithography and 

etching [74-79], or micromachining [80]. These processes often require complex 

facilities involving high costs along with a reduced flexibility in device design [92]. 

An alternative approach is laser-induced forward transfer [93], a direct printing 

technique in which a laser beam is shaped and imaged onto the backside of a 

transparent support plate coated with the material to be transferred (also named donor). 
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The laser partially vaporizes and subsequently transfers the donor material onto a 

receiver substrate which is usually in close proximity. The dimensions (e.g. length and 

width) and hence shape of the transferred material (also called pixel) is controlled by 

the imaged incident laser beam with a high spatial resolution of a few µm. LIFT has 

been successfully applied for patterning a wide range of materials for micro-devices 

such as organic light-emitting diodes (OLEDs), or chemical sensors [93-99]. Recently, 

p- and n-doped chalcogenide thin films have successfully been laser transferred by 

directly imaging the beam onto the donor [96]. The as-transferred large area pixels 

showed some signs of thermal damage but remained largely intact in terms or their 

morphology, structure and composition showing reduced but still reasonable 

thermoelectric properties as compared to the donor material. 

 
Figure 4.1. (a) Schematic illustration of the crystal structure of the Ca3Co4O9 and CaxCoO2 [88]; 

(b)-(e) EK distributions of Ca+, Co+, O+ and O- in vacuum as well as 0.08 and 0.25 mbar O2 
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Figure 4.1b-e shows some examples of the EK distributions of some of the main 

existing ionic plasma species when ablating Ca3Co4O9 in vacuum as well as O2 

backgrounds. From Figure 4.1b-d it can be seen that EK of O+, Ca+ and Co+ decreases 

with pO2. In comparison, O- shows a larger EK at 0.08 mbar O2 as compared to in 

vacuum as well as at 0.25 mbar. According to the understanding in Chapter 3, this 

result could be caused by the charge conversion from O+, originating from ablation of 

target and possessing large EK, to O- through background interactions.  

 

Figure 4.2. Total detected amount of the ionic plasma species in laser induced Ca3Co4O9 plasmas 

for the PLD process in four different background conditions. The average kinetic energies are 

marked for the principle ions in blue. 

 

The numbers of the total detected ionic species as well as their average kinetic 
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energies for different background pressures and substrate-target distances are 

summarized in Figure 4.2 showing a large variation in the ionic plasma composition 

and EK,Avr when ablating Ca3Co4O9. The variations in plasma composition, kinetic 

energy are expected to influence the crystal structures as well as electrical transport 

properties of the deposited thin films. 

 
Figure 4.3. (a) Photos of laser-induced plasma plume from a Ca3Co4O9 target at various 

background conditions. (b) XRD patterns and compositions of the as-deposited Ca3Co4O9 films in 

various background conditions. (c) Electric conductivity and Seebeck coefficient of the 

as-deposited Ca3Co4O9 films in various background conditions. (d) XRD of the Ca3Co4O9 donor 

film grown on Pt/quartz prior to LIFT. 

 

In vacuum, the plasma consists mainly of charged atomic species (Ca+, Co+, O+ 

and O-) with large EK,Avr between 20 and 40 eV. The deposited films showed no 

pronounced film Bragg peaks in the XRD pattern and the film composition has the 

lowest oxygen content as determined by RBS. Potential reasons why the crystalline 

structure in the growing film was not obtained are re-sputtering effects due to the 
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large EK of the plasma species or too little oxygen was supplied from the target during 

the deposition and hence prevented the correct crystalline phase to be formed. 

At 0.08 mbar pO2, the emission intensity of the plasma plume is stronger 

compared to in vacuum (see Figure 4.3a), which imply the re-excitation of the plasma 

species due to background interactions. As a result, EK,Avr for the lighter Ca+ and O+ 

ions is reduced to ∼12 eV, while EK,Avr for Co+ was effectively unchanged. The plasma 

shows now a strong increase in CaO+ and CoO+ metal-oxygen ions due to the 

oxidization of the metallic species as a result of background reactions. In addition, the 

relative amount of O- compared to O+ (O-/O+: ∼2) is strongly enhanced when 

compared to a vacuum deposition (O-/O+: ∼0.2). This can be attributed to either (1) an 

enhanced background formation of O- species or (2) a conversion of O+ to O or O- 

respectively, originating from electron attaching processes (see Chapter 3). The first 

process, the formation of O-, requires a much lower formation energy (O2 + e + 3.66 

eV → O + O-) compared to the formation of O+ (O + 13.6 eV → e- + O+). In addition, 

the electron attaching of O+ (O+ + e → O + 13.6 eV) or O (O + e → O- + 1.46 eV) 

also release energy. With these plasma conditions, the prepared films shows a 

CaxCoO2 structure instead of the desired [Ca2CoO3]RS[CoO2]1.62 where the Ca cation 

directly intercalates into the CoO2 layer without the formation of the rock-salt-type 

Ca2CoO3 layer. Compared to the desired [Ca2CoO3]RS[CoO2]1.62, the CaxCoO2 

structure is thermodynamically less stable but dynamically easier to form due to its 

smaller lattice parameter (5.4 Ǻ for CaxCoO2, and 10.8 Ǻ for Ca3Co4O9) and the 

larger tolerance in composition [88].  

When enhancing pO2 to 0.25 mbar and keeping the target-substrate distance at 

3 cm, the plasma plume just reaches the substrate position with the strongest 

confinement and emission intensity (Figure 4.3a). In this pressure range, the 

shockwave plasma propagation is expected that effectively stops the plasma species 

[27]. Mass spectrometry reveals that EK,Avr of the ionic species is further reduced 

(< 10 eV) while the relative amount of O- compared to O+ is largest (O-/O+ ∼6). Under 

such plasma conditions, the desired [Ca2CoO3]RS[CoO2]1.62 phase and correct film 

composition (Ca2.9Co4O9.0) were observed for epitaxially grown films on Si and 
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Pt-coated quartz. The XRD pattern for a Ca3Co4O9 film on Pt-coated quartz (Fig 4.3d) 

shows a well (00l) oriented growth of the correct Ca3Co4O9.0 phase. Subsequent 

electrical transport measurements (Figure 4.3c) show a similar resistance and Seebeck 

coefficient as reported in [86-88]. This proves that with the selected plasma conditions, 

Ca3Co4O9 films with a proper composition and electrical properties can be prepared at 

a deposition temperature of 650 °C.  

By increasing the target-substrate distance to 4.5 cm at 0.25 mbar pO2, the 

plasma plume is not reaching the substrate and the lowest amount of species as well 

as a further reduced EK,Avr is observed. Atomic oxygen is almost absent and the very 

low concentration is attributed to the fact that light elements are scattered more 

strongly than heavier metallic species and are therefore lost from the plasma cloud 

reaching the substrate. These films show again a CaxCoO2 phase instead of the desired 

structure despite being almost fully stoichiometric (Ca2.9Co4O8,8). This leads to the 

conclusion that the correct crystalline structure of Ca3Co4O9 is very sensitive to the 

correct oxygen content and a high concentration of O- is necessary to support the 

formation of the proper crystalline modification.  

   Knowing the optimum deposition condition for Ca3Co4O9 films, the following 

option have been considered to derive a strategy in order to directly patterning the 

film material using LIFT. A similar LIFT procedure to as described in ref. [96] for 

transferring Bi2Te3/Bi2Se3 was firstly tried. The Ca3Co4O9 film was directly deposited 

onto a UV transparent quartz substrate. Afterwards, a XeCl laser beam (λ = 308 nm, 

30 ns pulse length, 1 Hz repetition rate) was imaged with an optical system through 

the transparent back side of the quartz substrate onto the film. The laser beam 

evaporates the illuminated film and transferred it forward. However, due to the higher 

mechanical hardness and brittleness of Ca3Co4O9 as compared to the Bi2Te3/Sb2Te3 

[96], a LIFT procedure as described in ref. 96 turns the as-transferred continuous 

oxide film into powder. 

Therefore, the LIFT procedure was further optimized by introducing a Pt 

interlayer between the quartz substrate and Ca3Co4O9 film material to serve as a 

sacrificial layer for the LIFT process, instead of a direct laser interaction with the 
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Ca3Co4O9 film. As illustrated in Figure 4.4, the Ca3Co4O9 film was firstly grown onto 

a transparent quartz substrate coated with a sputtered Pt interlayer (40 nm) by PLD 

(Figure 4.4 left). In the second step, the Ca3Co4O9 film is transferred with the desired 

shape and size using LIFT onto a soft polymer receiver substrate (Figure 4.4 right). 

 
Figure 4.4. Schematic drawing of the pulsed laser deposition (left) and laser-induced forward 

transfer (right) working principles 

 

The LIFT procedure was therefore optimized to avoid a direct laser interaction 

by introducing a thin Pt film as a sacrificial layer to absorb the laser light in order to 

enable a damage-free transfer of the Ca3Co4O9 pixel onto the receiver substrate. In 

addition, a soft substrate, i.e. polydimethylsiloxane (PDMS), was used in order to 

reduce the stress on the pixel upon transfer [96, 97]. The use of PDMS as a soft 

receiver substrate is very attractive: it is biocompatibility, and can be used in 

challenging environmental, processing and operating conditions. In addition it is 

widely used in lab-on-a-chip devices [100]. For µ-TE applications, PDMS has 

potential to be used in medical but also in sensor applications.  

The laser ablation fluence for transfer is further optimized over a broad range 

from 0.2-1 J/cm2 for a laser wavelength of 308 nm. The optical images of Ca3Co4O9 

micro-pixels obtained immediately after transfer at different laser fluences are 

displayed in Fig. 4.5a-d. For low laser fluences, i.e., below 0.45 J/cm2, no transfer 

occurs. At 0.45 J/cm2 a pixel from the donor is transferred onto the receiving substrate 

as seen in Fig. 4.5a. However, the pixels transferred at this laser fluence have an 

inhomogeneous shape and are laterally not well resolved. For the fabrication of a 
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micro-device it is very important to control both the size and the shape of the 

transferred spot. In Fig. 4.5 b, c, and d micro-pixels transferred with different laser 

fluences (500 – 600 mJ/cm2) are shown. All the pixels present a similar size of about 

(500 × 500) μm2 but in some cases the edges are less uniform, e.g. the left bottom 

corner at 500 mJ/cm2. This is probably due to a pulse to pulse energy variation of the 

laser. All transferred pixels are regularly arranged. In the case of bismuth telluride 

pixels obtained by LIFT [96], the optimal laser fluence for the transfer of intact pixels is 

~100 mJ/cm2. The difference in fluence is related to the hardness of the transferred 

materials and the energy required to evaporate the sacrificial layer in order to move the 

brittle layer. With this approach, layers with a thickness of 0.5µm are possible to be 

transferred.  

 

Figure 4.5. Ca3Co4O9 micro-pixels deposited onto PDMS substrate at different laser fluences a) 

450 mJ cm-2, b) 500 mJ cm-2, c) 550 mJ cm-2, d) 600 mJ cm-2. SEM image of e) a Ca3Co4O9 

micro-pixel deposited at 600 mJ cm-2 laser fluence, f) the edge of the pixel shown in e), and g) the 

middle part of the pixel shown in e). 

 

In order to assess any modifications of the micro-pixel morphology due to the 

absorption of the laser pulse, scanning electron microscopy (SEM) images were 

acquired. A SEM image of a transferred pixel (at 600 mJ/cm2) is shown in Fig. 4.5 e. 

The SEM images with higher magnification of the middle part and edge of the same 

pixel (shown in Fig. 4.5 f and g) reveal that the Ca3Co4O9 is immobilized on the PDMS 

substrate. The transferred micro-pixel is homogeneous, with well defined edges (see 
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Fig. 4.5f). The micro-pixel has a clean surface with no visible changes in the 

morphology or debris from the Pt interlayer (see Fig. 4.5 g).  

 

The following question to address is whether there is an influence on structure and 

composition of the Ca3Co4O9 micro-pixels caused by a possible heat-transfer during 

the LIFT process. A composition of the pixel after the LIFT transfer of Ca3.2±0.3Co4O9 

has been measured for single pixels which compares well to the cation composition of 

the donor film (Ca3.0±0.15Co4O9) before material transfer. The oxygen content has a 

major influence on the thermoelectric properties of misfit cobaltites but is difficult to 

determine due to the small pixel size and small amount of pixel material available. 

Some Pt is also detected in the RBS spectrum. From the position in the spectrum it 

can be concluded that the Pt forms a discontinuous layer on the surface of the pixel as 

verified by SEM. Due to the evaporation of Pt as a sacrificial layer, nano-sized 

metallic droplets on the transferred pixel has been found indicating that Pt has 

coalesced to small particles after the transfer and thus should not have a negative 

influence on the TE properties of Ca3Co4O9 micro-pixels. Both (001) and (002) 

diffraction peaks have been observed for the XRD pattern of as-transferred pixels (see 

Figure 4.6). This is a direct indication that the crystal structure was preserved during 

and after the LIFT process.  

 
Figure 4.6. XRD spectra of the Ca3Co4O9 pixel transferred at 600 mJ/cm2. 

 

To summarize, through EK-resolved mass spectrometry, the correlation between 
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pO2, plasma properties and film properties is established for the deposition of 

Ca3Co4O9 by PLD. The variations in both plasma and film properties vs. pO2 well 

support the observations shown in Chapter 3: 1) a stoichiometrical transfer of Ca and 

Co during PLD is achieved in either quasi-vacuum or low 10-1 mbar pO2 range, while 

a loss of the lighter Ca film composition is observed at 10-2 mbar range. 2) the relative 

amount of O- compared to O+ enhances with pO2 until the optimum deposition 

pressure where O-/O+ reaches a maximum value. 3) Since the dissociation energies of 

CaO+ and CoO+ are smaller than that of the O2 molecule, the Ca and Co containing 

species mainly arrive at the substrate as atoms or atomic ions. 

In addition, a combined process of PLD and LIFT has been used for direct 

patterning of Ca3Co4O9 TE micro-scaled pixels for potential applications in TE 

micro-devices. For the transfer of Ca3Co4O9 as a micro-pixel, a Pt sacrificing layer is 

introduced to avoid the direct laser interaction with the TE material thereby 

preserving composition, structure and shape of the transferred pixel. This is unlike 

directly transferred pixels where a structural and compositional change can occur due 

to the intense laser-matter interaction. Compared to conventional patterning processes, 

e.g. optical lithography or micro-machining, the LIFT procedure simplifies the 

fabrication of complex TE micro-scaled devices. In addition, the aspect ratio of 

as-transferred patterns can be conveniently adjusted via the laser beam shape. The 

demonstrated approach for the direct pattering of the p-doped TE Ca3Co4O9 can be 

extended to other materials in order to fabricate fully functional thermoelectric 

micro-devices on soft, biocompatible substrates. 
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4.2. Plasma analysis of 3-YSZ 

Yttria stabilized zirconia (YSZ) is a well-known oxygen ion conductor and has 

been commonly used as electrolyte material for solid oxide fuel cells (SOFC) 

[101-106]. The substitution of Zr with Y in the ZrO2 lattice generates oxygen 

vacancies enabling an oxygen ion transport (Y2O3 → 2Y′Zr + 3OX
O +VO

··) and 

stabilizing the structure [101, 102]. Compared to the Ca3Co4O9 deposition, the 

oxidization of metallic species is considered to be much more pronounced for the 

deposition of YSZ in an O2 background. As already described, the chemical stability 

of YO+ (7.6 eV) and ZrO+ (8.3 eV) are larger than for O2 molecules (5.12 eV) while 

the opposite situation is for CaO+ (4.2 eV) and CoO+ (2.8 eV). Therefore, a much 

more significant enhancement in the MO+ / (M+ + MO+) ratio with the increasing O2 

background pressure is expected for the deposition of YSZ as compared for 

Ca3Co4O9.  

Fig 4.7 compares the ionic plasma compositions of the laser induced plasma 

detected for various O2 background pressure using a fixed ablation fluence of 1.5 

J/cm2. Even at the lowest pressure of 1 x 10-3 mbar, the plasma consists of a certain 

amount of YO+ and ZrO+ species, similar to the La described in Chapter 3. By 

increasing pO2, the relative amount of YO+ and ZrO+ increases compared to their 

metallic ions. O- is observed as the main negative ion. Although some negative 

metal-oxygen ions such as YO-, YO2
-, ZrO- and ZrO2

- are also observed, their amount 

is much smaller compared to O-. At the highest used pressure of 10-1 mbar, negative 

ions are almost absent, a result which agrees with the observations reported in Chapter 

3. 
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Figure 4.7. Ionic plasma composition of 248 nm laser induced 3-YSZ in various O2 pressures 

with fixed ablation fluence at 1.5 J/cm2 

 

In Figure 4.8 (a) and (b), the pressure dependence of the YO+, Y+, ZrO+ and Zr+ is 

shown, while in Figure 4.8 (c) the MO+/M+ ratio is plotted vs. pO2. With an increasing 

O2 pressure from 10-3 to 10-2 mbar, the amount of YO+ and ZrO+ increases while the 

amount of Y+ and Zr+ decreases, which indicates the oxidization of metallic species to 

metal-oxygen species. By further enhancing pO2 to 10-1 mbar, the amount for YO+, Y+, 

ZrO+ and Zr+ is reduced due to the stronger background scattering. However, their 

MO+/M+ ratio shows a significant enhancement. These results are similar to the 

observations for La described in Chapter 3. The positive metal-oxygen ions are 

expected to be more important for the deposition, since their amount are more than 10 

times larger than the negative metal-oxygen ions.  
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Figure 4.8. (a) YO+ and Y+ amount; (b) ZrO+ and Zr+ amount; (c) YO+/Y+ and  ZrO+/Zr+ ratios 

in 248 nm laser induced 3-YSZ plasma vs. pO2 at fixed ablation fluence at 1.5 J/cm2 

 

In Figure 4.9 (a) and (b), the average EK,Avr. of positive metallic as well as 

metal-oxygen ions are plotted vs. pO2. A more significant decrease in EK with 

increasing pO2 is observed for the metallic ions than the positive metal-oxygen ions. 

In Figure 4.9 (c), EK,Avr. of O+ and O- are plot vs. pO2. A clear decrease of EK,Avr. with 

increasing fluence has been observed for O+, while EK,Avr. for O- stays nearly constant.  
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Figure 4.9. Average kinetic energies of (a) YO+ and Y+; (b) ZrO+ and Zr+; (c) O+ and O- in 248 

nm laser induced 3-YSZ plasma vs. pO2 at fixed ablation fluence at 1.5 J/cm2 

 

The fluence dependences of species amount as well as EK,Avr. are also studied for 

YO+, Y+, ZrO+, Zr+, O+ and O-. Figure 4.10 (a) and (b) show the amount of YO+, Y+, 

ZrO+ and Zr+ vs. the ablation fluence at 1.6 x 10-2 mbar O2, while Figure 4.10 (c) 

shows the MO+/M+ ratio vs. fluence. When increasing the fluence from 0.8 to 1.5 

J/cm2, a significant increase in the amount of Y+ and Zr+ is observed, while YO+ and 

ZrO+ only increase slightly. Increasing the fluence towards 4 J/cm2, the amounts of Y+ 

and Zr+ slightly increases, while YO+ and ZrO+ show a decrease. The MO+/M+ ratio 

decreases with increasing fluence which indicates a reduction of the arrival 

metal-oxygen species as compared to metallic species. The observations for Zr and Y 

agree with the observation for La as described in Chapter 3. 
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Figure 4.10. (a) YO+ and Y+ amounts; (b) ZrO+ and Zr+ amount; (c) YO+/Y+ and ZrO+/Zr+ ratios 

in 248 nm laser induced 3-YSZ plasma vs. ablation fluence at 1.6 x 10-2 mbar O2. 

 

In Figure 4.11 (a) and (b), the EK,Avr. of positive metallic as well as metal-oxygen 

ions are plotted vs. ablation fluence, while the data for O+ and O- are shown in Fig 

4.11 (c). At the used pressure, the collision mean free path is considered to be smaller 

than the plasma propagation distance and therefore pronounced plasma / background 

interactions are expected. The EK,Avr. for the metallic species such as Y+, Zr+ and O+, 

increases with increasing fluence while those for YO+, ZrO+ and O- do not show 

pronounced variations. 
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Figure 4.11. Average kinetic energies of (a) YO+ and Y+; (b) ZrO+ and Zr+; and (c) O+ and O- 

average kinetic energies in 248 nm laser induced 3-YSZ plasma vs. ablation fluence at 1.6 x 10-2 

mbar O2. 

 

According to the previous description in Chapter 3, MO+ and O- are more likely to 

be formed through the background reactions as compared for M+ and O+. With an 

increasing O2 pressure, EK of species such as Zr+, Y+ and O+ decreases due to the 

increase in physical collisions with background molecules. For comparison, EK of 

species such as ZrO+, YO+ and O- are observed to be smaller at a low pressure (10-3 

mbar or vacuum). When increasing pO2, to 10-2 mbar or higher, these species are 

mainly formed through plasma / background reactions and the measured EK remains 

unchanged.  

The plasma properties shown in Figure 4.8 - 4.11 reveal the following correlations 

between deposition pressures and film properties of YSZ. Due to the similar atomic 

weight of Y and Zr, the film composition is not expected to vary significantly with 

respect to the target composition as a function of the deposition pressure, which has 

been confirmed in [16]. Nevertheless, the film morphology can vary significantly at 



 78

different deposition pressures and temperatures. For example, in ref [16], when 

depositing YSZ at the low 10-2 mbar or lower pressure at 600 °C, a densed film is 

achievable, which favors the application of YSZ as electrolyte in solid state fuel cells 

[16, 103, 101]. For comparison, when depositing YSZ at the high 10-2 mbar or 10-1 

mbar pressure range the films were observed to be more porous due to the largely 

reduced EK of the plasma species that makes the atom mobility on the substrate 

insufficient.  

To summarize, the laser induced YSZ plasma properties vs. pO2 pressure as well 

as ablation fluence is well supported by the conclusion drawn in Chapter 3. The 

behavior of Y and Zr are quite similar to La in background atmosphere, since they all 

possess a large bond energy with oxygen. The MO+/M+ ratio is enhanced dramatically 

with increasing pO2 due to the high stability of both ZrO+ and YO+. At a fixed 

pressure, the MO+/M+ ratio decreases with an increasing fluence. Compared to the 

ablation fluence, the oxygen background pressure is observed to have a more 

significant influence on the composition as well as the kinetic energy of the plasma 

species
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5. Plasma/film properties vs. laser photon 

energy for the deposition of La0.6Sr0.4MnO3 

 
Apart from the typically used KrF excimer laser (λ=248 nm) for PLD other lasers 

such as XeCl excimer (λ=308 nm) [107-111], ArF excimer (λ=193 nm) [107-115], or 

a Nd-YAG lasers (λ: 266 nm, 355 nm, 532 nm or 1064 nm) [110, 111, 116] have also 

been used for PLD. Table 5.1 summarizes the wavelength as well as photon energy of 

these lasers. The variation in photon energy is expected to influence the ionization / 

dissociation of the illuminated target material [107, 110, 111, 115, 116] and therefore 

vary the initial plasma properties and compositions. However, only a limited number 

of studies have been carried out to investigate the influence of the photon energy with 

respect to plasma / film properties [110, 111, 115, 116]. In this chapter, the plasma as 

well as deposition properties for La0.6Sr0.4MnO3 are investigated when using a XeCl 

or ArF laser. The results are compared to the data presented in Chapter 3 for using a 

KrF laser. 

 

Laser Type Laser wavelength (nm) Photon energy (eV) 

KrF excimer 248 5.0 

XeCl excimer 308 4.0 

ArF excimer 193 6.4 

Nd-YAG (fundamental) 1064 1.2 

Nd-YAG (freq. doubled) 532 2.3 

Nd-YAG (freq. tripled) 355 3.5 

Nd-YAG (freq. quadruple) 266 4.6 

Table 5.1 Summery of the wavelength as well as photon energies for various lasers. 
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Figure 5.1 (a) XRD patterns and compositions of as-deposited LSMO films grown on (100) STO 

at 650 °C in vacuum using laser wavelengths of 308 nm, 248 nm or 193 nm. The fluence is fixed 

at 1.8 J/cm2; (b) a reciprocal space map of the (113) diffraction peak of a LSMO thin film grown 

by PLD using a XeCl laser in vacuum. 

 

Figure 5.1a shows the XRD patterns of LSMO films deposited on (100) STO at 

650 °C in vacuum using laser wavelengths of 308 nm, 248 nm or 193 nm with F = 

1.8 J/cm2. A strong diffraction peak from the crystallized film was obtained only when 

the 308 nm laser was used. The film composition was determined as 

La0.60Sr0.42Mn0.95O3.0 by RBS as compared to La0.60Sr0.38Mn0.93O2.7 (λ=248 nm) and 

La0.60Sr0.38Mn0.98O2.8 (λ=193 nm). Reciprocal lattice mapping shown in Fig. 5.1b 

illustrates that the film was in-plane-locked as often reported for LSMO growth on 

SrTiO3 substrates [117]. However, no pronounced film peaks were observed from 

films made by using the other lasers. Epitaxial LSMO thin films were obtained at pO2 

= 2 x 10-3 mbar and 2 x 10-1 mbar (Figure 5.2), typical growth conditions for LSMO 

using a 248 nm laser. Therefore, when using a 308 nm laser for a LSMO deposition, it 

is not necessary to involve a background which is different from the reported 

deposition conditions when using a 248 nm or 193 nm laser.  
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Figure 5.2 X-ray diffraction patterns of as-deposited LSMO films at 2 x 10-3 mbar and 2 x 10-1 

mbar O2 using 308 nm laser at 1.8 J/cm2. 

 

The variations in the vacuum deposition properties when using the three laser 

wavelengths are expected to be reflected in the respective plasma properties. 

Therefore, these variations in the ionic plasma composition as well as EK are further 

investigated using the EK resolved mass spectrometry.  

 

Figure 5.3: Ionic plasma compositions of LSMO plasmas in vacuum as well as various pO2 

backgrounds using λ=308 nm and F=1.8J/cm2.  
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Figure 5.3 shows the ionic plasma composition of a λ=308 nm laser induced 

plasma in vacuum as well as at 2 x 10-3 mbar, 1 x 10-2 mbar and 1.5 x 10-1 mbar pO2 

with a fixed fluence of 1.8 J/cm2. These results are comparable to the data presented 

in Figure 3.1b using λ=248 nm. Similar to Figure 3.1b, the plasma for a vacuum 

ablation with λ=308 nm consists mainly of atomic ions, such as O-, Mn+, Sr+ and La+. 

LaO+ is the main observed positive metal-oxygen ion whose amount far exceeds the 

observed negative metal-oxygen ions, such as MnO-, MnO2
- and LaO2

-. Looking at 

the oxygen isotopes the relative amount of 16O and 18O containing species are similar 

which agrees with the oxygen isotope ratio of the target (18O concentration ∼52%). In 

vacuum or 10-3 mbar O2, the amount of O+ for using the 308 nm laser is much smaller 

as compared to O-. This observation differs from the situation for using a 248 nm laser 

for ablation, where O+ has been observed to possess a similar amount to O- in vacuum. 

When increasing pO2 to 1 x 10-2 mbar, positive metal-oxygen ions of MnO+ and SrO+, 

absent in vacuum, are observed. Also, the relative number of LaO+ as compared for 

La+ increases due to the oxidization of the metallic species. The 16O/18O ratio of 

oxygen containing species is dramatically enhanced due to the increasing background 

reactions. At the highest investigated pressure of 1.5 x 10-1 mbar negative ions are 

almost not observe any more, which could be attributed to their low electron affinity 

and not being stable during the multiple scattering with background molecules as 

presented in chapter 3. Looking at the positive ions at this highest pressure used, the 

amount of LaO+ far exceeds La+ while the amount of MnO+ and SrO+ are much 

smaller as compared to Mn+ and Sr+, respectively. This result supports the observation 

and understanding in Chapter 3 and has been explained by the differences in the 

dissociation energies for MO+ and O2. 
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Figure 5.4: (a) Ionic oxygen average kinetic energy and species amount in vacuum when using 

308 nm, 248 nm and 193 nm laser ablation at 1.8 J/cm2. (b) Ratio of MO+/(M+ + MO+) vs. 

dissociation energy of MO+ as determined in vacuum for 308 nm, 248 nm and 193 nm lasers, 

respectively. The solid-line in red, dash-line in black and dash-dot line in blue represent the 

photon energy of 308 nm (4.0 eV), 248 nm (5.0 eV) and 193 nm (6.4 eV) lasers, respectively. 

 

Comparing the ionic plasma composition for using 308 nm laser ablation to 248 

nm indicates the most prominent variation for the relative amount of O+ compared to 

O- in vacuum or at low pO2 (~ 10-3 mbar). Figure 5.4a shows the amount of species of 

O- and O+ using lasers with λ=308 nm, 248 nm, and 193 nm at the same fluence in 

vacuum. The amount of O+ is much smaller compared to O- for using a 308 nm laser 

than a 248 nm or a 193 nm laser. The photon energies for 193 nm, 248 nm and 308 

nm laser are 6.4 eV, 5.0 eV and 4.0 eV, respectively, which is much smaller compared 

to the first ionization energy of atomic oxygen (O + 13.6 eV → O+ + e-). Therefore, 

the ionization of O to O+ is a 3-photon process for a 193 and a 248 laser while it is a 

4-photon process for a 308 laser, a process which is less likely to occur. In this 

experiment, the lowest amount of O+ was observed in 308 nm laser generated plasma 

(O+/O-: 0.03) compared to the plasma for 248 nm (O+/O-: 0.6) and 193 nm (O+/O-: 

1.1).  

The influence of photon energy to the relative amount of metal-oxygen ions 

(MO+) as compared to metallic ions (M+) were investigated in vacuum. In order to 

gain a through understanding, a large variety of targets, such as SrTiO3, 
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La0.8Ca0.2CoO3, SrMoO4, TbMnO3, TmMnO3, La0.4Ca0.6MnO3, La0.6Sr0.4MnO3, or 

Al2O3, have been ablated at the same fluence of 1.8 J/cm2 using 308 nm, 248 nm and 

193 nm lasers. In Figure 5.4b, the detected MO+/(M+ + MO+) ratios were plotted vs. 

Edissoc. of MO+ for all the involved metallic elements. In general, the detected 

MO+/(M+ + MO+) ratio is much small in vacuum as compared to data as presented in 

Figure 3.4. In particular, for MO+ with a dissociation energy < 6 eV MO+ is not 

detected in vacuum. This result indicates an effective photon or thermal dissociation 

of the target material into atomic species during the initial laser ablation processes. 

For comparison, elements with a larger Edissoc., i.e., Tb or La, there is only a small 

amount of MO+ detected as compared to M+. The Edissoc. of TbO+ is 7.2 eV, which 

requires a 2-photon process to dissociate TbO+ for all three used laser wavelengths. 

The TbO+/(Tb+ + TbO+) ratio is observed to be smallest for using the 308 nm laser, 

followed by 248 nm and the highest for 193 nm lasers. This observation could be 

attributed to the largest number of 308 nm photons, followed by 248 nm and smallest 

for 193 nm photons at the fixed ablation fluence. For comparison, Edissoc. of LaO+ is 

8.9 eV which indicate a 2-photon process to dissociate LaO+ for using 248 nm or 193 

nm photons and a 3-photon process for using 308 nm photons. Due to the lower 

probability for a 3-photon process as compared for a 2-photon process, the LaO+/(La+ 

+ LaO+) ratio is observed to be much larger for using 308 nm, as compared to 248 nm 

or 193 nm lasers. The occurrence of a N-photon process (P) has been proven to be 

enhanced with the phonon intensity (I) by: log10P ∝ N*log10I [165]. The current 

results when using a laser fluence of 1.8 J/cm2 indicates an effective 2-photon process, 

through which MO+ are effectively dissociated. For example, above a fluence of 1.2 

J/cm2 when using the 248 nm laser, the LaO+/(La+ + LaO+) is smaller than 5% (see 

Figure 3.15a). For comparison, when using the 308 nm laser at the same fluence, a 

3-photon process is required to dissociate LaO+, which explains the larger LaO+ 

proportion (around 16%).  

The variation of metal-oxygen species vs. pO2 has been also investigated for 

λ=308 nm as shown in Figure 5.5. The amounts of La+, La16O+ and La18O+ vs. pO2 

shown in Figure 5.5a are observed to be similar compared to the ones when using the 
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248 nm laser (see Figure 3.3a). Figure 5.5b-d shows the MO+ / (M+ + MO+) ratio vs. 

pO2 with λ=308 nm and 248 nm lasers for La, Sr and Mn. In agreement with the data 

shown in Chapter 3, the LaO+ / (La+ + LaO+) ratio shows a significant increase from 

<20% to more than 90% when increasing pO2 from vacuum to 10-1 mbar, while the 

SrO+ / (Sr+ + SrO+) and MnO+ / (Mn+ + MnO+) ratios are smaller than 15% even at 

the highest used pO2. The decrease in the SrO+ / (Sr+ + SrO+) ratio when increasing 

pO2 from 1 x 10-1 mbar to 1.5 x 10-1 mbar, could be caused by a more pronounced 

dissociation of SrO+ due to the intensive background collisions, since Sr posseses a 

larger atomic radii than Mn. Comparing the LaO+ / (La+ + LaO+) ratio at 10-1 mbar 

indicates very similar numbers for λ=248 nm and 308 nm lasers. 

 

Figure 5.5. (a) Number of La+, La16O+ and La18O+ vs. pO2 for using 308 nm as well as 248 nm 

lasers at 1.8 J/cm2; (b)-(d) MO+ / (M+ + MO+) ratios for (b) La, (c) Sr and (d) Mn vs. pO2 using 

308 nm as well as 248 nm lasers at 1.8 J/cm2 
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Ionic 

Species 

308 nm; 

EK, Avr.(eV) 

308 nm; 

TOA (μs) 

248 nm; 

EK, Avr.(eV)

248 nm; 

TOA (μs) 

193 nm; 

EK, Avr.(eV) 

193 nm; 

TOA (μs) 

O+ 34 2.7 57 2.1 56 2.1 
O- 8 5.7 6 6.5 11 4.8 

Mn+ 55 4.0 45 4.4 28 5.6 
Sr+ 51 5.3 31 6.7 19 8.6 
La+ 35 8.0 36 7.9 28 8.9 

Table 5.2 Average kinetic energy (EK,Avr.) and their corresponding time of arrival (TOA) of the 

main ionic plasma species when ablating LSMO in vacuum using 308 nm, 248 nm and 193 nm 

lasers at 1.8 J/cm2. The target / substrate (detector) distance is 4 cm. 

 

Knowing the major variations in the ionic plasma composition for plasmas 

created using lasers with λ=308, 248 and 193 nm, the next question comes to how 

does the ablation wavelength influences the EK of the plasma species. In Table 5.2 the 

average kinetic energy of the main existing ionic species as well as their estimated 

arrival time to the substrate position are summarized. The EK of O+ has been observed 

to be lager than O- in vacuum for using 248 nm lasers, which is also the case when 

using λ=308 nm or 193 nm. The influence of the laser ablation wavelength on EK of 

plasma species in vacuum has been observed to be rather complex [110, 111]. For 

example, both photon energy and intensities are expected to influence EK of species 

[110], and a larger EK is likely when using a smaller photon energy [111]. The EK, Avr. 

for O+ species is observed to be much smaller for 308 nm plasma compared to 248 nm 

or 193 nm. In contrast, the EK,Avr. is observed to decrease with the increasing photon 

energy, which agrees with the observations reported in ref. 111. However, a 

confirmative explanation for this observation has not been provided so far. The much 

less effective positive ionization of atomic oxygen when using a 308 nm laser could 

be an important reason. In that case the photon energy could be converted more to the 

kinetic energy for metallic species by maintaining a constant ablation fluence.  

From the results presented in Table 5.2, it also implies that the high EK of the 

metallic ions may not be the main reason for the low film crystallinity when using a 

248 nm or 193 nm laser as compared to the 308 nm. The fast O+ species could be a 
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problem which disturbs the crystallization process of the LSMO films due to their 

much earlier arrival time compared to the metallic species. When using 248 nm or 

193 nm lasers, a considerable amount of O+ reaches the substrate around two to four 

times earlier than the metallic ions (see Table 5.2). For the ablation with λ=308 nm in 

vacuum, the fast positive oxygen ions account for only 3% of all ionic oxygen species, 

and most of the negative oxygen ions arrive at the substrate between the arrival of 

Mn+ and La+. This seems to favour the crystallization of the film inducing a larger 

oxygen content. 

To summarize, the plasma / film properties for the deposition of LSMO when 

using a 308 nm laser ablation has been investigated and compared to the results of an 

ablation with λ=248 nm. In addition, a successful film growth of La0.6Sr0.4MnO3 in 

vacuum using a 308 nm laser has been demonstrated which cannot be achieved by 

using λ=248 nm or 193 nm. The mass spectrometry analysis indicates that the plasma 

generated by a 308 nm laser consists of a much lower amount of O+ ions which 

reaches the substrate earlier than other species compared to O+ generated by a 248 nm 

and a 193 nm laser. Therefore, the smaller variation in arrival time between negative 

oxygen and metallic ions could be a reason for the successful vacuum deposition of 

the LSMO film when using λ=308 nm.  
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6. Pulsed reactive crossed-beam laser 

ablation: deposition of La0.6Sr0.4Mn16,18O3 

 
An alternative approach to PLD with a constant background pressure is pulsed 

reactive crossed-beam laser ablation (PRCLA), a well-established and effective 

method to enhance the plasma chemical reactions during the deposition of thin films 

[2, 118-128]. When using PRCLA, instead of setting a constant background pressure 

in the vacuum chamber, as for standard PLD, a secondary gas pulse is injected 

through a piezo valve near the laser ablation area of the target [2, 118, 119]. By 

triggering the laser pulse with an appropriate delay time with respect to the gas pulse, 

it is possible to set at the origin of the ablated plasma core a local high partial pressure. 

As a result, significantly enhanced physicochemical interactions between the ablated 

plasma and the gaseous environment can be achieved. The secondary gas pulse can be 

used in vacuum or in combination with a constant background pressure with a variety 

of gases for the background environment and for the gas pulse.  

Due to the pulsed nature of the secondary gas jet and the short distance between 

the target and the gas pulse valve, a relatively small amount of gas is sufficient to 

locally increase significantly the background pressure in the region immediately 

above the ablation area. Therefore PRCLA is using very efficiently a relatively high 

(local) partial pressure of strongly reactive gases, such as NH3, which would be not 

possible in a standard PLD set up.  

Several successful applications of PRCLA have been reported in the literature 

over the last two decades. For example, pulsed reactive gases, such as O2, N2O, NH3, 

N2 and CH4, were used to directly react with the laser-induced plasma to fabricate thin 

films of CuO, AlN, GaN, Ti:Al2O3, TiCxNy, and SiC [2, 120-122]. Furthermore, the 
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PRCLA technique was also used to complement the standard PLD method in order to 

enhance the oxygen content [123-126] or achieve elemental doping, such as nitrogen 

doping of oxides thin films [127, 128]. Nevertheless, there is still very limited 

information available on the chemical and physical interactions between the reactive 

gas pulse and the ablated plasma plume [119].  

This chapter reports on the chemical and physical interactions in the plasma 

during the pulsed oxygen crossed-beam laser ablation of the oxygen isotope labeled 

La0.6Sr0.4MnO3 target using kinetic energy resolved mass spectrometry and time 

resolved plasma imaging. High purity oxygen with the natural isotopic ratio was used 

for the gas pulse, as well as to set the constant background pressure under standard 

PLD conditions. The relative content of the different ionic species detected in the 

plasma during the PRCLA has been compared with the results obtained with standard 

PLD in vacuum as well as in different oxygen static background pressures. In addition, 

by time-resolved plasma imaging, it was possible to investigate the plasma 

propagation during PRCLA. By depositing La0.6Sr0.4MnO3 films using 18O labeled 

target and 16O2 gas pulse makes it possible to distinguish the origin of oxygen for 

using PRCLA (O2). 

The most distinguished feature of PRCLA is the relatively large pressure gradient 

of the background gas into the vacuum chamber in contrast to the uniform and static 

background pressure in which the standard PLD process takes place [118]. With our 

experimental set up, the average velocity of the oxygen molecules of the gas pulse 

ejected near the target surface is about 160 m/s [119]. With a target to substrate 

distance of 4 cm, the gas pulse will reach the substrate position after about 250 μs 

giving rise to a large (negative) pressure gradient along the direction of the 

propagation of the plasma [2, 119]. As a consequence, the ablated plasma will go 

through a very high local partial pressure near the target, while regions with gradually 

lower background pressure will be crossed by approaching the substrate surface.  

The plasma species have a much higher propagation velocity (about 5 x 103 m/s, 

estimated by Langmuir probe measurements) and will arrive at the substrate (or at the 

mass spectrometer placed in the same position) within a few μs. Such a time of arrival 
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is about two orders of magnitude smaller than the time required for the gas pulse to 

expand and set the dynamic pressure gradient described above.  

For this reason, to achieve the most effective interaction between the plasma and 

the gas pulse the laser should hit the target material with the appropriate delay time, 

allowing the gas pulse to expand and set a suitable pressure background along the 

direction of the plasma propagation. Moreover, the duration of the gas pulse should be 

long enough to maintain a high local density of molecules near the target region with 

a continuous gas supply during the ablation process.  

These general considerations are indeed well supported by the plasma imaging 

results shown in Figure 6.1 where the spatial distributions of excited O+ (OII, 

emission line: 495.57 nm) are compared for various delay times (200 μs - 700 μs) 

between the oxygen gas pulse injection and the laser ablation pulse. Each frame in 

Figure 6.1 was recorded with an exposure time of 200 μs for each single laser pulse 

ablation and 100 accumulations of exposures using the laser pulse as triggering signal. 

It can be seen that the largest re-excitation of the plasma species, due to interaction 

with the gas pulse molecules, appears when using delay times between 400 μs and 

500 μs.  

 

Figure 6.1: Plasma imaging of OII (emission line: 495.57 nm, using a 200 μs gate for the image 

acquisition with no delay time) when using various delay times between the pulsed O2 injection 

and the laser ablation. 

 

The investigation of the plasma composition obtained with the optimized delay 

time is reported in Figure 6.2 that shows the amount of detected ionic species in the 

plasma measured by kinetic energy resolved mass spectrometry. The total amount for 
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each species was calculated by integration over the kinetic energy distribution. In 

particular, Figure 6.2a and 6.2b show the detected positive and negative ionic species, 

respectively, during PRCLA of the 18O labeled LSMO target using oxygen as gas 

pulse and no static background pressure. As can be seen, the metallic species are 

largely oxidized by the oxygen gas pulse into positively charged diatomic 

metal-oxygen ions.  

 
Figure 6.2: (a), (b) Overview of the amounts of the ionic plasma species with positive (a) and 

negative (b) electrical charges in laser induced La0.6Sr0.4Mn16,18O3 plasmas when using the O2 gas 

pulse. (b) inset: separation of ionic oxygen species originating from the target as well as from the 

pulsed O2. 

 

The isotope substitution allows to discriminate between the ionic oxygen species 

originating from the target and from the gaseous environment. As shown in the inset 

of Fig. 6.2b, the ionic oxygen species in the plasma originate mostly from the gas 

pulse and the dissociation of the oxygen molecules into ionic oxygen is much more 

effective than their ionization into O2
-.  

The distinguishing effect on the plasma composition of the PRCLA with respect to 

the standard PLD process is summarized in Figure 6.3a and 6.3b. Here the total 

amount of the different metal-oxygen ions in the plasma is compared between PLD in 

vacuum, in three different static oxygen background pressures, and for PRCLA. As 

can be seen, the largest amount of metal-oxygen ions in the plasma was detected in 

the case of PRCLA suggesting an enhanced interaction between the plasma and the 
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oxygen background gas. In addition, the initial plasma species still largely remain in 

their excited states [2], which enhances the reaction cross-section and promotes their 

chemical reactions with the O2 molecules [2, 119]. As a result, mainly positive 

metal-oxygen ions were found (Figure 6.2a and 6.2b) due to the much higher 

chemical stability than their negatively charged counterpart.  

 

Figure 6.3: Comparison of the total amount of the metal-oxygen species during PRCLA using 

oxygen as gas pulse and during standard PLD with constant oxygen background pressures or in 

vacuum: (a) La+, La16O+, La18O+; (b) Mn+, Sr+, Mn16O+, Sr16O+. 

 

Comparing the content of La18O+ shown in Figure 6.3a for different ablation 

conditions, it can be seen that in the case of PRCLA this value is surprisingly larger 

than in the case of standard PLD in vacuum, while only at a high static oxygen 

background pressure the La18O+ content in the plasma is significantly reduced. 

Whereas the latter is expected, the very large content in the PRCLA plasma of 

metal-18O ions may seem counter intuitive, yet can be explained by taking into 

account the significantly enhanced physicochemical interaction between the plasma 

and the pulsed gas jet at the very early stage of the plasma propagation. The locally 

high oxygen pressure significantly reduces the kinetic energy of the ablated species, 

providing the possibility for the metallic ions to effectively react with the oxygen 

species even originated from the target material. Thus, the balance of rival reactions 

of dissociation and generation of the positive metal-oxygen ions are shifted towards 
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their generation. Moreover, moving away from the region near the target surface, the 

oxygen partial pressure dramatically drops thereby reducing the probability of further 

collisions. As a consequence, the dissociation probability of multi-atomic species is 

largely reduced.  

All these observations confirm that the most important advantage of PRLCA over 

standard PLD is the greatly enhanced number of chemical reactions in the plasma in 

the region near the ablation area. Here, the very high local density of oxygen 

molecules at the origin of the plasma core strongly favors the physical interactions 

and the chemical reactions (oxidation) between the initial plasma species and the 

gaseous environment [2].  

An additional important aspect which must be taken into account while using 

PRCLA is the potential influence on the spatial distribution of the plasma species due 

to the very different environment through which the ablated plasma propagates and 

the expansion takes place. Time resolved plasma imaging provides the possibility to 

observe the plasma / background interactions indirectly by looking at the spatial 

distribution of the excited plasma species [27, 129-131]. It is undeniable that during 

the PLD process complex species excitation / de-excitation mechanisms [1-3, 45]. For 

example, processes [45] such as photon excitation, the initial heating effects or 

collisional electron / background molecule excitations during the plasma propagation 

and chemical reactions are taking place. A quantitative comparison via the absolute 

emission intensities requires an integral consideration of all possible excitation 

processes and potential emission line broadening mechanisms (Stark broadening, 

Doppler effects, instrumental effects) [132-136]. For plasma imaging, one is mostly 

interested in the plasma plume shape by looking at the spatial distribution of the 

relative emission intensities rather than comparing the absolute emission intensity [27, 

129-131].  

 Figure 6.4 shows the time-resolved plasma imaging results for excited MnI 

(450.22 nm) and LaI (563.12 nm) when using PRCLA (Figure 6.4a) compared to a 

constant pO2 of 3 x 10-2 mbar (Figure 6.4b) and 1.5 x 10-1 mbar (Figure 6.4c). By 

comparing all possible existing emission lines for all relevant elements and molecules, 
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it is found that the two selected characteristic emission lines for La and Mn are well 

distinguishable within the detection resolution of the AOTF. The different images 

were recorded with increasing delay time from 0.6 to 3.6 μs with a constant exposure 

time of 200 ns and 100 accumulations for each exposure. Similar to the typical way to 

show the imaging results in previous reports, the as-shown white color in each picture 

represents 50% of the largest pixel intensity detected by the CCD chip, while the 

shown black color represents the detected lowest pixel intensity. 

 

Figure 6.4. Time-resolved plasma imaging results for excited MnI (450.22 nm) and LaI (563.12 

nm) when using (a) PRCLA compared to constant pO2 of (b) 3 x 10-2 mbar and (c) 1.5 x 10-1 mbar  

 

At the early plasma propagation stage (t < 1.2 μs) when using PRCLA as 
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compared to the two constant pO2, the spatial distributions for both wavelength show 

a longer shape along the propagation direction, which could be associated to the large 

pressure drop for using PRCLA. In contrast, at a later plasma propagation time (t > 

2.4 μs), the density of background molecule are much smaller for PRCLA than for a 

constant pO2 due to the dramatically reduced local pressure (around high 10-4 mbar) 

for PRCLA. A further comparison of the spatial distributions between LaI and MnI 

indicates their similar shape when using 1.5 x 10-1 mbar at a later propagation time (t 

> 2.4 μs), while using PRCLA as well as 3 x 10-2 mbar pO2 a narrower spatial 

distribution (perpendicular to the plasma propagation) is observed for LaI than MnI.  

Considering a center to center elastic collision situation between plasma species 

and a static O2 molecule, the species velocity after the collision is written as 

2
1 0

2

species O

species O

m m
v v

m m
−

=
+ , (v0 and v1 represent the velocity of the plasma species before and 

after the collision, respectively). Larger momentum losses are expected for lighter 

species after elastic interactions with O2 (the momentum loss in percentage is 

estimated to be 37%, 53% and 74% for La, Sr and Mn, respectively). During a 

practical PLD process, where multiple collisions occur, similar effects were also 

reported from both experimental and simulation aspects [138]. Compared to La, the 

more spherical spatial distribution of Mn observed at 3 x 10-2 mbar O2 (Figure 6.4b) 

as well as for PRCLA (Figure 6.4a) supports the argument that the light element (Mn) 

is scattered more. In comparison, when using 1.5 x 10-1 mbar O2 (Figure 6.4c), the 

plasma propagation transform to the shock-wave expansion, where the plasma species 

compresses and pushes the background molecules forward to form a relatively 

condensed shockwave front region [27, 129-131]. This region confines the spatial 

distribution of species with various atomic weights. As a result, a similar spatial 

distribution of La and Mn has been observed. 

From the plasma imaging result it can be seen that when using PRCLA, the 

plasma / O2 interaction differs from the situations when using a constant pO2 at all 

interesting ranges for PLD. As already pointed out, during PRCLA the plasma 

propagation occurs through a dramatically dropping pressure gradient from the locally 
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high pressure region near the ablation area to the relatively low pressure region near 

the substrate surface. In this case, the formation of a shockwave front is impossible 

and a loss of light metallic species is expected via elastic interactions with O2 

molecules. 

To study the preservation of the composition between the target and the deposited 

film using PRCLA, the LSMO thin films were grown at room temperature on Si 

substrates and at 650°C on (001) SrTiO3 substrates under the same experimental 

condition used for the mass spectrometry analysis reported in Figure 6.2a and 6.2b. 

The composition as well as oxygen isotope ratio of these films were detected by RBS 

and ERDA, and the results are summarized in Table 6.1. In both cases, a deviation 

from the nominal composition of the target was observed.  

 

Element Target Film on Si at RT Film on STO at 650 
°C 

La 0.60±0.03 0.60±0.03 0.60±0.03 
Sr 0.44±0.02 0.35±0.02 0.37±0.02 
Mn 1.10±0.06 0.80±0.04 0.82±0.04 
16O 1.50±0.08 2.48±0.12 2.61±0.13 
18O 1.63±0.08 0.29±0.01 0.26±0.01 

Table 6.1: Chemical compositions of films grown by PRCLA on Si at room temperature and on 

STO at 650°C, with respect to the composition of the target. 

 

   Both films have relatively high oxygen contents, close to the stoichiometric value. 

Based on the 16O to 18O isotope ratio, it is possible to estimate that the oxygen from 

the gas pulse contributes for about the 78 and 81% of the total oxygen content of the 

film on Si and STO, respectively. Table I also shows that a loss of the light metallic 

elements (Sr and Mn) takes place. Similar losses of light elements in the film 

composition were also observed for thin films of La0.6Ca0.4CoO3 and 

La0.66Ca0.33MnO3 gown by PRCLA using O2 or N2O for the gas pulse in either 

vacuum or in the presence of background pressure [124-126]. Correlating above 

results to the observations in Chapter 3, it can be seen that the film composition of 

LSMO deposited using O2 gas pulse is close to the one deposited using a constant pO2 
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of 3 x 10-2 mbar. When using the PRCLA, it is possible to achieve a similar plasma / 

film composition by using a much smaller amount of reactive gases as compared for 

the deposition using a constant background pressure of 10-2 – 10-1 mbar. This is more 

important when the reactive gas is aggressive or corrosive. 

To summarize, plasma analysis by mass spectrometry and plasma imaging were 

used to identify the main differences in the physicochemical interactions occurring 

during the plasma propagation when using PRCLA and standard PLD. These 

measurements confirm that during PRCLA the chemical reactivity of the plasma is 

significantly enhanced due to the presence of a local high density of reactive gas near 

the target surface. As a result, the molecules of a reactive gas (oxygen in this study) 

are effectively dissociated and positively charged metal-oxygen ions are generated in 

large number, which are not achievable by plasma interactions with a constant 

background pressure. Moreover, the rapidly decreasing pressure along the direction of 

the plasma propagation preserves the existence of the as-generated metal-oxygen 

species, as revealed by the significantly enhanced content in the plasma of oxygen 

species originated from the target and identified in this study by 18O isotope 

substitution. When no static background pressure is used the plasma evolution during 

PRCLA can be divided into two different regimes, near the target and near the 

substrate. In the first region, time-resolved plasma imaging showed a plasma 

evolution similar to that observed during standard PLD in a high static background 

pressure. In the second region the plasma evolves like in the case of standard PLD in 

vacuum but with the presence of metal-oxygen ions whose generation cannot be 

achieved in vacuum. When using PRCLA without a static background pressure, the 

strong negative pressure gradient from the target to the substrate prevents the 

formation of a condensed shockwave front that confines the plasma during its 

expansion. This effect is most probably the origin of the loss in the lighter elements 

which are more scattered. Concerning the preservation of the correct composition 

between target and film, it must be emphasized that this is not necessarily a drawback 

of PRCLA, since depending on deposition parameters this is very often an issue also 

for standard PLD at 10-2 mbar as described in Chapter 3. 
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7. N2O: an alternative background gas for 

PLD 

 
Although O2 is the most used background gas for thin film deposition, alternative 

background gases are also used in order to achieve specific film properties. For 

example, a N2O background has been extensively used for the thin film deposition for 

a large variety of oxide materials using PLD [32, 139-144], sputtering [145-147], or 

plasma-enhanced chemical vapor deposition (PE-CVD) [148-154] in order to create a 

more oxidizing atmosphere. Compared to O2 (EDissoc.: 5.12 eV), N2O is easier 

dissociated (N2O + 1.6 eV → N2 + O) through interactions with plasma species in 

either PLD or sputtering. It is therefore expected that N2O provides a more reactive 

environment compared to O2 [155-157]. Although N2O is a better oxidant than O2, it 

is more toxic, environmentally damaging and expensive than O2. For which situation 

it is advisable or desirable to use a N2O background instead of O2 and what pressures 

to use is at present unclear.  

To gain a better understanding about the use of N2O as a background gas, the ionic 

composition of the laser induced La0.6Sr0.4Mn16,18O3 plasma has been investigated at 

various pN2O using kinetic energy resolved mass spectrometry. The time resolved 

plasma imaging was used to observe the spatial distribution of the excited species as a 

function of their propagation time. As already presented in Chapter 3, since the 

La0.6Sr0.4MnO3 target was labeled with ∼52% 18O isotope it is possible to separate the 

origin of the oxygen for plasma and film. Similar to Chapter 3, the MO+/(M+ + MO+) 

ratio was investigated for a large variety of metallic elements at 1 x 10-2 mbar and 1.5 

x 10-1 mbar N2O with fixed laser ablation condition. The obtained results are 

compared with data acquired with an O2 background presented in Chapter 3.  

One of the most important reason to use O2 or N2O as background is to enhance 
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the oxidization of the metallic plasma species, therefore to enhance the oxygen 

composition of the film material. From the results presented in previous chapters, 

positive metal-oxygen ions have been observed to be the main ionic product from the 

background oxidization of metallic species, in particular, at the most commonly used 

pressure range for PLD ∼10-1 mbar. In Figure 7.1, the MO+ / (MO+ + M+) ratios are 

summarized for ablating a large variety of targets at 1 x 10-2 mbar (Figure 7.1a) and 

1.5 x 10-1 mbar (Figure 7.1b) N2O using fixed ablation condition. These results are 

comparable to those as shown in Figure 3.4c and 3.4d where O2 is used. Comparing 

Figure 7.1a to 7.1b indicates a significant enhancement of the MO+ / (MO+ + M+) 

ratio for all metallic elements at pN2O of 1.5 x 10-1 mbar as compared for 1 x 10-2 

mbar.  

 
Figure 7.1 Ratio of MO+/(M+ + MO+) vs. dissociation energy of MO+ species as determined at 

pN2O of (a) 1 x 10-2 mbar and (b) 1.5 x 10-1 mbar, over a large variety of laser induced plasma 

species elements. As shown MO+/(M+ + MO+) for a metallic element is the average value from 

different oxide targets, while the error bar represents their standard derivation.  

 

Similar to the observation in Chapter 3, a larger MO+ / (MO+ + M+) ratio is 

observed for metallic element with a bond energy larger than oxygen and larger 

atomic radius. For example, Ti and Mn have similar atomic radii, but TiO+ has a much 

larger dissociation energy than MnO+. As a result, a larger TiO+ / (TiO+ + Ti+) ratio is 

observed as compared to MnO+ / (MnO+ + Mn+). The dissociation energy of TiO+ is 

similar to LuO+ or TbO+, but the atomic radius of Ti is around 40% smaller than Lu or 
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Tb. Therefore, the TiO+ / (TiO+ + Ti+) ratio is observed to be smaller than that for Lu 

and Tb. Also, Ba and Sr are larger than Ca, which explains why the oxidization 

probability of Ca is smaller than Ba and Sr. By further correlating the difference 

between N2O (Figure 7.1a) as compared for O2 (Figure 3.4c and d), the most 

significant difference is the significantly enhanced MO+ / (MO+ + M+) ratio for 

metallic elements such as Ca, Sr and Ba when using N2O instead of O2 for both 

pressure ranges. The dissociation energies of CaO+, SrO+ and BaO+ are between 3 - 5 

eV which was covered by the bond energies of N2O (1.6 eV between N2 and O; 4.99 

eV between NO and N) [155-157]. As compared to the results when using O2 as 

presented in Chapter 3, the ‘cut off’ dissociation energy of MO+ that can cause an 

effective oxidization of metallic species using a high background partial pressure is 

reduced from ∼5 eV for O2 coresponding approximately to the dissociation energy of 

O2 to ∼3.5 eV when using N2O. However, due to the complexity in interactions with 

N2O, it is not clear yet why the cut off energy is ∼3.5 eV. For MO+ with a dissociation 

energy > 5 eV, the MO+ / (M+ + MO+) ratio is observed to be somewhat smaller when 

using N2O as compared to O2 at the same nominal pressure.  

To extend these studies for a larger range of background pressures, the LSM16/18O 

target has been uses for plasma analysis as well as film deposition. In Figure 7.2, the 

ionic plasma compositions are compared for the ablation of LSMO in vacuum as well 

as various pN2O. Like in an O2 background when introducing N2O as a background 

gas the oxygen isotope ratio is starting to shift towards the 16O containing side due to 

the chemical reactions between plasma species and the background gas. As a result, 

predominantly positive diatomic metal-oxygen ions were formed. Diatomic positive 

metal-nitrogen ions (MN+) are also detected. Nevertheless, their amounts are 

generally much smaller compared to the positive metal-oxygen ions. The amount of 

MnN+ is comparable to MnO+ at 1 x 10-2 mbar or at a higher pressure, while those for 

SrN+ and LaN+ are more than one order of magnitude smaller than their positive 

metal-oxygen ions. This result could be associated with the dissociation energy of 

these metal-oxygen or metal-nitrogen species. However, due to the limited 

information about metal-nitrogen bond energy, the dissociation energies of LaN+, 
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SrN+ and MnN+ are not available. Among the negatively charged species the largest 

abundance of O- is observed for all used pressures. In addition, the negative 

metal-oxygen ions, such as MnO- and MnO2
-, are also observed below 10-2 mbar, 

while at the highest pressure measured these species are not observed anymore. In 

contrast, negative metal-nitrogen ions are not observed for all pressures used. It is also 

interesting to note that a dramatic drop in all detected species appears when increasing 

pN2O from 1 x 10-2 mbar to 1.5 x 10-1 mbar due to the strongest background 

scattering. 

 
Figure 7.2 Mass spectra of positive and negative ionic plasma species from a La0.6Sr0.4Mn16,18O3 

target measured at vacuum and three different N2
16O pressures. 

 

In order to further compare the plasma composition in N2O to O2, in Figure 7.3a, 

the MO+ / (MO+ + M+) ratios are compared at various pO2 and pN2O as well as the 

situation using PRCLA for ablating LSMO at a fixed fluence. A generally increased 

MO+ / (MO+ + M+) ratio is observed for all metallic elements with increasing pN2O 
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and pO2. Nevertheless, large variations have been observed for different metallic 

elements. For example, the oxidization probability is much larger for La compared to 

Sr and Mn at the same pressure. A further comparison indicates that La is slightly 

more oxidized when using O2 compared to N2O while the oxidization probability for 

Sr in N2O far exceeds the one in O2. In the case of PRCLA, the MO+ / (MO+ + M+) 

ratios are between the number obtained for 10-2 mbar and 10-1 mbar. Also the 

oxidization of Sr when using N2O far exceeds O2 when using PRCLA. 

 
Figure 7.3. (a) MO+/(M+ + MO+) ratio of laser induced La0.6Sr0.4MnO3 plasma species in various 

N2O and O2 backgrounds conditions. (b) 18O concentration as well as the background contributions 

to LSMO films grown at various pN2O and pO2. 

 

Apart from oxidizing metallic species into metal-oxygen species, the background 

gas is expected to provide oxygen to the film composition through other ways during 

the film deposition. For example, the background molecule can be dissociated and 

generate atomic oxygen species and contribute to the film oxygen composition. In 

addition, when using a high deposition temperature it is possible for the film to 

directly acquire oxygen by annealing in the background during the whole deposition 

period. In order to understand the origin of the oxygen composition in these films, 

several LSMO films were grown using the 18O labeled target in 16O2 and N2
16O 

background on Si at room temperature as well as on (001) STO at 650 °C. Figure 

7.3b shows the 18O concentration of as-grown LSMO films as detected by ERDA, and 
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also the corresponding background contribution to the oxygen composition of these 

films. In general, a larger background contribution has been observed for N2O than 

for O2. Interestingly, comparing the depositions at 1 x 10-2 mbar indicates a similar 

background contribution to the film deposited using O2 at 650 °C, O2 at room 

temperature, and N2O at room temperature, whereas a film deposited using N2O at 

650 °C shows a much larger background contribution to the oxygen content in the 

film. The substrate diffusion has proven to be not effective for the deposition of 

LSMO on STO, i.e. the STO substrate contributes only a few percent to the film 

oxygen composition for a vacuum deposition and has nearly no contributions for 

depositions at 10-2 mbar or higher. Therefore, this observation could be explained by a 

more effective oxygen acquisition from annealing in N2O than O2 during the film 

deposition, since N2O is more reactive. 

Apart from the influence on the plasma composition, interactions with N2O or O2 

may also alter the spatial distribution of the plasma plume differently. In Figure 7.4a, 

the time resolved spatial distributions of excited OII (495.6 nm), SrI (496.2 nm) and 

SrO (400.0 nm) are shown in vacuum and also for using O2 and N2O at 10-2 mbar as 

well as 10-1 mbar.  

 
Figure 7.4 Time resolved plasma imaging of OII (495.6 nm), SrI (496.23 nm) and SrO (439.96nm) 

in vacuum and N2O as well as O2.  

 

In vacuum, the plasma species expand freely and the emission intensities of 

as-shown plasma species decreases with propagation time due to their emission life 
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time. At 1 x 10-2 mbar O2 and N2O, a pronounced re-excitation of plasma species has 

been observed due to the smaller collision mean free path compared to the plasma 

propagation distance [129-131]. Comparing the shape of the plasma plume indicates a 

cone shaped and more elongated spatial distribution of the species along the 

propagation direction in N2O as compared to a spherical-shaped plume in O2. In 

addition, a much larger emission intensity at the wavelength of SrO is observed when 

using N2O compared to O2, while that for Sr is more reduced. The largest emission 

intensities for SrO appears at the front of the plasma plume, which indicates that the 

oxidization of the metallic species into metal-oxygen species takes place via 

background interactions. By further increasing the pressure to 1.5 x 10-1 mbar, smaller 

variations in the plasma shape are observed for O2 and N2O. The strongest emission 

intensities for all the three species have been observed for this pressure, which implies 

a strong re-excitation processes via multiple collisions.  

Figure 7.5 shows the kinetic energy distributions for O- and O+ from both target 

and background at constant pN2O and pO2. The separation procedure between 

background and target species has been described in Chapter 2. At 1 x 10-2 mbar N2O 

as compared to O2, O- associated with the target is observed to possess a larger 

amount as well as EK. For comparison, O- from the background and O+ from both 

target and background show a similar EK distribution in N2O and O2. These results 

support the plasma imaging observations at the same pressure. The larger amount of 

O- could be attributed to the larger density of atomic species as well as the electrons at 

the tip of the cone-shaped plasma, which enhances the density of atomic oxygen as 

well as the electrons. Therefore, the electron attaching process is further improved (O+ 

+ e- → O + 13.6 eV; O + e- → O- + 1.4 eV). Enhancing the background pressure to 3 

x 10-2 mbar and further up to 1.5 x 10-1 mbar reduces EK of atomic oxygen species 

and also their target contribution. At all these pressures, the relative amount of O- as 

compared to O+ is observed to be larger is N2O than in O2 at the same nominal 

pressure.  



 106

 
Figure 7.5. Kinetic energy distribution of O- and O+ species originating from target and 

background interactions at various pO2 or pN2O. 

 

To confirm these observations, Figure 7.6 shows the amount of O- and O+ when 

extending the investigation to a large variety of oxide material using N2O and O2 

around the most commonly used PLD pressure range (1.5 x 10-1 mbar). For all used 

target materials a larger amount of O- is observed in N2O compared to O2, while a 

larger amount of O+ is observed in O2 compared to N2O. 
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Figure 7.6 Comparison of the O- and O+ species amount when ablating various targets in 1.5 x 

10-1 mbar N2O and O2, with an ablation fluence of 1.8 J/cm2 for perovskites and 2.5 J/cm2 for 

other oxides. 

Apart from the variations observed in the plasma composition and spatial 

distribution, EK of the plasma species can be also different for using N2O to O2. In 

Figure 7.7, the kinetic energy of Mn+, Sr+, La+ MnO+, SrO+, and LaO+ are compared 

at 1.5 x 10-1 mbar O2 and N2O. It can be seen that the kinetic energy of these species 

are larger in N2O compared to O2.  
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Figure 7.7. EK distribution of Mn+, Sr+, La+ MnO+, SrO+, and LaO+ at 1.5 x 10-1 mbar O2 and N2O 

 

In Table 7.1, EK,Avr. of the main ionic species are compared for LSMO plasma in 

1.5 x 10-1 mbar N2O and O2. A larger EK of the plasma species has been observed for 

using N2O compared to O2, which seems to contradict the conventional understanding 

for elastic collisions. Since N2O molecules possess a larger molecular weight as well 

as a larger collision cross section compared to O2 [158, 159], this should result in a 

larger momentum loss of the plasma species after elastic interactions. These 

observations imply a possible influence coming from inelastic interaction processes 

associated with background dissociation. Since the easier dissociation of N2O as 
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compared to O2 may decrease the probability for the occurrence of an elastic collision, 

a process in which the plasma species lose more momentum. This effect could results 

in a smaller EK loss of the plasma species after collision. A simplified modeling for 

the elastic and inelastic collision processes between species of La, Sr, Mn and O with 

O2 or N2O background molecule is still in progress.  

 

LSMO La+ LaO+ Sr+ SrO+ Mn+ MnO+ 

O2 15.4 8.2 3.0 3.0 7.6 9.0 

N2O 30.7 11 18.2 9.6 17.9 9.1 

Table 7.1 The average kinetic energies of main existing metallic and metal-oxygen ions at 1.5 x 

10-1 mbar N2O and O2 from the laser ablation of LSMO at 1.8 J/cm2. 

 

 
Figure 7.8 Composition of LaaSrbMncOd thin films deposited on (001) SrTiO3 substrate as a 

function of the N2O and O2 background pressure. The error to determine the composition with 

RBS combined with ERDA is at most 5%. 
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   Finally, how plasma properties influence the film composition is investigated. 

Figure 7.8 shows the composition of LaaSrbMncOd films grown on (001) STO at 650 

°C at different N2O as well as O2 background pressures. Like the films grown in O2, a 

loss of the lighter metallic elements Sr and Mn was observed for the 10-2 mbar pN2O 

range. Comparing the oxygen content of these films indicates a surprising drop when 

increasing pN2O from 2 x 10-3 mbar to 10-2 mbar. By further increasing pN2O to 10-1 

mbar, the oxygen content monotonically increases. This observation of the oxygen 

content vs. pN2O is different from the one reported vs. pO2 in Chapter 3 where the 

largest oxygen content is achieved at 10-2 mbar pO2. The smaller oxygen content for 

10-2 mbar pN2O could be associated with the variation in the spatial plasma 

distributions as observed by plasma imaging. However, at the most interesting 

pressure range for PLD at ∼10-1 mbar, a larger oxygen content is achieved when 

depositing LSMO using a N2O background instead of O2. Although there are some 

positive metal-nitrogen plasma ions detected by mass spectrometry (see Figure 7.2), 

the ERDA results indicate a very low nitrogen film content (below 0.5 at% compared 

to O, see Table 7.2). 

 

Pressure (mbar) N content 

2 x 10-3 (650 °C ) ∼0.003±0.002 

1 x 10-2 (650 °C ) <0.002 

1 x 10-2 (RT) ∼0.014±0.007 

3 x 10-2 (650 °C ) ∼0.005±0.003 

2 x 10-1 (650 °C ) <0.003 

Table 7.2. Nitrogen composition of the La0.6SrxMnyOz films grown at various pN2O 

 

To summarize, with the combination of kinetic energy resolved mass spectrometry, 

time and emission wavelength resolved plasma imaging, this chapter addresses the 

issue why in some cases using N2O for pulsed laser deposition is better than O2. It is 

possible to achieve a more effective oxidization of Ca, Sr and Ba by using N2O 

instead of O2. A larger oxygen content of the film material is achieved in N2O as 
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compared to O2 at 10-1 mbar pressure range. At the same time, the 10-1 mbar N2O also 

maintains a congruent cation transfer. 
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This chapter is summarized by the following publication: 
J. Chen, et al. Comparing Langmuir probe and mass spectrometry analysis of La0.4Ca0.6MnO3 laser ablation plume,
J. Appl. Phys. 116, 073303 (2014) 113

 

8. Mass spectrometry vs. Langmuir probe, a 

comparison 

 
   In Chapter 3-7, mass spectrometry was mainly used to investigate the properties 

of ionic plasma species. However, mass spectrometry has not yet been very 

commonly used for the plasma analysis of PLD processes due to its complex 

construction and high cost. Therefore, it will be helpful to compare mass spectrometry 

results with data obtained by other plasma analytical techniques to gain a better 

understanding on a broader experimental basis. Among all the used plasma analytical 

approaches to investigate the PLD plasma, Langmuir probe and mass spectrometry 

detect charged species, while exited state species are detected in emission 

spectroscopy and plasma imaging.  

Langmuir probe is a relatively simple and direct plasma diagnostic technique [33, 34, 

160-163]. It uses a small metal probe with a tunable bias voltage to detect the signal 

coming for charged plasma species. Depending on the polarity of the bias, an electron 

or positive ion current is collected as the plasma flows past the probe leading to a 

time-of-arrival (TOA) distribution. When the probe is biased negatively to reject 

electrons, the TOA distribution can be used to find the ion velocity and kinetic energy 

distributions associated with the plasma flow. The bias on a Langmuir probe can also 

be varied to measure the IV-characteristic and hence determine the electron 

temperature [33, 34, 160-163]. Langmuir probe analysis is most suitable when one 

ionic species is dominant in the plasma plume, like the ablation of elemental metal 

targets [160]. However, for many PLD applications targets with a complex chemical 

composition are used, and there may be several different ionic species in the plasma, 

all of which contribute to the ion current signal in a Langmuir probe measurement. On  
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the contrary, mass spectroscopy has the capability to distinguish different ion masses 

and charges, though, of course, the instrumentation is substantially more complicated. 

Since Langmuir probe analysis and mass spectrometry have different advantages and 

limitations, it of interest to explore what can be learned of using a combination of the 

two techniques, and to determine the extent to which the two measurements can be 

reconciled.  

In this chapter, Langmuir probe analysis and mass spectrometry were used to 

investigate the plasma produced by laser ablation of La0.4Ca0.6MnO3 (LCMO) using 

an excimer laser at λ=308 nm and various values of laser fluence. The Langmuir 

probe was used to measure the TOA distribution of positive ion species and the 

electron temperature. The quadrupole mass spectrometer, combined with an 

electrostatic kinetic energy analyzer, was used to measure the EK distributions of the 

different ionic species distinguished according to mass-to-charge ratio. The measured 

distributions were used to calculate a TOA for each ion species, and these were 

combined to yield an overall TOA distribution, which was compared with that 

measured by the Langmuir probe.  

The Langmuir probe and mass spectrometry plasma analysis experiments were 

carried out in the ultra-high vacuum chamber at ~10-8 mbar. The PLD plasma was 

generated using a XeCl excimer laser beam (λ = 308 nm, τ = 25 - 30 ns, freq. = 5 Hz) 

imaged onto a rotating ceramic disc target of La0.4Ca0.6MnO3 (LCMO) placed at the 

centre of the chamber. The angle of incidence was 45º and fluences of 0.8, 1.3 and 1.9 

J cm-2 were used. The target could be rotated to face either the Langmuir probe or the 

mass spectrometer, as shown in Fig 8.1. A rod-shaped Langmuir probe of 3 mm 

diameter and 36 mm length was placed in front of the target at a distance which could 

be varied from 6 to 14 cm. The probe pointed towards the laser ablation spot and was 

parallel to the normal of the target surface during the ablation experiment. The current 

drawn by the probe was found by measuring the voltage across a load resistor, which 

had values of 10 Ω or 50 Ω, depending on the signal to be measured. The probe 

signals were averaged over 40 laser shots. Using the same ablation conditions, the 

mass spectrometry investigations were also carried out to measure the EK distribution 
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of existing ionic species (dN/dEK). 

 

Figure 8.1. Illustration of the alternation between mass spectrometry and Langmuir probe 

experiment inside the UHV chamber. 

 

Figure 8.2 shows the TOA distributions recorded for probe bias voltages of -10 V 

(Fig. 8.2a) and 10V (Fig. 8.2b) with the Langmuir probe at 6 cm for various values of 

laser fluence. As expected, with a negative bias the electron flow to the probe is 

suppressed and positive ions extracted from the plasma gives rise to a positive current 

to the probe, though any negative ions reaching the probe surface would decrease the 

net current recorded. With positive bias, electrons can reach the probe surface, giving 

rise to a negative current, the value depending on both the magnitude of the bias 

voltage and the TOA. As has been observed before, the magnitude of the detected 

negative current signals exceeds by far the positive signals due to the much lower 

electron mass [160-163]. With decreasing laser fluence both the positive and negative 

current signals decreased while their arrival times are delayed, indicating a decrease 

in both amount and expansion velocity of the laser ablation plume. It can be noted that 

for laser fluences higher than 1.6 J cm-2, both the negative and positive TOA 

distributions show a single sharp peak, while for fluence values below 1.3 J cm-2 a 

double peak is observed in the negative TOA distributions, though the cause of this 

double peak is not clear at this stage. 
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Figure 8.2. Time of arrival curves of the ionic plasma species at various laser ablation fluences 

detected by Langmuir probe with a distance of 6 cm between the target and the probe. (a) Positive 

species under -10 V probe bias voltage; (b) Negative species detected under 10 V probe bias 

voltage. 

 

Laser fluence values of 0.8 J cm-2 and 1.9 J cm-2 were selected for more 

extensive Langmuir probe investigation. Fig. 8.3 shows the TOA distributions for 

several values of bias voltage for these two fluence values. For 0.8 J cm-2 the double 

peak is observed for positive bias above 3V; the relative amplitude of second 

maximum grows with increasing bias, becoming larger than the first peak for bias 

greater than 10V. In contrast, at 1.9 J cm-2 the negative TOA distribution is 

single-peaked. Increasing the bias voltage up to 30 V leads to a pronounced growth of 

the current amplitude at the late times up to 20 µs after the laser pulse.   
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Figure 8.3. Time of arrival curves of the ionic plasma species with 6 cm distance between the 

target and the probe under various probe bias voltages from 30V to -30 V. (a) 0.8 J/cm2 laser 

ablation fluence; (b) 1.9 J/cm2 laser ablation fluence. 

 

The expansion velocity of the plasma plume was determined by changing the 

target-probe distance, from 6 to 14 cm in 2 cm steps, and recording the positive ion 

signals for 10 V bias at each position. These signals are shown in Fig. 8.4. As the 

probe-target distance is increased the current peaks move to later time, are reduced in 

amplitude and are broadened. For each fluence value the plasma velocities were found 

by making a linear fit to a plot of the distance vs. peak TOA. The values obtained 

were 1 x 104 m/s for 0.8 J cm-2, and 1.5 x 104 m/s for 1.9 J cm-2.  
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Figure 8.4. Time of arrival curves of the positive plasma species under -10 V probe bias voltage 

with various distances between the target and the probe. (a) 0.8 J/cm2 laser ablation fluence; (b) 

1.9 J/cm2 laser ablation fluence.  

 

Figure 8.5 shows the kinetic energy distributions, as measured with the mass 

spectrometer system, of the positive atomic ions Ca+, Mn+ and La+, the molecular ion 

LaO+ and the negative  ion O-, which are the main ionic species detected in the 

plume.  The energy distributions are shown for fluence values of 0.8, 1.3 and 1.9 J 

cm-2. By integrating these distributions over energy, the relative abundance of each 

species was determined; the results are shown in Fig. 8.6. This figure also shows the 

values for several other low-abundance negative ions.  

 
Figure 8.5. Kinetic energy distributions of the Ca+, Mn+, La+, LaO+, O+ and LaO+ ionic species at 

0.8 J/cm2, 1.3 J/cm2 and 1.9 J/cm2 laser ablation fluences detected by mass spectrometry. 
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Figure 8.6. The amounts of the ionic plasma species at 0.8 J/cm2, 1.3 J/cm2 and 1.9 J/cm2 laser 

ablation fluences detected by mass spectrometry. The amount of each species is obtained by the 

integration of its EK distributions, as some further shown in figure 8.5. 

 

   While the energy spectra are quite complex, some particular features and fluence 

dependences can be discerned. The energy distributions of Ca+ and Mn+ are relatively 

broad, and extend out to higher energies as the laser fluence is increased. In contrast, 

the heavier La+ ion shows a strong peak around 10 eV, which does not change with 

fluence. There is a weak tail on the La+ distribution, which extends to higher energy 

as the fluence is increased, reaching ~100 eV at 1.9 J cm-2. LaO+ is the main oxygen 

species detected, which may be attributed to its relatively high dissociation energy, 

estimated to be ~8.9 eV (see Chapter 3). Its distribution also shows a strong peak 

around 10 eV which decreases as the fluence is increased from 1.3 to 1.9 J cm-2
, 

perhaps indicating the increasing influence of dissociation as more laser energy is 

coupled to the ablation plume. Both O+ and O- are clearly observed in the mass 

spectra, and the strength of both signals grows with laser fluence. At 1.9 J cm-2 the O+ 

ion shows a 10 eV wide kinetic energy distribution centered at 30 eV, but this is not 

seen at lower fluence. O- shows a relatively broad distribution in the 0 - 10 eV region 
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which grows in strength with fluence.  

It is of interest to see the extent to which the ion TOA recoded by the Langmuir 

probe can be reconciled with the ion energy distributions measured by the mass 

spectrometer. This was done by using the energy distribution (dN/dEk) for each 

positive ion to calculate the TOA signal (dN/dt) due to that ion at the position d =6 cm 

of the Langmuir probe, thus:  
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Figure 8.7 (a – e) shows the TOA signals at 6 cm, derived from the measured 

energy distributions, for the ions O+, Ca+, Mn+ and La+ and LaO+, respectively.  Note 

that the abscissa scale is different in each plot. The strongest signals are due to Ca+ 

and Mn+. Here it is worth noting the close correspondence between the features seen 

at late time (14 – 20 μs) in the TOA distributions of La+ and LaO+. The data clearly 

suggest that the molecular species LaO+ is found in the rear of the ablation plume 

towards the target, and the late feature the La+ distribution is derived from 

dissociation of LaO+ as it transits from the place of production to the aperture of the 

spectrometer. 

 

Figure 8.7. (a) - (e) Time of arrival distribution of O+, Ca+, Mn+, La+ and LaO+ ions converted 

from their kinetic energy distributions by mass spectrometry that shown in figure 8.5. 
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The overall derived positive ion TOA signal was obtained by adding together the 

individual derived ion TOA signals in Fig. 8.7(a – e). The result is shown is Fig. 8.8(a) 

for the three fluence values of interest. For comparison, Figure 8.8(b) shows the 

overall positive ion signal recorded by the Langmuir probe at 6 cm for the same 

fluence values. It is clear that there is quite good agreement between the net positive 

ion TOA distributions obtained by these two techniques, giving confidence that they 

are providing reliable diagnosis of the plasma plume formed by laser ablation of 

LCMO. 

 

Figure 8.8. (a) Time of arrival distributions of the positive ions obtained by summing up those of 

the main ionic species converted from their EK distributions for three used fluences; (b) Time of 

arrival distributions of the positive current signal detected by Langmuir probe using bias voltage 

of -10 V; (c) Time of arrival distributions of O- converted from its EK distributions for three used 

fluences; (d) Time of arrival distributions of the negative current signal detected by Langmuir 

probe using bias voltage of 10 V 

 

The TOA distributions of O- at the probe position were obtained in the same 

manner from the energy distributions, and it is plotted in Fig. 8.8(c). For all three 

fluences, the arrival times of O- species at the probe position are significantly later 
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than the arrival on the positive ions, indicating that those negative ions are found 

behind the plasma front where the positive ions are mainly found. Figure 8.8(d) shows 

the Langmuir probe TOA signal for 10 V positive bias. By noting the relative 

magnitudes of the signals in Fig. 8.8 (a) and (b) and then (c) and (d) it can be 

concluded the negative ions make a negligible contribution to the signal when the 

Langmuir probe is under positive bias, rather the signal is dominated by the much 

lighter electrons. 

 

The electron temperature and density in the ablation plume were measured at a 

range of time delays by plotting the logarithm of the electron current vs probe bias. 

The electron temperature, Te, is given by the slope of the graph in the 

electron-retarding region. Figure 8.9(a) shows the IV-characteristic at 8 μs, where the 

value of Te is 0.9 eV. The IV-characteristic can also be used to find the electron 

density by noting the current values at the knee in the curve, which corresponds to the 

plasma potential, is given by:
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Figure 8.9. (a) IV-characterization of the negative current signal detected by Langmuir probe at 8 

μs for laser ablation of LCMO ablation at 0.8 J/cm2; (b) Temporal dependence of electron 

temperature and the probe position (ablation fluence: 0.8 J/cm2); (c) Temporal dependence of 

electron temperature and the probe position (ablation fluence: 0.8 J/cm2); (d) Temporal 

dependence of estimated O- density (ablation fluence: 0.8 J/cm2); 

 

The value obtained from the IV-characteristic in Fig. 8.9(a) is 3.4 x 1014 m-3. 

Figure 8.9(b) shows the temporal dependence of the electron temperature and the 

probe position, and Fig. 8.9(c) the temporal dependence of the electron density. 

Assuming the positive ion density (DPI) roughly equals to the sum of the electron 

density (De) and negative ion density (DNI). From Fig 8.8(a) and (c), the amount of 

ion is already known from mass spectrometry at each arrival time (written as API and 

ANI for positive and negative ion, respectively). Therefore, the negative ion density 

(DNI) can be estimated by: DNI = ANI / ( ANI + API) * De. In Fig 8.9d, the temporal 

dependence of the density of the main negative ion species of O- is shown. The largest 
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O- density is observed around 12 μs, which is later than the largest electron density 

observed around 6μs or earlier. Even at the peak value at 12 μs, the O- density was 

observed to be more than one order of magnitude smaller than the electron density.  

To summarize, the 308 nm laser induced LCMO plasma was analyzed using both 

Langmuir probe and energy-resolved mass spectroscopy at various ablation fluences. 

From the Langmuir probe results, the time of arrival current signal was detected from 

the overall plasma ions. From the mass spectrometry results, the Ek distributions of 

the main ionic plasma species of O+, Ca+, Mn+, La+, LaO+ and O- were detected which 

were further converted into their corresponding TOA distributions. Adding these TOA 

distribution of the main ions converted from each EK distribution, the overall TOA 

distribution of ionic species was obtained from mass spectrometry detection, which 

agrees well with the one directly detected by Langmuir probe. Combining the results 

obtained from both plasma analysis approaches, the temporal dependence of the 

negative ion density was estimated. 
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9. Conclusion and Outlook 

9.1. Conclusion 

In this dissertation, the correlation between the used PLD condition and as-deposited 

film composition / structures has been established by investigating the laser induced 

plasma properties using a combination of several plasma analytical techniques. A 

better understanding of the physical / chemical plasma processes as well as some 

guidance for deposition strategies has been developed.  

   The background pressure has been identified to be one of the most important 

parameters that varies the plasma propagation from the quasi-free expansion (below 

10-3 mbar) to the shockwave expansion (the low 10-1 mbar). For both depositions of 

La0.6Sr0.4MnO3 and Ca3Co4O9, a congruent transfer of the target composition has been 

achieved in a pressure window around 10-3 mbar and again for a narrow window in 

the 10-1 mbar range, while in the intermediate 10-2 mbar pressure range a cation 

deficiency for lighter metallic composition is observed. These results support the 

current understanding of plasma properties that light species are more easily lost as a 

result of elastic scattering inside the plasma, which well explains the results when 

using a background pressure at 10-2 mbar. The most interesting results observed in this 

dissertation is that by increasing the number of collisions when enhancing the 

background pressure from 10-2 mbar to the low 10-1 mbar range, the light metallic 

composition recovers. This effect is attributed to the formation of a relative condensed 

shockwave front from highly compressed and mixed plasma species and background 

molecules that effectively stops the plasma species and confines their spatial 

distribution to the same region at the shockwave front. This understanding is well 

supported by time and emission wavelength resolved- plasma imaging results of 

excited state species which indicate the same spatial distribution of excited Mn and La 
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when using 1.5 x 10-1 mbar O2 while a narrower distribution for La is observed than 

for Mn at 3 x 10-2 mbar O2.  

   Positive metal-oxygen ions have been observed as the main product from the 

oxidization of metallic species by background gas molecules. A systematic 

investigation about the relative amount of positive metal-oxygen ions compared to its 

metallic ion has been carried out for a large variety of metallic elements and 

background pressures. It has been shown that the metallic oxidization probability is 

largely influenced by the chemical stability of the metal-oxygen ions as compared to 

the background gas molecule. For metal-oxygen species with a bond energy larger 

than the dissociation energy of the background molecule, their oxidization probability 

is significantly enhanced by increasing the background pressure. For example, the 

oxidization probability of metallic elements such as La, Y, Zr, Lu or Tb exceeds 90% 

when using 1.5 x 10-1 mbar O2. In contrast, for metal-oxygen species with a bond 

energy smaller than the dissociation energy of the background gas molecule, such as 

Mn, Ca, Co or Cu, their oxidization probabilities do not exceed 20% even at the 

largest investigated pressure. These results indicate that at high background pressures, 

whether the metallic species arrives at the substrate as atomic or metal-oxygen species 

is not only determined by the background pressure but also by the metallic element. 

   Compared to the background pressure the influences from the laser photon energy 

or ablation fluence to the plasma properties are observed to be smaller. With an 

increase in laser fluence a decrease in the relative amount of positive metal-oxygen 

ions compared to the metallic ions has been observed. This indicates a more effective 

dissociation of these metal-oxygen species. Similar effects have been also observed 

when increasing the laser photon energy at a fixed fluence of 1.8 J/cm2. As compared 

for the case when using an O2 background pressure in the 10-2 - 10-1 mbar range, a 

larger variation in plasma composition and kinetic energies vs. ablation conditions has 

been observed for a vacuum or low pressure (10-3 mbar range) deposition, e.g., a 

smaller relative amount of O+ as compared to O- has been observed at lower photon 

energies or smaller ablation fluences. 
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   Two special background cases were also investigated: 1) using pulsed reactive 

crossed-beam laser ablation instead of a constant background pressure, and 2) using 

N2O instead of O2.  

PRCLA improves the chemical reactions between plasma species and the pulsed 

gas molecule and achieves the largest amount of metal-oxygen species arriving at the 

substrate, which cannot be obtained using a constant pressure. The plasma propagates 

across a dramatically dropping pressure gradient, which improves the plasma / gas 

pulse interaction at the early stage but is not able to form a shockwave front to confine 

the species with various atomic weights during the plasma propagation. Therefore, a 

loss in the light metallic composition is expected when using PRCLA in vacuum.   

Using N2O instead of O2 as background gas largely enhances the oxidization 

probability of some metallic species, such as Ca, Sr and Ba, since the chemical 

stability of their metal-oxygen ions are between those for N2O and O2. In addition, a 

larger relative amount of O- compared to O+ is obtained by using N2O instead of O2, 

which is expected to benefit the deposition process. Similar to the situation when 

using O2 a congruent metallic transfer is achieved for two pressure regions at low 10-3 

mbar and low 10-1 mbar. The LSMO films grown at 10-2 mbar N2O show a loss in the 

lighter metallic elements as well as low oxygen composition. 

By using 18O isotope labelling of the target or substrate, the origin of oxygen in 

the plasma as well as in the deposited films has been traced and quantified as shown 

for the deposition of LSMO films in a constant O2 or N2O background as well as for 

PRCLA. The substrate (SrTiO3) contribution to the oxygen composition of the films is 

only a few percent for films deposited in vacuum or 10-3 mbar O2. When using a pO2 

of 10-2 mbar or higher, nearly no oxygen from the STO substrate was observed in the 

LSMO film. The target contribution to the oxygen content of the film decreases from 

more than 95% for a vacuum deposition down to only a few percent when using 10-1 

mbar for the deposition.  
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9.2. Outlook 

A systematic study has been performed in the current dissertation and an improved 

understanding about plasma / background interactions and the corresponding 

influence to film composition and crystalline structures during pulsed laser deposition 

has been achieved. The following three open questions could be addressed when 

continuing this work: 

1) Quantification of the ionization probability by emission spectroscopy:  

The plasma also consists of a large amount of neutral species with an amount 

probably being larger than their ionic counterparts. Therefore, how to quantify the 

amount of the neutral species becomes an interesting question. The following 

investigation is expected to show a way to determine the relative amount of neutral 

plasma species compared to its corresponding positive ion using a combined plasma 

analysis approach of emission spectroscopy, plasma imaging and mass spectroscopy.  

A possible strategy could be by detecting the plasma composition using emission 

spectroscopy looking at the characteristic emission intensity coming from both neutral 

species and the corresponding positive ion. The relative amount between the neutral 

and positive ion can be deduced from the integration of the emission intensities by 

taking into account broadening mechanisms such as Doppler or Stark effects as well 

as instrumental effects. Also, the lift-time of the emission line should be taken into 

consideration. It is suggested to choose a group of emission lines for both positive ion 

and neutral species into investigation and plot their emission intensity after calibration 

(in log scale) vs. the emission photon energy. The slop of this curve correlated to the 

electron temperature while the interception should correlate to the relative amount 

between positive ions and neutral species.  

Estimating the relative number of species at the ground state (invisible by 

emission spectroscopy) compared to the excited could be more complex. This relative 

amount could be correlated with electron temperature and density, which can be 

detected by emission spectroscopy or Langmuir probe measurements. Neutral species 
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can also be measured directly using the mass spectrometer via internal ionization of 

the neutral species, and a calibration or correlation is expected to be derived by 

comparing results between emission and mass spectroscopy. As a starting point, single 

elemental target such as Ag, Al, Cu, Pt or Au can be used.  

 

2) How to adjust the ionization probability: 

After the first step, the following procedure is to work out the correlation between 

the ionization probability and PLD parameters, and also think about how to actively 

adjust the relative amount between ionic and neutral species. The laser ablation 

conditions (i. e. photon energy, ablation fluence, etc) as well as background conditions 

(i. e. background pressures, background types, etc) are expected to influence the 

ionization probability. Also, the ionization probability is expected to be influenced by 

the target composition due to the diversity in the first ionization energy for different 

elements. The investigation is expected to cover a large range of elemental types and 

compositions by using different ablation and background conditions.  

3) How to control the plasma / film properties by using external field 

The final aim is to gain a maximum control over the plasma properties by using an 

external electric or magnetic field to e.g. control the ionization probability of plasma 

species or to selectively remove certain plasma species. A possible implementation to 

control the ionic species arriving at the substrate is by inserting an electrostatic filter 

into the solid angle segment of the expanding plasma, like an iris where an electric 

field with possitive or negative potantial can be applied. The electric field influence 

the plasma ions or electrons, which should also varies the growth properties of the 

films. Using the emmision spectroscopy, plasma imaging and mass spectroscopy, it is 

possible to monitor the changes for ionic / nuetral species. Compared to the ionic 

species, the electrons are expected to react more strongly in the external field, due to 

their much smaller mass. Langmuir probe measurements could be an effective 

approach for monitoring the variation in electron temperature, group velocity and 
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density vs. the external field. All these outlined steps should further improve the 

understanding of the PLD plasma properties. 

 



 131

 

Bibliography 

 
1. Chrisey, D. B. & Huber, J. R. Pulsed Laser Deposition of Thin Films. (John 

Wiley & Sons, Inc., 1994). 
2. Willmott, P. R. & Huber, J. R. Pulsed laser vaporization and deposition. Rev. Mod. 

Phys. 72, 315-328, (2000). 
3. Eason, R. Pulsed Laser Deposition of Thin Films: Applications-Led Growth of 

Functional Materials.  (Wiley Interscience, Hoboken, 2008). 
4. Schneider, C. W. & Lippert, T. in Springer Series in Material Science Vol. 139 

(ed P. Schaaf) Ch. 5, 89-112 (Springer, 2010). 
5. Thornton, J. A. Influence of apparatus geometry and deposition conditions on the 

structure and topography of thick sputtered coatings. Journal of Vacuum Science 
&amp; Technology 11, 666-670 (1974). 

6. Ohring, M. Materials Science of Thin Films (Academic Press, 2002). 
7. Soukiassian, A., Tian, W., Vaithyanathan, V., Haeni, J. H., Chen, L. Q., Xi, X. X., 

Schlom, D. J., Tenne, D. A., Sun, H. P., Pan, X. Q., Choi, K. J., Eom, C. B., Li, Y. 
L., Jia, Q. X.,  Constantin, C., Feenstra, R. M., Bernhagen, M., Reiche, P. & 
Uecker, R. Journal of Materials Research 23, 23 (2008). 

8. Mannhart, J. and Schlom, D. G. Physik Journal 4, 6 (2005). 
9. Jin, Z., Mcnicholas, T. P., Shih, C. J., Wang, Q. H., Paulus, G. L. C., Hilmer, A. J., 

Shimizu, S. & Strano, M. S. Chem. Mater., 23, 3362-3370 (2011). 
10. Dijkkamp, D., Venkatesan, T., Wu, X. D., Shaheen, S. A., Jisrawi, N., Min-Lee, Y. 

H., McLean, W. L. & Croft, M. Applied Physics Letters 51, 619-621 (1987). 
11. Rijnders, G. J. H. M., Koster, G., Blank, D. H. A. and Rogalla, H Applied Physics 

Letters 70, 1888-1890 (1997). 
12. Bibes, M., Villegas, J. E. & Barthelemy, A. Advances in Physics 60, 5-84 (2011) 
13. Esteve, D., Postava, K., Gogol, P., Niu, G., Vilquin, B. & Lecoeur, P. physica 

status solidi (b) 247, 1956-1959 (2010). 
14. Pignolet, A., Currana, C., Alexe, M., Senza, S., Hesse, D. & Gösele, U. 

Integrated Ferroelectrics 21, 485-498 (1998). 
15. Esposito, M. Thin metal oxide films by PLD: 'tracing' the oxygen and 

understanding its role, Ph. D. Thesis, ETH Zurich, 2011. 
16. Heiroth, S. Pulsed Laser Deposition of Functional Electroceramic Thin Films for 

Micro Solid Oxide Fuel Cell Applications, Ph. D. Thesis, ETH Zurich, 2010. 
17. Marozau, I. Pulsed laser deposition and characteristic of perovskite-type 

oxynitride thin films, Ph. D. Thesis, ETH Zurich, 2009.  
18. Mannhart, J. & Schlom, D. G. Science 327, 1607-1611 (2010). 
19. Warusawithana, M. P., Richter, C., Mundy, Zander, W., Zhu, Y., Schubert, J., N. 

Eckstein, J. N., Muller, D. A., Stephen Hellberg, C., Mannhart, J. & Schlom, D. 



 132

G., Nat. Commun. 4 (2013). 
20. Pauli, S. A., Leake, S. J., Delley, B., Björck, M., Schneider, C. W., Schlepütz, C. 

M., Martoccia, D., Paetel, S., Mannhart, J. & Willmott, P. R.Phys. Rev. Lett. 106, 
036101 (2011). 

21. Ohnishi, T., Lippmaa, M., Yamamoto, T., Meguro, S. & Koinuma, H. Applied 
Physics Letters 87, 241919 (2005). 

22. Liu, G. Z., Lei, Q. Y. & Xi, X. X. Applied Physics Letters 100, 202902 (2012). 
23. Droubay, T. C., Qiao, L., Kaspar, T. C., Engelhard, M. H., Shutthanandan, V. & 

Chambers, S. A. Applied Physics Letters 97, 124105 (2010). 
24. Schoofs, F. Fix, T., Kalabukhov, A. S., Winkler, D., Boikov, Y., Serenkov, I., 

Sakharov, V., Claeson, T., MacManus-Driscoll, J. L. & Blamire, M. G. Journal of 
Physics: Condensed Matter 23, 305002 (2011). 

25. Breckenfeld, E., Bronn, N., Karthik, J., Damodaran, A. R., Lee, S., Mason, N. & 
Martin, L. W. Phys. Rev. Lett. 110, 196804 (2013). 

26. Konomi, I. Motohiro, T., Horii, M. & Kawasumi, M. Journal of Vacuum Science 
&amp; Technology A 26, 1455-1461 (2008). 

27. Aruta, C., Amoruso, S., Bruzzese, R., Wang, X., Maccariello, D., Miletto 
Granozio, F., Scotti di Uccio, U.Applied Physics Letters 97, 252105 (2010). 

28. Xu, C., Wicklein, S., Sambri, A., Amoruso, S., Moors, M. & Dittmann, R.Journal 
of Physics D: Applied Physics 47, 034009 (2014). 

29. Canulescu, S., Papadopoulou, E. L., Anglos, D., Lippert, T., Schneider, C. W. & 
Wokaun, A.. Journal of Applied Physics 105, 063107 (2009). 

30. Lowndes, D. H., Geohegan, D. B., Puretzky, A. A., Norton, D. P. & Rouleau, C. 
M.  Science 273, 898-903 (1996). 

31. Song, J. H. Susaki, T. & Hwang, H. Y. Adv. Mater. 20, 2528 (2008). 
32. Esposito, M., Bator, M., Döbeli, M., Lippert1, T., Schneider, C. W. & Wokaun A. 

Applied Physics Letters 99, 191501 (2011). 
33. Toftmann, B. B., Schou, J., Hansen, T. N. & Lunney, J. G. Phys. Rev. Lett. 84, 

3998-4001 (2000). 
34. Toftmann, B., Schou, J. & Lunney, J. G. Physical Review B 67, 104101 (2003). 
35. Chaoui, N. Millon, E. & Muller, J. F. Chem. Mater. 10, 3888-3894 (1998). 
36. Bulgakov, A. V. & Bulgakova, N. M. J. Phys. D: Appl. Phys. 31, 693-703 (1998). 
37. Mathews, T. Sellar, J. R., Muddle, B. C. & Manoravi, P. Chem. Mater. 12, 

917-922 (2000). 
38. Amoruso, S. et al. Physical Review B 67, 224503 (2003). 
39. Epurescu, G. Siegel, J., Gonzalo, J., Gordillo-Vazquez, F. J. & Afonso, C. N. 

Applied Physics Letters 87, 211501 (2005). 
40. Martin, G. W. et al. Applied Physics Letters 74, 3465-3467 (1999). 
41. Amoruso, S. Aruta, C., Bruzzese, R., Wang, X. & di Uccio, U. S. Applied Physics 

Letters 98, 101501 (2011). 
42. Döbeli, M. Journal of Physics: Condensed Matter 20, 264010 (2008). 
43. Wicklein, S. et al. Applied Physics Letters 101, 131601 (2012). 
44. Breckenfeld, T. et al. Chem. Mater. 24, 331-337 (2012). 
45. Fridman, A. & Kennedy, L. A. Plasma Physics and Engineering (CRC Press, 



 133

New York & London, 2004). 
46. Rienstra-Kiracofe, J. C. Tschumper, G. S., Schaefer, H. F., Nandi, S. & Ellison, G. 

B. Chemical Reviews 102, 231-282 (2002). 
47. Schneider, C. W. Esposito, M., Marozau, I., Conder, K., Döbeli, M., Hu, Y., 

Mallepell, M., Wokaun A. & and Lippert, T. Applied Physics Letters 97, 192107 
(2010). 

48. Wang, L. Wang, L., Merkle, R., Maier, J., Acarturk, T. & Starke, U. Applied 
Physics Letters 94, 071908 (2009). 

49. Doolittle, L. R. Nuclear Instruments and Methods in Physics Research Section B: 
Beam Interactions with Materials and Atoms 15, 227-231 (1986). 

50. Lide, D. R. Ionization potentials of atoms and atomic ions Handbook of Chem. 
and Phys., 10-211 (1992). 

51. Wu, H. Desai, S. R. & Wang, L. S. J. Phys. Chem. 101, 2103 (1997). 
52. Li, X. & Wang, L. S. J. Chem. Phys. 111, 8389 (1999). 
53. Gutsev, G. L. Rao, B. K., Jena, P., Li, X. & Wang, L. S. J. Chem. Phys. 113, 

1473-1483 (2000). 
54. Gunion, R. F., Dixon-Warren, J., Lineberger, W. C. & Morse, M. D. J. Chem. 

Phys. 104, 1765 (1996). 
55. Wu, H. & Wang, L. S. J. Phys. Chem. 107, 8221 (1997). 
56. Wu, H. B. & Wang, L. S. J. Phys. Chem. A, 102, 9129-9135 (1998). 
57. Metz, R. B. Nicolas, C., Ahmed, M. & Leone, S. R. J. Chem. Phys. 123, 114313 

(2005). 
58. Armentrout, P. B. Halle, L. F. & Beauchamp, J. L. J. Chem. Phys. 76, 2449 

(1982). 
59. Murad, E. & Hildenbrand, D. L. J. Chem. Phys. 73, 4005 (1980). 
60. DeMaria, G., Burns, R. P., Drowart, J. & Inghram, M. G. J. Chem. Phys. 32, 1373 

(1960). 
61. Sappey, A. D. Eiden, G., Harrington, J. E. & Weisshaar, J. C. J. Chem. Phys. 90, 

1415 (1989). 
62. Kordis, J. & Gingerich, K. A. J. Chem. Phys. 66, 483 (1977). 
63. Rauh, E. G. & Ackermann, R. J. J. Chem. Phys. 62, 1584 (1975). 
64. Dalleska, N. F. & Armentrout, P. B. Int. J. Mass Spectrom. Ion Processes 134, 

203 (1994). 
65. Koitabashi, M. Jpn. J. Appl. Phys. 33, 5995 (1994). 
66. Ho, P. & Burns, R. P. High Temp. Sci. 12, 31 (1980). 
67. Clemmer, D. E. Dalleska, N. F. & Armentrouta, P. B. J. Chem. Phys. 95, 

7263-7268 (1991). 
68. Lange's Handbook of Chemistry, Chapter 4, Properties of atoms, radicals, and 

bonds.  (McGraw-Hill Professional; 16th edition, 2004). 
69. Dresselhaus, M. S., Chen, G., Tang M. Y., Yang, R. G., Lee, H., Wang, D. Z., 

Ren, Z. F., Fleurial, J. P. & Gogna, P. Adv. Mater. 19, 1043 (2007) 
70. Robert, R., Romer, S., Reller, A. & Weidenkaff, A. Adv. Eng. Mater. 7, 1438 

(2005) 
71. Pei, Y., May, A. F., Snyder, G. J. Adv. Energy Mater. 1, 291–296 (2011) 



 134

72. Koumoto, K., Funahashi, R., Guilmeau, E., Miyazaki, Y., Weidenkaff, A., Wang, 
Y. & Wan, C. J. Am. Ceram. Soc. 96 [1], 1–23 (2013) 

73. Funahashi, R., Urata, S., Mizuno, K., Kouuchi, T. & Mikami, M. Appl. Phys. Lett. 
85, 1036-1038 (2004) 

74. Venkatasubramanian, R., Siivola, E., Colpitts, T., O'Quinn, B. Nature 413, 
597-602 (2001) 

75. Majumdar, A. Nat. Nanotechnol. 4, 214-215 (2009) 
76. Bulman, G. E., Siivola, E., Shen, B. & Venkatasubramanian, R. Appl. Phys. Lett. 

89, 122117 (2006) 
77. Wang, N., Han, L., He, H., Park, N. H. & Koumoto, K. Energ. Environ. Sci. 4, 

3676-3679 (2011) 
78. Yang, M. Z., Wu, C. C., Dai, C. L. & Tsai, W. J. Sensors 13, 2359-2367, (2013) 
79. Huesgen, T., Woias, P. & Kockmann, N. Sensor. Actuat. A 145-146, 423-429 

(2008) 
80. Su, J., Leonov, V., Goedbloed, M., Andel, Y., Nooijer, M. C., Elfrink, R., Wang, 

Z. & Vullers, R. J. M. J. Micromech. Microeng. 20, 104005 (2010) 
81. Hicks, L. D. & Dresselhaus, M. D. Phys. Rev. B 47, 12727-12731 (1993) 
82. Lee, S. M., Cahill, D. G. & Venkatasubramanian, R. Appl. Phys. Lett. 70, 

2957-2959 (1997) 
83. Mahan, G. D. & Woods, L. M. Phys. Rev. Lett., 80, 4016-4019 (1998) 
84. Bassi, A. L., Bailini, A., Casari, C. S., Donati, F., Mantegazza, A., Passoni, M., 

Russo, V. & Bottani, C. E. J. Appl. Phys., 105, 124307 (2009) 
85. Brinks, P., Kuiper, B., Breckenfeld, E., Koster, G., Martin, L. W., Rijnders, G. & 

Huijben, M., Adv. Energy Mater. 1301927 (2014) 
86. Hu, Y. F., Si, W. D., Sutter, E. & Li, Q. Appl. Phys. Lett. 86, 082103 (2005) 
87. Eng, H. W., Prellier, W., Hébert, S., Grebille, D., Méchin, L. & Mercey, B. J. 

Appl. Phys. 97, 013706 (2005) 
88. Sun, T., Ma, J., Yan, Q. Y., Huang, Y. Z., Wang, J. L. & Hng, H. H. Journal of 

Crystal Growth 311, 4123–4128 (2009) 
89. Ohta, H., Sugiura, K. & Koumoto, K. Inorg. Chem. 47, 8429-8436 (2008) 
90. Ohta, S., Nomura, T. & Ohta, H. Appl. Phys. Lett. 87, 092108 (2005) 
91. Caylor, J. C., Stacya, A. M., Gronsky, R. & Sands, T. J. Appl. Phys. 89, 

3508-3513 (2001) 
92. Campo, A. & Arzt, E. Chem. Rev. 108, 911-945 (2008) 
93. Arnold, C. B., Serra, P. & Piqué, A. MRS Bulletin 32, 23-31 (2007) 
94. Boutopoulos, C., Touloupakis, E., Pezzotti, I., Giardi, M. T. & Zergioti, I. Appl. 

Phys. Lett. 98, 093703 (2011) 
95. Stewart, J. S., Lippert, T., Nagel, M., Nuesch, F. & Wokaun, A. Appl. Phys. Lett. 

100, 203303 (2012) 
96. Feinaeugle, M., Sones, C. L., Koukharenko, E., Gholipour, B., Hewak, D. W. & 

Eason, R. W. Appl Phys A, 112, 1073-1079 (2013) 
97. Feinaeugle, M., Sones, C. L., Koukharenko, E. & Eason, R. W. Smart Mater. 

Struct. 22, 115023 (2013) 
98. Palla-Papavlu, A., Patrascioiu, A., Di Pietrantonio, F., Fernández-Pradas, J. M.,  



 135

Cannatà, D., Benetti, M., D’Auria, S., Verona, E. & Serra, P. Sens. Actuators B 
192, 369-377 (2014) 

99. Mattle, T., Shaw-Stewart, J., Schneider, C. W., Lippert, T. & Wokaun, A. Appl. 
Surf. Sci. 258, 9352–9354 (2012) 

100. Wu, H., Huang, B. & Zare, R. N. Lab Chip, 5, 1393–1398 (2005) 
101. Stender, D., Controlling Strain and Micro-structure of Yttria Stablised Zirconia 

Thin Films Grown by Pulsed Laser Deposition, Ph. D. Thesis, ETH Zurich, 2013 
102. Jørgensenz, M. J. & Mogensen, M. Journal of The Electrochemical Society, 148, 

A433-A442 (2001) 
103. Heiroth, H., Ghisleni, R., Lippert, T., Michler, J. & Wokaun, A. Acta Materialia 

59 2330–2340 (2011) 
104. Cavallaro, A., Burriel, M., Roqueta, J., Apostolidis, A., Bernardi, A., Tarancón, 

A., Srinivasan, R., Cook, S. N., Fraser, H. L., Kilner, J. A., McComb, D. W. & 
Santiso, J. Solid State Ionics 181, 592–601 (2010) 

105. Heiroth, S., Frison, R., Rupp, J. L. M., Lippert, T., Barthazy Meier, E. J., Gubler, 
E. M., Döbeli, M., Conder, K., Wokaun A. & Gauckler, L. J. Solid State Ionics 
191,12–23 (2011) 

106. Scherrer, B., Schlupp, M. V. F., Stender, D., Martynczuk, J., Grolig, J. G., Ma, H.,  
Kocher, P., Lippert, T., Prestat, M. & Gauckler, L. J. Adv. Funct. Mater. 23, 
1957–1964 (2013) 

107. Nishio, S., Chiba, T., Matsuzaki, A. & Sato, H. J. Appl. Phys., 79, 7198 (1996); 
108. Doria, D., Lorusso, A., Belloni F. & Nassisi, V. Rev. Sci. Instrum.75, 387 (2004); 
109. Efthimiopoulos, T., Dogas, D., Palli, I., Gravalidis, C. & Campbell, M. Appl. 

Phys. A 71, 325–329 (2000) 
110. Jadraque, M., Domingo, C. & Martín, M. J. Appl. Phys. 104, 024306 (2008);  
111. Torrisi, L., Gammino, S., Andò, L., Nassisi, V., Doriac, D. & Pedone, A. Applied 

Surface Science 210 262–273 (2003) 
112. Gordillo-Vázquez, F. J. & Gonzalo, J. J. Appl. Phys. 94, 7427 (2003) 
113. Jedynski, M., Hoffman, J., Mroz, W. & Szymanski, Z. Applied Surface Science 

255, 2230–2236 (2008) 
114. Cappelli, E., Orlando, S., Trucchi, D. M., Bellucci, A., Valentini, V., Mezzic, A. 

& Kaciulis, S. Applied Surface Science 257, 5175–5180 (2011) 
115. Puretzky, A. A., Geohegan, D. B., Jellison Jr., G. E. & McGibbon, M. M. Applied 

Surface Science 96-98, 859-865 (1996) 
116. Ma, Q., Ogino, A., Matsuda, T., Shinji, K. & Nagatsu, M. Thin Solid Films 518, 

3517–3521 (2010) 
117. Izumi, M., Konishi, Y., Nishihara, T., Hayashi, S., Shinohara, M., Kawasaki M. & 

Tokura, Y. Appl. Phys. Lett., 73, 2497 (1998) 
118. Willmott, R. R., Spillmanna, H. & Huber, J. R. J. Mater. Chem. 12, 397-402 

(2002) 
119. Willmott, R. R., Timm, R. & Huber, J. R. J. Appl. Phys. 82, � 2082 (1997)  
120. Timm, R., Willmott, P. R. & Huber, J. R. Appl. Phys. Lett. 71, 1966-1968 (1997) 
121. Willmott, R. R. & Antoni, F. Appl. Phys. Lett. 73, 1394-1396 (1998) 
122. Willmott, R. R., Antoni, F. & Döbeli, M. J. Appl. Phys. 88, 188-195 (2000) 



 136

123. Gupta, A. & Hussey, B. W. Appl. Phys. Lett. 58, 1211-1213 (1991) 
124. Montenegro, M. J., Clerc, C., Lippert, T., Müller, S., Wilmott, P. R., Weidenkaff, 

A. & Wokaun, A. Appl. Surf. Sci. 208-209, 45-51 (2003) 
125. Montenegro, M. J., Conder, K., Döbeli, M., Lippert, T. Willmott, P. R. & 

Wokaun, A. Appl. Surf. Sci., 252, 4642–4646 (2006) 
126. Montenegro, M. J., Döbeli, M., Lippert, T., Muller, S., Schnyder, B., Weidenkaff, 

A., Willmott P. R. & Wokauna, A. Phys. Chem. Chem. Phys. 4, 2799-2805 
(2002) 

127. Marozau, I., Shkabko, A., Dinescu, G., Döbeli, M., Lippert, T., Logvinovich, D., 
Mallepell, M., Schneider, C. W., Weidenkaff, A. & Wokaun, A. Appl. Surf. Sci. 
255, 5252-5255 (2009) 

128. Marozau, I., Shkabko, A., Döbeli, M., Lippert, T, Mallepell, M., Schneider, C. 
W., Weidenkaff, A. & Wokaun, A. Acta Mater. 59, 7145-7154 (2011) 

129. Amoruso, S., Aruta, C., Bruzzese, R., Maccariello, D., Maritato, L., Granozio, F. 
M., Orgiani, P., Scotti di Uccio, U. & Wang, X. J. Appl. Phys. 108, 043302 
(2010) 

130. Amoruso, S., Sambri A. & Wang, X. J. Appl. Phys. 104, 053304 (2008) 
131. Sambri, A, Amoruso, S., Wang, X., Granozio, F. M. & Bruzzese, R. J. Appl. Phys. 

104, 053304 (2008) 
132. Aragón, C., Bengoechea, J. & Aguilera, J. A. Spectrochimica Acta Part B 56, 619 

(2001) 
133. De Giacomoa, A., Shakhatov, V. A., Pascale, O. De. Spectrochimica Acta Part B 

56, 753 (2001) 
134. Aragón, C. & Aguilera J. A .Spectrochimica Acta Part B 63, 893 (2008) 
135. Gornushkin, I. B., Anzano, J. M., King, L. A., Smith, B. W., Omenetto, N. & 

Winefordner, J. D. Spectrochimica Acta Part B 54, 491 (1999) 
136. El Sherbini, A. M., Sherbini, Th. M. El., Hegazy, H., Cristoforetti, G., Legnaioli, 

S., Palleschi, V., Pardini, L., Salvetti, A. & Tognoni, E. Spectrochimica Acta Part 
B 60, 1573 (2005) 

137. Cha, J. O., Nam, T. H., Alghusun, M. & Ahn, J. S. Nanoscale Res. Lett. 7, 37 
(2012) 

138. Amoruso, S., Schou J. & Lunney J. G. Europhys. Lett. 76, 436 (2006) 
139. Otis, C. E., Gupta A. & Braren, B. Appl. Phys. Lett. 62, 102 (1993); 
140. Masaki, K. Horiuchi, K., Kawai, T. & Kawai, S. Appl. Phys. Lett. 57, 2716 

(1990); 
141. Hu, Y., Borca, C. N., Kleymenov, E., Nachtegaal, M., Delley, B., Janousch, M., 

Dönni, A., Tachibana, M., Kitazawa, H., Takayama-Muromachi, E., Kenzelmann, 
M., Niedermayer, C., Lippert, T., Wokaun A. & Schneider, C. W. Appl. Phys. 
Lett. 100, 252901 (2012) 

142. Craciun, V., Craciun, D., Perriere, J. & Boyd, I. W. J. Appl. Phys., 85, 3310 
(1999) 

143. Kim, H., Cepler, A., Osofsky, M. S., Auyeung R. C. Y. & Piqué, A. Appl. Phys. 
Lett. 90, 203508 (2007) 

144. Lecoeur, P., Gupta, A., Duncombe, P. R., Gong G. Q. & Xiao, G. J. Appl. Phys. 



 137

80, 513 (1996) 
145. Gougousi, T. & Parsons, G. N. J. Appl. Phys. 95, 1391 (2004) 
146. Johnson, C. N. L., Helmersson, U., Madsen, L. D., Rudner, S. & Wernlund, L. 

D.J. Appl. Phys. 77, 6388 (1995)  
147. Kim, T. S., Kim, D. J. & Jung, H. J. J. Appl. Phys. 86, 7024 (1999) 
148. Liu, W., Gu, S. L., Ye, J. D., Zhu, S. M., Liu, S. M., Zhou, X., Zhang, R., Shi, Y., 

Zheng, Y. D., Hang, Y. & Zhang, C. L. Appl. Phys. Lett. 88, � 092101 (2006)  
149. Kushner, M. J. J. Appl. Phys. 74, 6538 (1993) 
150. Zhao, J., Li, Y. Q., Chern, C. S., Lu, P., Norris, P., Gallois, B., Kear, B., 

Cosandey, F., Wu, X. D., Muenchausen, R. E. & Garrison, S. M. Appl. Phys. Lett. 
59, 1254 (1991) 

151. Zhao, J., Chern, C. S., Li, Y. Q., Norris, P., Gallois, B., Kear, B., Wu X. D. & 
Muenchausen R. E. Appl. Phys. Lett. 58, 2839 (1991); 

152. Chern, C. S., Zhao, J., Li, Y. Q., Norris, P., Kear, B., Gallois B. & Kalman Z. 
Appl. Phys. Lett. 58, 185 (1991); 

153. Li, Y. Q., Zhao, J., Chern, C. S., Huang, W., Kulesha, G. A., Lu, P., Gallois, B., 
Norris, P., Kear B. & Cosandey, F. Appl. Phys. Lett. 58, 648 (1991); 

154. Kim, T. W., Jung, M., Kim, H. J., Yoon, Y. S., Kang, W. N. & Yom, S. S. Appl. 
Phys. Lett., 62, 1788 (1993); 

155. Kim, K. H., Watanabe, K., Menzel D. & Freund, H. J. J. Phys.: Condens. Matter. 
22, 084012 (2010) 

156. William, B. & Dissociative, M. J. Chem. Phys. 41, 2174 (1964) 
157. Dhananjay, N., Prabhudesai, V. S. & Krishnakumar, E. Phys. Chem. Chem. Phys., 

DOI: 10.1039/c3cp53696c. 
158. Lee, M. T., Iga, I., Homem, M. G. P., Machado, L. E. & Brescansin, L. M. Phys. 

Rev. A 65, 062702 (2002) 
159. Itikawa, Y. Ichimura, A., Onda, K., Sakimoto, K., Takayanagi, K.,Hatano, Y., J. 

Phys. Chem. Ref. Data 18, 23-42 (1989) 
160. Doggettaand, B. & Lunney G. J. J. Appl. Phys. 105, 033306 (2009) 
161. Baraldi, G., Perea, A. & Afonso, C. N. J. Appl. Phys. 109, 043302 (2011) 
162. Weaver, I., Martin, G. W., Graham, W. G., Morrow, T. & Lewis, C. L. S. Rev. Sci. 

Instrum. 70, 1801 (1999) 
163. Doggett, B., Budtz-Joergensen, C., Lunney, J. G., Sheerin, P., Turner, M. M. Appl. 

Surf. Sci. 247, 134-138 (2005) 
164. Bator, M. Investigation of the magnetic and magnetoelectric properties of 

orthorhombic REMnO3 thin films, Ph. D. Thesis, ETH Zurich, 2013  
165. Bondar, I. I., Suran, V. V. & Bondar, D. I. Phys. Rev. A 88, 023407 (2013) 
166. Favre, G., Brennetot, R., Chartier F. & Vitorge P. International Journal of Mass 

Spectrometry 265, 15 (2007) 
167. Clemmer, D. E., Dalleska, N. F. & Armentrout, P. B. J. Chem. Phys. 95, 7263 

(1991) 
168. Meunier, B., Metal-Oxo and Metal-Peroxo Species in Catalytic Oxidations  

(Springer, 2000) 
169. Clemmer, D. E., Dalleska, N. F. & Armentrout, P. B Chem. Phys. Lett. 190, 259 



 138

(1992) 
170. Sievers, M. R., Chen, Y. M. & Armentrout, P. B. J. Chem. Phys. 105, 6322 

(1996) 
 
 



 139

 

Publications and Conferences 

Publications: 

1. J. Chen, Max Döbeli, Dieter Stender, Kazimierz Conder, Alexander Wokaun, 

Christof W. Schneider, and Thomas Lippert, Appl. Phys. Lett. 105, 114104 

(2014); 

2. J. Chen, A. Palla-Papavlu, Y. Li, L. Chen, X. Shi, M. Döbeli, D. Stender, S. 

Populoh, W. Xie, A. Weidenkaff, C. W. Schneider, A. Wokaun, and T. Lippert, 

Laser deposition and direct-writing of thermoelectric misfit cobaltite thin films, 

accepted by Appl. Phys. Lett. 104, 231907 (2014) 

3. J. Chen, J. G. Lunney, T. Lippert, A. Ojeda-G-P, D. Stender and A. Wokaun, 

Comparing Langmuir probe and mass spectrometry analysis of La0.4Ca0.6MnO3 

laser ablation plume, J. Appl. Phys. 116, 073303 (2014) 

4. J. Chen, Jikun Chen, D. Stender, M. Bator, C. W. Schneider, T. Lippert and A. 

Wokaun, Influence of an O2 background gas on the composition and kinetic 

energies of species in laser induced La0.4Ca0.6MnO3 plasmas, Appl. Surface Sci. 

278, 317–320 (2013) 

5. R. J. Peláez, C. N. Afonso, J. Chen, M. Esposito, T. Lippert, D. Stender and A. 

Wokaun, Relevance and formation mechanisms of negative ions upon ablation of 

Al2O3, J. Phys. D: Appl. Phys. 45, 285402 (2012) 

6. M. Yang, X. Liu, J. Chen, F. Meng, Y. Zhang, H. Brandl, T. Lippert, N. Chen, 

Photocatalytic and electrochemical degradation of methylene blue by titanium 

dioxide. Chin. Sci. Bull. 59, 1964 (2014) 

 

 

 



 140

Oral presentations 

1. J. Chen, X. Gui and T. Lippert, Preliminary study on laser induced plasma from 

ultra low-density sponge-like carbon nanotube block. 2013 Conference of Laser 

Ablation (COLA), Ischia, Italy; 

 

2. J. Chen, A. Palla-Papavlu and T. Lippert. Adjusting the laser-induced plasma for 

fabrication of low-dimensional Ca3Co4O9. TEP-CH 2013: Synthesis and Function 

of Thermoelectric Materials; EMPA, Switzerland. 

Posters presentations 

1. J. Chen and T. Lippert. Influence of an O2 background gas on the kinetic energy 

distributions of species in laser induced plasmas. 2012 EMRS spring conference, 

Strasburg, France (best poster award)  

2. J. Chen and T. Lippert. Semi-quantitative analysis of laser induced LaxCa1-xMnO3 

plasma in Ar by mass spectrometry. 2013 Conference of Laser Ablation (COLA), 

Ischia, Italy; 
 



 141

 

Curriculum Vitae  

Personal: 

Jikun Chen (陈吉堃): From Beijing, China; Born in 25th September 1985 

 

Education: 

2011 – 2014: PhD thesis “Analysis of Laser-Induced Plasmas Utilizing 18O2 as 

Oxygen Tracer” at Department of Chemistry and Applied Biosciences, 

ETH Zürich and General Energy Research Department, Paul Scherrer 

Institute. Supervisor: Prof. A. Wokaun; Co-supervisor: Prof. T. Lippert. 

 

2008 – 2011: Master thesis “Improving Thermoelectric Performance of Bismuth 

Chalcogenides by Electrochemical Lithium reaction”, at Shanghai 

Institute of Ceramics, Chinese Academy of Sciences, China. 

Supervisor: Prof. L. Chen (陈立东). 

 

2004 – 2008: Bachelor education in Department of Material Science and Engineering, 

Tsinghua University, Beijing, China. Bachelor Thesis supervisor: Prof. 

F. Kang (康飞宇) and Prof. Z. Huang (黄正宏). Semester practice in 

Institute of Semiconductors Chinese Academy, of Sciences (Supervisor: 

Prof. N. Chen) and Institute of Physics Chinese Academy of Sciences 

(Supervisor: Prof. Q. Meng). 

 

Social / Further Activity: 

2012 – 2014: President of PSI-Aargau Chinese Student & Scholar Union, under domain of the 

Edu. China Embassy in Switzerland. 


